INSTITUT FUR INFORMATIK

Monocular Pose Estimation Based on
Global and Local Features

Marco Antonio Chavarria Fabila

Bericht Nr. 0922
November 2009

CHRISTIAN-ALBRECHTS-UNIVERSIT AT
ZU KIEL






Institut fur Informatik der
Christian-Albrechts-Universitat zu Kiel
Olshausenstr. 40
D — 24098 Kiel

Monocular Pose Estimation Based on Global and
Local Features

Marco Antonio Chavarria Fabila

Bericht Nr. 0922
November 2009

e-mail: mc@ks.informatik.uni-kiel.de

Dieser Bericht gibt den Inhalt der Dissertation wieder, die der Verfasser im
Januar 2007 bei der Technischen Fakultat der
Christian-Albrechts-Universitat zu Kiel eingereicht ha t.

Datum der Disputation: 05. Juni 2009.



1. Gutachter Prof. Gerald Sommer
(Kiel)
2. Gutachter Prof. Bodo Rosenhahn

(Hannover)

Datum der mundlichen Prifung: 05.06.20009.



ABSTRACT

The presented thesis work deals with several mathematical and practical aspects of
the monocular pose estimation problem. Pose estimation means to estimate the po-
sition and orientation of a model object with respect to a cam era used as a sensor el-
ement. Three main aspects of the pose estimation problem areconsidered. These are
the model representations, correspondence search and posecomputation. Free-form
contours and surfaces are considered for the approaches presented in this work.
The pose estimation problem and the global representation of free-form contours
and surfaces are de ned in the mathematical framework of the conformal geomet-
ric algebra (CGA), which allows a compact and linear modelin g of the monocular
pose estimation scenario. Additionally, a new local repres entation of these entities
is presented which is also de ned in CGA. Furthermore, it all ows the extraction of
local feature information of these models in 3D space and in t he image plane. This
local information is combined with the global contour infor mation obtained from
the global representations in order to improve the pose esti mation algorithms. The
main contribution of this work is the introduction of new var iants of the iterative
closest point (ICP) algorithm based on the combination of lo cal and global features.
Sets of compatible model and image features are obtained from the proposed local
model representation of free-form contours. This allows to translate the correspon-
dence search problem onto the image plane and to use the featue information to
develop new correspondence search criteria. The structural ICP algorithm is de-
ned as a variant of the classical ICP algorithm with additio nal model and image
structural constraints. Initially, this new variant is app lied to planar 3D free-form
contours. Then, the feature extraction process is adapted to the case of free-form
surfaces. This allows to de ne the correlation ICP algorith m for free-form surfaces.
In this case, the minimal Euclidean distance criterion is re placed by a feature corre-
lation measure. The addition of structural information int he search process results
in better conditioned correspondences and therefore in a better computed pose. Fur-
thermore, global information (position and orientation) i s used in combination with
the correlation ICP to simplify and improve the pre-alignme nt approaches for the
monocular pose estimation. Finally, all the presented appr oaches are combined to
handle the pose estimation of surfaces when partial occlusions are present in the
image. Experiments made on synthetic and real data are presented to demonstrate
the robustness and behavior of the new ICP variants in compar ison with standard
approaches.
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Chapter 1

INTRODUCTION

Computer vision and robotic systems are among the most innov ative and impor-
tant research topics with an enormous potential of practica | applications. No other
technical innovation has developed so fast than computers i n the recent years. Since
the rst personal computer developed in the seventy years, e very new generation of
computers is faster, cheaper and more compact. Hence, ef cient applications based
on computer systems are available nowadays for almost every institution, industry
and individuals in almost all aspects of modern life. This ha s also allowed the use
of robots in a wide variety of applications, e.g. in entertai nment systems, industrial
applications and missions to explore other planets among ot hers. Robots are used in
those situations where the work is too dangerous, hard and re petitive and in cases
where humans can not perform a certain task with high accurac y. In this context,
a big challenge for research has been to emulate in robots thebasic human behav-
ior to solve problems. That means, the way that humans perceive information and
take decisions to solve a speci ¢ problem. In this framework , the perception-action
cycle de nes the way that robots interact with their environ ment to solve a certain
task. Once that all possible informations of the environmen t have been acquired and
interpreted in the perception phase, a set of decisions are taken in the action phase.

Let us concentrate on the perception phase. A description about the size and
structure of the robot's environment must be generated. On t he other hand, the
location of the robot and any other objects must be determine d in order to plan a
possible action strategy. In order to obtain this informati on, modern robot systems
are equipped with a large variety of sensor elements. The most adequate sensors
are chosen depending on the speci ¢ task to be solved. Infrar ed or ultrasonic sen-
sors are commonly used for robot navigation applications. T hermal and humidity
sensors are also used to work in industrial environments. Mo dern sensors based
on GPS (global positioning systems) are used for robot localization and navigation.
Although these systems are able to deliver very precise measurements, they are lim-
ited to a speci c parameter of the world.

In contrast to the above mentioned sensor elements, the use d visual information
has become more popular in the last years. The most important way to get infor-
mation about the world is through vision. Vision allows huma ns to perceive a huge
amount of information, e.g. shape, color, dimension, etc. It is the principle to con-
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struct more general and abstract interpretations of the wor Id. That means, humans
learn and take decisions basically from visual information . Because of that, the aim
is to simulate the human eye as sensor element by video cameras. Similarly, the
function of the human brain as visual processing center is si mulated by a computa-
tional system. The processing and interpretation of visual information has become
an important research topic in the elds of arti cial intell igence and cognitive sys-
tems. Among the most common applications are controlling pr ocesses, detection
of events, organization of information, modeling of object s and environments and
human-machine interaction.

As mentioned before, one of the main tasks that a robot system must solve to
interact with its environment is to determine its location a nd the location of addi-
tional objects. This is known as "Pose Estimation Problem”. Roughly speaking, it is
de ned in [49] as follows:

De nition 1.1  Pose estimation is de ned as the transformation (rigid baabion) to map
an object model from its initial position to the actual pmsitin agreement with the sensor
data.

According to the last de nition, the pose estimation proble m is classi ed de-
pending on how model and sensor data are de ned as 2D-2D, 3D-3 D and 2D-3D,
see [28]. If sensor and model data are de ned in the image plan e, the problem is de-
ned as 2D-2D. In this case, a rigid body motion in the image pl ane is obtained from
the pose computation. If model and sensor data are de ned in 3 D space, the prob-
lem is considered as 3D-3D and the computed rigid body motion is also de ned
in 3D space. The pose estimation problem is de ned as 2D-3D if 3D information
is recovered from the image and the rigid body motion is compu ted in 3D space.
Many authors refer to the pose estimation problem with diffe rent names, although
the idea of computing a rigid body motion with respect to sens or data remains the
same. When the pose is computed for a sequence of images, it iskknown as 2D or 3D
tracking respectively [61]. The pose estimation problem is also known as 3D regis-
tration [64] when two clouds of points in 3D, or a cloud of poin ts and a given model
are matched.

In the context of this work, the monocular 2D-3D pose estimat ion for 3D free-
form contours and surfaces is considered in the mathematical framework of geo-
metric algebras. Recently, geometric algebras have been itroduced in computer vi-
sion as a problem adaptive algebraic language in case of modeding geometry related
problems, see [55, 102]. The main advantage of geometric algbras over standard
representation methods is that they allow linear and compac t symbolic representa-
tions of higher order entities. In the context of the algebra , a higher order entity
can be interpreted as a subspace of a given vector space. For xample, lines and
planes can be considered higher order entities since they represent one and two di-
mensional subspaces of R. Several geometric concepts and operations de ned in
different algebras are uni ed in geometric algebra. For ins tance, the principle of
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duality in projective geometry, Lie algebras and Lie groups , Plucker representation
of lines, real numbers and quaternions among others. Because of the last properties,
the use of geometric algebra allows to de ne linear operator s acting on these differ-
ent geometric entities. Furthermore, itis also possible to de ne the image formation
process in the case of projective cameras, see [9, 33, 85].

As it was discussed by Rosenhahn in [87], several aspects mus be considered
in order to de ne the pose estimation problem. First, a mathe matical framework
must be de ned in order to model the geometry and mathematica | spaces involved
in the problem. Based on that mathematical framework, rigid body motions and the
respective free-form models must be accordingly described . Additionally, operators
to de ne the best way to t 3D object data to image information are needed. Finally,
image features must be extracted (originally, points, line s and planes) according to
the available model object and pose scenario. The main contribution of Rosenhahn's
work was the uni cation of all these concepts in the mathemat ical framework of the
conformal geometric algebra (CGA). Roughly speaking, the conformal space (on
which the conformal geometric algebra is de ned) is a vector space generated as a
geometrical embedding of the Euclidean space by a stereographic projection [44].
It turned out that the conformal geometric algebra is especi ally useful because its
ability of handling strati ed geometrical spaces, which is an essential property for
the de nition of the pose estimation problem, see [92].

In a further work, Rosenhahn extended the pose estimation ap proaches in CGA
for model objects like circles, ellipses, spheres, free-fam contours and surfaces, see
[89, 90, 91]. To achieve that, the idea of twist rotations plays a signi cant role to
represent contours and surfaces. Initially, twists were us ed to model rigid body
motions in CGA. By exploiding their similarity with the expo nential representation
of the Fourier transform of closed contours, a set of twist de scriptors (geometrically
similar to a set of coupled rotations) are obtained. Then, it was possible to de ne
the pose estimation constraints in CGA of free-form objects.

It is worth to mention that geometric algebras have been appl ied to other com-
puter vision problems. The image formation process based on catadioptric and
stereographic projections has been de ned in [107]. Then, the 2D-3D pose estima-
tion problem with catadioptric cameras was formulated for a pplications to mobile
robots, see [46]. In the case of multidimensional signal theory, a local geometrical
modeling of image signals was proposed to develop new edge an d corner detectors
[110, 111]. The theoretical basis for neuronal network applications with geometric
algebras has been introduced in [21].

1.1 Motivation

The aim of the present work is to propose mathematical and pra ctical approaches to
improve the monocular pose estimation problem. In a rstins tance, the monocular
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pose estimation problem is divided in the following three ma in tasks: acquisition
of data from the image, correspondence search and pose compuation. In the ac-
quisition step, feature information is extracted from the i mage and from the object
model. This feature information is used to nd corresponden ce pairs (model and
image). Finally, the correspondences are used to de ne constraints in order to com-
pute the pose parameters. In this work, several strategies are proposed to obtain
compatible feature information from image and model data. T he main contribu-
tions are focused on the development of correspondence seach strategies which
use such feature information. The ef cient integration of t hese tasks may result in
good guality pose estimation algorithms in terms of robustn ess, convergence behav-
ior and time performance.

For the pose estimation problem, nding proper corresponde nces is one of the
major challenges to solve. In general, the correspondence garch problem is de ned
as follows:

De nition 1.2  Given two sets of point& andB, correspondence pairs of "similar” points
must be found. Additionally, the function&l measures the similarity of points with respect
to their feature information. Therefore, for every pomnt2 A, its corresponding point
y; 2 B is the one which follows the criterion

corr(x;B) = _rr11ax ff (xi;y)0: (1.1)
= n

According to the last de nition, two points form a correspon dence pair if their
similarity measure is maximal. Analog to the classi cation of the pose estimation
problem, the correspondence search can be also classi ed dgpending on how model
and sensor data are de ned, i.e. between image data (2D-2D), data in Euclidean
space (3D-3D) and between image and Euclidean space data (2B3D). In general, the
classical variant of ICP (iterative closest point) algorit hm [13] is the most common
approach which is used in most of the scenarios. It uses the Euclidean distance
between model and sensor data as correspondence search cririon.

If the correspondences are correct, any pose estimation algrithm will deliver a
correct pose within ceratin limits. In real applications, f alse correspondences due
to occlusions, noise or other perturbations are present during the estimation pro-
cess. Therefore, a correspondence search criterion must bede ned which makes
possible to nd better correspondences. To achieve that, new variants of the ICP
algorithm are presented in this work which combine Euclidea n distance with addi-
tional global and local feature information. The choice of t he best strategy to de ne
a correspondence search criterion based on feature information depends in general
on the following considerations:

1. Global and local object representations . For applications in robotics and
computer vision, it is desirable to gain as much information as possible about
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the objects of interest in order to solve a certain task. The object representa-
tion must satisfy certain mathematical and geometric prope rties. ldeally, it
must be able to de ne the object by a complete, unique and if po ssible com-
pact representation. In most of the cases, a compromise between these prop-
erties must be made for practical applications. One importa nt question is how
to represent such objects (free-form contours and surfaceg, which eventually
must be detected and segmented in the images. On the other hand, the con-
cept and representation of an object can be regarded as globa or local. Each
representation offers certain advantages in a mathematical point of view and
for its implementation. Intuitively, the global conceptre fers to representations
which involve the complete model and therefore useful infor mation can only
be extracted if the complete model is available. On the other hand, a local
representation does not need the complete object to approximate patches or
regions of interest of the objects. As mentioned before, a global representation
of free-form contours and surfaces was proposed by Rosenhahn. Hence, a new
local representation in CGA is proposed which is able to deli ver local feature
information.

2. Global and local features . Feature based approaches are well known in the
context of computer vision problems. Evermore, the concept of fusing global
and local approaches can be also applied to the corresponderce search prob-
lem. Global features describe a complete object or image information in a way
which can be useful to certain applications. Sensitiveness to occlusions, clutter
and the need of segmentation approaches are the main drawbacks of global
feature based algorithms. In contrast to that, local featur es do not need a com-
plete segmentation procedure and they are robust against occlusions and clut-
ter. Since local features describe structures of different nature and sometimes
the locally described region may have different ranges, the combination of sev-
eral kinds of local features into standard techniques may be dif cult. Accord-
ing to these properties, local and global feature approaches provide essentially
independent structural information. Such information can be combined in or-
der to get a better description of model objects and image data. In the case
of 3D free-form contour and surfaces, it is only possible to o btain global and
local features from contour segments or complete contours in 3D space or in
the image plane according to its global and local model repre sentations. Then,
several methods are proposed in this work to obtain adequate contour features
which can be used in the correspondence search problem.

3. Tracking assumption . Inthe context of the pose estimation problem, the track-
ing assumption de nes the inherent convergence limits with in which a pose
estimation algorithm is able to compute a correct pose. In some applications,
sequences of pictures are previously captured. Then, the conditions to get
proper correspondences and a correct pose are in general in adlvance predeter-
mined. That means, the tracking assumption condition is con sidered. A model
object is considered to be under tracking assumption condit ions if its position
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and orientation difference with respect to the image data is small enough to
avoid convergence to a local minimum. Other possible scenario is when the
system has to locate the objects in order to make decisions, br example for
robot navigation or object manipulation with a robot arm. In  these cases, the
information of the image has to be processed, the decision must be made and
a new information must be acquired to continue the loop (perc eption action
cycle). During this cycle, unexpected changes in the robot w ork environment
or rapid movements of robot or objects may cause larger displ acements be-
tween model and image. In these cases, the tracking assumption is not met
any more. In both of the described situations, the applicati on of a different
correspondence search strategies is needed. Therefore, ta proposed solutions
to the correspondence search problem must be robust againstthe tracking as-
sumption.

1.2 Literature Overview

In this section, a review of the most representative contrib utions in the literature
regarding to the main aspects of the correspondence search goblem in context of
the pose estimation problem are presented.

Model Representations

Point and line information are commonly used to represent mo del objects for the
monocular pose estimation problem. In consequence, the same information is ex-
tracted from the image plane, see [3, 51, 71, 86]. In contrasto the model representa-
tion of free-form objects in CGA, most of the typical objectr epresentations presented
in the literature use more intuitive geometrical concepts t han formal mathemati-
cal representations to describe these entities. In genera) the term free-form object
[24, 38, 60, 112] is applied to such contours or surfaces whid can not be easily de-
scribed by an explicit parametric function or by a set of plan ar and regular patches.
Human faces and organs, car models, ships, airplanes, terran maps and industrial
parts among others are typical examples of objects modeled as free-form objects (see
Besl [13] and Stein and Medioni [105]).

A review of free-form object representations and their appl ications to computer
vision problems was presented by Cambell and Flynn in [24]. S urfaces can be im-
plicitly modeled as the zero-set of an arbitrary function [1 06]. In general, these func-
tions are de ned by a polynomial of certain degree. One main d isadvantage of
this approach is that the coef cients of the polynomial are i n general not invariant
to pose transformations. Surfaces are also de ned by implic it functions called su-
perquadrics where a surface is de ned by volumetric primiti  ves [101]. In this case,
the simplest primitive is the sphere. Then more complex surf aces are generated by
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modifying and adding extra parameters to the basic superqua dric equation like ta-
pering, twisting and bending deformations. Due to the basis equations to generate
the curves, superquadrics are able to model coarse shapes ofmodels. Because of
that, superquadrics lack of the ability to describe ne deta ils of models and there-
fore they can not deliver good quality local structural feat ures. Other possibility is to
model surfaces as generalized cylinders [1, 81]. Once that e main orientation axis
of the 3D points are obtained, a set of contours are constructed in the planes normal
to this axis de ning the boundary of the surface. Itis cleart hat this approach is well
suitable to de ne elongated objects. Finally, other common object representation im-
portant for our purposes is based on polygonal meshes [24]. A mesh consists of a set
of triangles, rectangles or any polygonal patches which de ne a surface. Due to the
possibility of de ning the resolution of the polygonal patc hes, complex free-form
objects can be modeled with a relatively good accuracy.

Local and Global Contour Features

In the case of free-form contours and surfaces, local features are commonly com-
puted from the curvature of contour segments or surface patc hes respectively, see
[14, 53]. In the case of the image plane, digital 8-neighbor connected curves are ob-
tained. Then, an angular measure based on the reference poirt p; and its neighbors
pi-k and p;  is used to estimate the curvature in [52]. According to that, the curva-
ture is de ned with respect to changes in the orientations of the tangent of a point
pi. The approach presented in [73] approximates the digital cu rve at the interest
point by second order polynomials. With this local approxim ation, the curvature
is computed by applying derivatives of the curve. The comple te digital curve is
approximated by cubic B-splines in [77] in order to compute t he curvature with re-
spect to the approximated curve. Osculating circles are used in [31] to compute the
curvature of discrete contour points. In this case, a circle is constructed with three
contour points where the curvature is de ned by the length of its radius.

In the case of images, segmentation procedures must be applied in order to ex-
tract contour information and eventually to compute the loc al features. To achieve
that, approaches based on the monogenic scale space for twodimensional signal
processing introduced by Felsberg and Sommer are used, see #0, 41]. The mono-
genic signal is a generalization of the analytic signal [43] which delivers feature
information of image points in terms of local amplitude, pha se and orientation.
The local amplitude encodes information about local energy (presence of structure)
while the phase refers to the local structure (symmetry of th e signal). That means,
additional local structure is used to describe contours in t he image plane.

Global features can be computed from closed contours. Global position and
orientation are computed by different approaches dependin g of the kind of object
models, sensor devices and pose estimation scenarios. Amorg the most common
approaches are the principal component analysis (PCA) as proposed in [20]. In this
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case, the main orientation axes correspond to the distribution directions derived
from the eigenvectors and eigenvalues of the covariance matrix computed with the
set of points in 3D. For image contours, the main distributio n axes can be extracted
from the elliptic Fourier descriptors as de ned in [58, 63].

Correspondence Search and ICP Algorithm

The ICP algorithm was originally used for correspondence se arch by Besl and McKay
[13]. Because of its relatively low computation complexity , variants of the classical
ICP algorithm are applied for tracking and pose estimation a pplications where real
time performance is expected. From this original idea, several variations and im-
provements have been made. Chen and Medioni [29] use the sum of square distance
between scene and model points in their ICP variant. An exten sion of this work was
made by Dorai and Jain [35], where an optimal uniform weighti ng of points is used.
Other variants de ne as error measure the absolute differen ce for each coordinate
component of the point pairs [108]. Zhang [112] uses a modie d ICP algorithm
which includes robust statistics and adaptive thresholdin g to deal with the occlu-
sion problem. Instead of a point-point distance metric, cor respondences are found
by the minimal distance between points and tangent planes of surfaces in the ap-
proach proposed by Dorai et al. [35]. In order to accelerate the search process,
Benjemaa and Schmitt use z-buffers of surfaces [10] where the search is translated to
a speci c area of the z-buffers. A comparison of variants of t he ICP algorithm is pre-
sented in [94], where the different variants are applied to a lign arti cially generated
3D meshes.

Other variants of the ICP algorithm perform a selection of co rresponding points.
Once that all the correspondences are found, only a certain number of points are se-
lected by a given criterion. Chetverikov et al. developed th e trimmed ICP algorithm
[30] based on the Least Trimmed Squares (LTS) approach [6]. h this case, correspon-
dence pairs are sorted by their least square errors and only a certain number of them
are used to compute the pose. This selection process is repeted in all steps of the
algorithm. A hierarchical control point selection is used i n the work of Zinsser et
al. [113]. The iteration process is divided in h + 1 hierarchy levels, where only ev-
ery 2" i points are used as control points for each level. Once that the algorithm
converges for a set of control points, the pose is computed wi th the control points of
the next level. A similar idea is used in the ICP algorithm pro posed by Masuda and
Yokoya [75] where control points are chosen randomly to de n e correspondences.
Once that the pose is computed, it is evaluated with a given er ror measure. This is
repeated in an internal loop until the pose with the minimal e rror is found. Then,
this optimal pose is applied to the model for the next iterati on. The last ICP variants
are useful for incomplete sensor data especially for 2D-2D and 3D-3D pose estima-
tion scenarios. Most of these above cited methods seem to be pbust and suitable
for real time applications. Since all of them are based on inf ormation obtained from
a single point, the tracking assumption must be considered i n order to ensure an ef-
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cient performance and to guarantee that the algorithms do n ot converge to a local
minimum.

The ICP algorithm is combined with additional features obta ined from relatively
complex image processing approaches like optical ow [19, 8 8] or bounded Hough
transform [98]. In these cases, the algorithms show a better performance in com-
parison with the normal ICP algorithm in a monocular pose est imation scenario.
The tracking assumption can be slightly overcome but the com putational cost in-
creases considerably. In some cases, computation times up ® 2 minutes per frame
are reported.

An evaluation of 2D-3D correspondences is made in the work of Liu [66]. Ad-
ditional rigid body motion constraints are de ned which det ermine the necessary
conditions for a point par to form a good correspondence. A fu rther extension of
this work exploits the collinearity and closeness (point-l ine and point-point) con-
straints without the need of any feature extraction [65, 67] . The approach proposed
by Shang et al. [99] uses known information about the limits o f the object velocity
and the image frame rate to reduce the transformation space between every frame.
Then, the tracking is transformed into a classi cation prob lem.

In the work of Naja et al. [80], appearance models (more real istic models which
include colors, textures and the effect of light re ections ) are used to nd correspon-
dences. Panin and Knoll [83, 84] presented a system that combnes active contours
[57] and appearance models. This system uses a global pose eimation module
based on a robust feature matching procedure. A reference image of the object is
used as model to compare and globally match the features with the current image
of the sequence. On the other hand, a local contour tracking is used to compute
the exact pose. After every frame, the coherence of the compued pose is checked
by the normalized cross correlation index. Once that the ref erence image (model)
is rendered onto the image plane at the computed pose, the cross correlation index
between image and reference is computed. If it is below a give n reference value, the
computed pose is considered a good initialization for the ne xt frame. Otherwise,
the global pose estimation is used. A quite similar idea is us ed by Ladikos et al. [59]
where feature and template-based tracking systems are combined. In this case, the
3D objects are modeled by a set of planar textured patches. The system switches to
feature tracking if the cross correlation index between mod el patches and image are
above a threshold value.

The most relevant approach for this thesis work is the contri bution of Sharp et al.
[100], where additional invariant features like curvature , moment invariants [95, 50]
and spherical harmonics [23] are used to de ne a variant of IC P algorithm for 3D
registration. The particularity of this method is that an ex tended similarity measure
function is de ned as a combination of point and feature Eucl idean distance. Al-
though this combination improves the correspondence search, it can not be applied
to the monocular pose estimation since curvature and moment s are not invariant
under perspective projection.
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1.3 Contributions and Outlook

Once that the general concepts of the correspondence searchproblem have been
presented, the main contributions of this work are summariz ed. In order to nd
correspondences between model and image points, two strategies are possible:

1. Reconstruct 3D information from the 2D image feature info rmation in order to
solve the correspondence problem in 3D space.

2. Project the 3D contour or surface points of the object model onto the image
plane and translate the correspondence search problem competely to 2D.

Essentially, information in 3D space is different than the i nformation in the image
plane. 3D features are in general not invariant against perspective projections. If
only one image is used to compute the pose, 3D information can not be completely
reconstructed from the image. If the 3D models are projected onto the image plane,
there are more possibilities to exploit more image informat ion and to nd equivalent
features from the projected models. Because of that, the seond strategy is followed
in order to develop the new variants of the ICP algorithm. A sc hematic diagram of
the general strategy is presented in gure 1.1.

Image Data Contour and
Surface Models
l - Projection onto the
Feature- Extraction Tmage Plane
(Monogenic Scale Space) *

Model Feature Extraction

Correspondence \
> Search

Y

Pose Estimation
Algorithms

Fig. 1.1: General strategy to translate the correspondence problem from the 3D Eu-
clidean space to the 2D image plane.

The present thesis work is organized as follows:

In chapter 2, the pose estimation problem is introduced in th e framework of
geometric algebras. Initially, the basic de nitions and pr operties of geometric alge-
bras are presented. The associated algebras of Euclidean, mjective and conformal
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space are de ned. Basic geometric entities like points, lin es and planes as well as
the image formation process are de ned in projective geomet ric algebra. On the
other hand, rigid body motions are modeled in conformal geom etric algebra. Then,
the interaction of these entities is described in order to de ne the pose estimation
constraints.

The use of twist rotations as global and local contour and sur face generator ele-
ments is discussed in chapter 3. In a rst instance, the concepts of free-form models
and Fourier contour and surface approximations are introdu ced. Then, they are
coupled with the pose estimation constraints in CGA. Additi onally, contour and
surface approximations are obtained from the quaternion va lued Fourier transform
and Hartley transform which offer an alternative to the comp lex valued Fourier ap-
proximations for practical applications. For instance, th ey allow the extraction of
global orientation information. By following the idea of tw st rotations, a new local
representation of free-form contours and surfaces in the fr amework of the confor-
mal geometric algebra is proposed in this chapter (publishe d in [25]). This new
representation allows to generate and describe the vicinity of a model point, larger
segments or even the complete model by a pivot point and a set of concatenated
twist rotations. Therefore, it can be used in the pose minimi zation constraints de-
ned by Rosenhahn. Additionally, this local representatio n allows to extract local
features information from contour segments.

One of the central contributions of this work is presented in  chapter 4. In order to
extract feature information of the image, the monogenic scale space is used to detect
local structure and edge information at different scales. T hen, a contour search al-
gorithm is applied to extract iteratively contours from the image at different scales.
Based on the geometrical properties of the proposed local model representation in
the image plane, a set of analog local features to that of the monogenic scale space
are extracted. From the local orientation of model points, a local feature de ned
as transition index is presented. It represents an arti cia lly generated structural
feature analog to the local phase. Additional to these featu res, model and image
contours are segmented according to their structure in stra ight, convex and concave
segments. Additional constraints are de ned with these fea tures in order to de ne
the structural ICP algorithm (published in [26]) for the cas e of planar 3D free-form
contours.

The procedures for the contour feature extraction were exte nded for the case of
free-form surfaces in chapter 5. Under some considerations, the local features are ex-
tracted from the projected silhouette of the model with resp ect to the image plane.
Then, the structural ICP algorithm can be applied. In contra st to the normal ICP
variants, the feature information of larger contour segmen ts is used to de ne pro-
le vectors. Then, each contour point has an associated pro le vector that describes
its structural information. Other variant of ICP algorithm is presented in this chap-
ter where the Euclidean distance is replaced by a feature measurement based on
the correlation matrix de ned by pro le vectors of model and  image points (pub-
lished in [27]). For cases where the displacement between madel and image data
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is too large (non-tracking assumption conditions), the loc al orientation information
is combined with the global orientation obtained from the Ha rtley transform in 2D.
Instead of a normal pre-alignment approach, a simple featur e pre-alignment in the
image plane is done in order to place the model under tracking -assumption condi-
tions. A set of experiments done with arti cially generated data and real images are
presented in chapter 6. Those experiments focus on testing o the main properties of
the new variants of ICP algorithm: robustness against the tr acking assumption and
convergence behavior. The new ICP variants were extensively compared with the
classical variants of the ICP algorithm.

In chapter 7, the problem of the pose estimation of free-form surfaces with par-
tial occlusions under non-tracking assumption conditions is discussed. Additional
positional features are combined with the correlation ICP a Igorithm as outlier elimi-
nation criterion. In this case, the angular position of silh ouette points with respect to
its global main orientation is used. Several combinations o f correspondence search
criteria and outlier elimination are analyzed which have se veral properties and be-
haviors. A system that selects the best combination according to the global position,
orientation and absolute pose error is presented.

Finally, the discussion is presented in chapter 8. Several possibilities are men-
tioned in order to improve the presented algorithms and to ap ply them to more
general scenarios of the pose estimation problem.



Chapter 2

POSE ESTIMATION IN THE LANGUAGE
OF GEOMETRIC ALGEBRA

Geometric algebras have become an important mathematical framework to model
geometrically related problems by focusing on the geometri cal interpretation of al-
gebraic entities. Prior to the introduction of the Clifford algebra, Hamilton (1805-
1865) proposed quaternions as a generalization of complex numbers and applied
them to model rotations in 3D space. Other important contrib ution is the exterior
(also called outer) algebra developed by Grassman (1809-187). In this case, the
outer product of vectors is an algebraic construction that g eneralizes certain fea-
tures of the cross product to higher dimensions. Those ideas were taken by Clifford
(1845-1879) in order to develop his Clifford algebra. Essentially, Clifford made a
slight modi cation of the exterior product (he introduced t he geometric product),
which allowed him to de ne quaternions and Grassman's exter ior algebra into the
same algebraic framework.

In this chapter, an introduction to geometric algebras and t he de nition of the
pose estimation problem in this mathematical framework are given. For a more gen-
eral and detailed introduction, the reader should refer to [ 8, 15, 37, 85, 92, 93, 102].
Since this chapter serves as an introduction, the reader may also refer to the above
mentioned bibliography for details about the presented de nitions and properties.
The notation and de nitions used in this chapter are based on the last cited works.
Initially, the geometric algebra of Euclidean space R as well as its relation with the
algebra of quaternions is presented. Then, the corresponding algebras of projec-
tive and conformal spaces are introduced. The image formati on process and basic
geometrical entities (points, lines and planes) are de ned in projective geometrical
algebra. On the other hand, rigid body motions and operation s de ning points-line
and point-plane incidence relations are de ned in conforma | geometric algebra. Fi-
nally, all these concepts are used to de ne two different pos e estimation constraints.
They are based on minimization in 3D space and a projective variant based on min-
imization in the image plane respectively.
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2.1 De nition of Geometric Algebra

In this section, the de nition of geometric algebra, its ele ments (multivectors) and its
associated product (geometric product) are presented. A geometric algebra denoted
by G,.qr is a linear space spanned by2", with n = p+ g+ r, basis elements con-
structed from a vector space RP9". This linear space is de ned by subspaces called
blades which represent elements called multivectors as higher grade entities.! The
indices p; q; r refer to the signature of the corresponding basis vectors. The vector
space is formed by p; gand r basis vectors which square to 1; 1and O, respectively.
According to that, a proper signature can be chosen to de ne s paces with certain
geometrical properties.

2.1.1 Geometric Product

The product operation associated with the geometric algebr a is the geometric prod-
uct. For two vectors a and b, the geometric product is de ned by

ab=a b+ a”b: (2.1)

Then, the geometric product is constructed by the combinati on of an inner
and an outer product ” ~”. Let us consider the case of two orthonormal elements
ei;e 2 RP9" of a given vector space. In general, the geometric product of these
elements leads to a scalareje; := 1 2 Rif i = j. The last implies that the vectors
are the same. Otherwise, the geometric product leads to a new entity called bivector
(grade two) representing the space spanned by these two vectors: e; = e " ¢ =

g " g if i 6 j. These elements are the basis elements of geometric algebraThen,
geometric algebras are expressed on the basis of graded elerents.

A general multivector M is formed by a linear combination of elements of differ-
ent grades as
X
M = hMi;; (2.2)
i=0
where each elementhM i; represents each part of the multivector with respect to its
gradei. According to that, hM i is the scalar partof M, M i, and M i, are the vector
and bivector parts respectively. If an element is construct ed as the outer product of
k independent vectors, it is called a blade of grade k. Then, the blade of the vectors
e, eyl ec iIsde ned as
Ani = e Mey™ N eg: (2.3)

By using the properties of the geometric product (see [85]), it is possible to ex-
press the inner and outer product of two vectors in terms of th eir geometric product.

1 Note that vectors are considered as rst grade entities.
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For two vectors a; b 2 hG,qi 1, its respective inner and outer products are de ned as
1
ab = é(ab + ba) (2.4)

ab = %(ab ba): (2.5)

In order to clarify the operations used in the examples prese nted during this
chapter, some rules for the computation of the inner product between blades are
presented. According to [85], the inner product of a vector x (grade 1) with a blade

A (with grade k 1) results in a blade of grade k 1. The last can be expressed
in the next equation:

X Ani = (x e)(ex"eses”™ M e)
(X e))(er™ ez eyg™ il ey)
+H(Xx e)(erMexM e i ey)

( D" (x e)Anine]; (2.6)

i=1

where [A ine;] is the blade A without the vector e;.

A more general operation is the inner product of two blades A ; and By (with
O< k | n). lItcanbe computed as

Awi Bhi=e e (i1 (e Bui)) (2.7)
with the resulting blade of grade | k. In general, the inner product reduces the
grade of a blade while the outer product increases its grade.

A generalization of the geometric product of vectors can be d one for the product
of general multivectors. Thus, the geometric product as the combination of inner
and outer product of two vectors is extended by applying the p roperties or the geo-
metric product (see [85]). For two general multivectors A ;B 2 Gs, the de nition of
equations (2.4) and (2.5) is used to de ne the geometric prod uct as

1 1
AB = 3(AB +BA)+ S(AB BA)
= ATB+A B; (2.8)

where the analog operators of the inner and outer products fo r the case of general
multivectors are called commutator ~ and anticommutator _ product respectively.

Additional to the inner and outer product, other importanto  perations with blades

are de ned in the algebra. One of these operations is the reverse & of a blade
Axi=erMex:Ne 1" e, denedas

Rui=eMe 1Mnhe”er: (2.9)
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Because of the associative and noncommutative properties of the outer product,
the reordering of vectors in a blade changes only its sign. Th en, the reverse can be
computed as

Rui = ( 1 DA (2.10)

The reverse operation is used to de ne the inverse of a blade as

A i
1. . H 2 .

An important element of each algebra is the unit pseudoscalar, denoted by I,
which is de ned by the unit blade of highest grade. The invers e of the pseudoscalar
is used to de ne the dual of a blade. For a blade A of grade r, the dual A is de ned

as follows
A =A% (2.12)

If n is the dimension of the complete space, the grade of the dual blade A will be
n r. Thus, the dual of a blade results in a blade complementing th e whole space.

An operation that evaluates the intersection of subspaces represented by blades
is the "meet”. The generalization of this operation for gene ral multivectors is the
basis to describe the camera perspective projection proces and to de ne point-line
and point-plane incidence equations. The meet operation for two arbitrary blades
A; B, denoted by the operator” _", is de ned as

A_B:=(A) '~BJ 1HJ; (2.13)

where J is the result of the "join” operator of the blades.

For two blades A and B, the join J = A”B is de ned as the pseudoscalar of
the space spanned by the bladesA and B (see [85] for more details). According
to the last de nition, the join is an adapted version of the ps eudoscalar. Instead
of considering the pseudoscalar | of the entire space, a "reduced” pseudo scalar J
is constructed. For example, the join of the vector e, with the bivector e, " ez is
simply the bivector e,” e;. Itis clear that these elements are de ned in the subspace
spanned by e, M e3. Since the vectore; does not play any role in this example, it is
not considered in the de nition of the join for this particul ar example.

2.2 Euclidean Geometric Algebra

In order to facilitate the reader to follow the interaction o f elements in the different
spaces, the following notation will be used in next sections . Points in Euclidean
space will be represented with the notation x 2 R". The embedding of points in
projective space with X 2 R"*'nf0Og, while elements of conformal space will be
denoted X 2 R""*nf0g.
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Fig. 2.1: Left: outer product of two vectors expanding an oriented pla ne segment.
Right: outer product of three basis vectors expanding an ori ented segment
of the complete space.

The Euclidean space, denoted by R, is spanned by the orthonormal basis vectors
fer; e; e30. Its associated geometric algebraG; is spanned by the following 22 = 8
basis elements

G = spanf 1;e; €; 3; €23; €31; €12; €1230): (2.14)

As can be seen, the algebra is spanned by one scalar, there veors (e;; e;; €3),
three bivectors (e,s; €31; €12) and a trivector (e;,3) . This trivector is also known as
unit pseudoscalar (Ig). It squares to -1 and commutes with all other elements of the
algebra.

A multivector M 2 Gz is the combination of all these basis elements:

M =ag+aie;+ase,+aze;+asey;+ases +agln + are103: (2.15)

The geometrical interpretation of these elements can be sea in gure 2.1. The
outer product of two vectors de nes the area of the parallelo gram formed by them.
Then, the outer product represents the oriented segment of a plane spanned by these
two vectors (the orientation is represented by the arrows in the gure). In a similar
way, the outer product of three basis elements represents the oriented unit volume
and therefore a segment of the complete space.

Geometrically, the inner and outer products serve as operat ors that increase or
decrease the grade of a given blade or multivector. While the outer product of two
blades results in a blade of higher grade, the inner product d ecreases its grade. By
following the de nition of equation (2.6), the result of the  inner product of the bivec-
tor e; e, with the vector e; is

er (e1"e)=(er ee, (e1 e)e = e

Sincee; e; =1 and e; e, =0 are scalars, itis clear that the outer product of a vector
with a bivector results in a vector. As can be seen in the example, this operation
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can be interpreted as a "subtraction” of the subspace spanned by e; from the space
spanned by e; * e;.

It has been shown in [92] that the dual operation of a blade de ned in equation
(2.12) plays an important roll to construct an algebraic rep resentation of points, lines
and planes based on their geometrical representations. This will be described in the
next sections. Let us consider one of the examples presentedin [85] in order to
clarify how the dual works in Euclidean geometric algebra. A s described before, the
bivector e, e; describes a plane. By the de nition of equation (2.12) and ac cording
to the inner product rules of equations (2.6) and (2.7), it fo llows that

(e2"e3) Ig?

= (e2" €3) (3" ex” ey)

= e [es (e3” ex” ey)]

= e [(es e3)(ex"e1) (es e)(es” ey)+(es ey)(es” &)

= e [ e)]

= e (2.16)

(2" &3)

It is clear that the vector e; is the dual element of the plane e, » e;. On the
other hand, let us remember how to represent a plane in the Euclidean space R°.
According to the Hessian representation of a plane, it is described by the normal
unit vector of the plane and the distance from the origin to th e plane. As can be
seen in the last example, the result of the dual operation pro vides the normal vector
e; which is also used by the Hessian representation. The Hessian representation
describes a plane only in R®. In contrast to that, the bivector or its dual always
describe a plane independent of the dimension of the space they are embedded in.
This simple example gives a hint of how the dual operation can provide an algebraic
element which can be used to represent a geometrical entity. As it will we shown
in the next sections, the dual operator is used to nd dual rep resentations of points,
lines and planes which can be embedded from projective to con formal space and
viceversa.

2.2.1 Quaternions

In this section, the ideas presented in [85] to de ne an isomo rphism between quater-
nions and geometric algebras are summarized. In the next chapter, quaternions will
be used as an alternative to model 3D free-form objects as a canbination of rotations
in the context of geometric algebras.

Quaternions are a non-commutative extension of the complex numbers. They
are de ned by the combination of a scalar with three imaginar y componentsi, j and
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k satisfying the following rules

i2=j2= k2= 1 =k k=i k=]
i= ji: k= k: ki= ik; ik = 1

(2.17)

A general quaternion g has the form q = qo+q1i+q,j +qzk with qo;d:1;92; 03 2 R.
A guaternion which does not have a scalar component is called a pure quaternion
p = qii + g +qsk. The complex conjugate of a quaternion q is denoted by q =
Qo Qi 02 gzk. Similar to the complex numbers, a quaternion can be also
expressed in exponential form as

q = rexp(p); (2.18)
p___
where r = P qq , = atan( %) andp = pr?T The exponential representation of a

unit quaternion can be interpreted as a rotation operation. A vector represented by
the pure quaternion ais rotated by the following operation

b =r a r; (2.19)
with r = exp % P and p the unit quaternion representing the rotation vector. Then ,
the vector a is rotated by an angle around the vector represented by p.

Since quaternions are formed by a combination of a scalar component and three
imaginary components, an isomorphism can be de ned between quaternions H and
geometric algebra. The key idea of this isomorphism is that b ivectors of G; have the
same properties as the imaginary quaternion units i, j and k. Thus, the imaginary
units can be identi ed with the following bivectors:

il €73, jl €12, k! €31: (220)

Then, guaternions can be considered as elements of the subajebra G; G 3
spanned by the basis vectors:

G; = spanf 1; ez3; €12; €310: (2.21)

Since the subalgebraG; is isomorphic to the quaternion algebra H, all properties
of equation (2.17) are valid for the bivectors de ning G;. By using the geometric
product, it ha been shown in [85] that the known relations bet ween the imaginary
units are preserved,

ij | (exes)(e1r) = (ezer) ! k ; (ese)?= 1
jk 1 (erer)(eser) = (ees) ! i 5 (ee3)?= 1 (2.22)

ki ! (eser)(exes)=(e1€)! | ; (e1€)%= 1L
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Let us consider the rotation operation of equation (2.19) wi th the unit quaternion
P = Xii + %] + X3k de ning the rotation axis. According to the basis identica tion
of equation (2.20), this unit quaternion can be directly rel ated to the unit bivector
N = X123+ X€12 + X3€31 2 G . Then, the analog rotation operation called "rotor” of
equation (2.19) can be written as

R =exp % n 2G;: (2.23)

Notice that p represents a rotation vector in H while n represents a plane inG; .
That means, the rotation is performed around a rotation axis in H while the same
rotation is performed with respect to a plane in  G; .2 Although n and p are different
geometrical entities de ned in different algebras, there i s a relation between their
parameters. To make this idea clear, the dual operation is applied to the bivector n.
Similar to the example of equation (2.16), the dual of each basis element of n are

(e263) = e1; (e1€2) = e3; (eser) = ey

Therefore, the dual n = x;e; + X€3 + X3€, corresponds to the rotation vector repre-
sented by the unit quaternion x;i+ X,j + X3k according to the identi cation of equation
(2.20). If quaternions are used to represent vectors in Eucidean space, each imag-
inary unit i;j and k is identi ed with the three x, y and z axes respectively. In G
these axes are denoted bye;, e, and e;. Notice that the axes e, and e; of n are
changed. Then, the corresponding change of axes produces tte change of sign in
the rotation of equation (2.23).

One advantage of using rotors over quaternions is that rotor s can be de ned in
any dimension. While rotations can be only applied to vector s in quaternion algebra
H, rotations in G; can be applied to blades of any grade e.g. lines and planes.

2.3 Geometric Algebra of Projective Space

Essential for the pose estimation problem is the representation of basic geometric
entities like points, lines, planes as well as their interac tion with the image formation
process. This is not possible in Euclidean geometric algebra G;. Therefore, the use
of projective geometry is required.

The projective space PR’ (with dimension R "** nf 0g excluding the origin) is de-
ned by all elements X and Y, which form a set of equivalence classes such that

8X;Y2PR":X Y ,9 2RnfOg:X= Y: (2.24)

2 This fact is the principle for the construction of rotations in geometric algebra that will be ex-
plained in detail in the next sections.
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The projective space is illustrated in gure 2.2 for R 2. All the points of the line
de ned by X and the origin represent the same point in the projective pla ne. Thus,
the entire equivalence class is collapsed into a single object, for this example in a
single point. The basis elements of projective space are theorthonormal vectors
fer; e i ey en+1 0, Where the basis vector e,.; is known as homogeneous compo-
nent.

The operators P and P ! are de ned in [85], which denote the transformations
of an element from Euclidean (x 2 R") to projective space (X 2 PR") and vice versa
as

P(X) = x+en 2 PR" (2.25)
1 X
P (X)) = (X e)e 2 R": (2.26)
X €nh+1

i=1

As can be seen in the last equation, the homogeneous componert of X is always
the unity. These transformations are illustrated in gure 2 .2.

Then, the Euclidean space R is embedded in projective space PR® by adding
a homogeneous component denoted by e , with the property that €2 = 1. The
corresponding geometric algebra of projective space G;.; is spanned by the following
2* = 16 elements

. = S anfl;e ,€1,€9,€63,623,€31,€12,€ 1,€ 2,€ 3,
Gt p 1, €2;€3;€23;€31,€12;€ 1;€ 2/€ 3 (2.27)

€123,€ 23,€ 31;,€ 12,€ 1230,

with the pseudoscalar Ip := e 13 with the property that with e? ;= 1.

The outer product is important in the de nition of the projec tive geometric alge-
bra. It has been discussed in [87] that the outer product is used to de ne the equiva-
lence class of equation (2.24). Sinc&X * X =0, itisclearthat X X =08 2 Rnf0g.
Hence, all vectors X representa point A if A~ X =0.

2.3.1 Points, Lines and Planes in Projective Geometric Alge bra

The idea of representing a point in projective space is shown in the left graphic of
gure 2.2 for R 2. Because of the homogeneous representation ofX 2 PR?, all points
along this vector excluding the origin represent the same po int x 2 R?. A point
X = X181 + X6, + X3e3 2 Gg IS represented in projective geometric algebra G;.; just
by adding the homogeneous coordinate e as

X=X+e =X1e+X,60+X363+ € : (2.28)

The right graphic of gure 2.2 shows the idea of representing lines. Let us consider
two points X1:X, 2 R? and their respective homogeneous vectors X 1; X, 2 PRZ.
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|R2 | X,

Fig. 2.2: Left: example of the embedding of an Euclidean vector in proj ective space
and the opposite projection of a homogeneous vector to Euclidean space.
Right: representation of a line in projective space by two ho mogeneous
vectors.

Then, a plane is spanned by these homogeneous vectors (see [8]). The points that
result from the intersection of this plane with the projecti ve plane de ne a line in
PR2. As can be seen in the gure, this line does not pass through th e origin. Finally,
the orthographic projection of the intersection gives a lin e in R,

In order to de ne lines and planes in projective geometric al gebra, the outer
product of points is used as de ned [92]. Let us consider the ¢ ase ofalineL 2 Gz;. It
is obtained by the outer product of two points X ; X,. This operation in the algebra
to obtain a line is summarized as described in [92] as follows

L

X117 X,

(x1+e )" (x2+e) (2.29)
= XM X2+ (X1 Xo)e

= m re ;

where the parameters m (moment) and r (direction) are same parameters used by
the Pllicker representation of a line [15].

Similarly, a plane in projective space is represented by the outer product of three
points X 1; X ,; X3 2 Gz;. This operation is summarized as presented in [92] as fol-
lows

P XM XM X3

(xs+e )" (xa+e )" (xg+e) (2.30)

X1 M XM X+ (X1 X2)™ (X1 Xgz)e
= dlg +ne :

with the pseudoscalar of Euclidean space lg = ejys.
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r '4. X;=(0,e,.e;) //

/
S A ~e =
/ K X,=(¢,,0,e;)

Fig. 2.3: Left: coordinate systems involved in the complete camera mo del. Right:
de nition of the image plane according to the normalized cam era model.

In this case, the parametersn (normal of the plane) and d 2 R (distance to the ori-
gin) are the parameters used in the Hesse representation of planes. In comparison
with the elements of the algebra of Euclidean space G, algebraic linear represen-
tations are gained from the basic geometrical concept of construction of lines and
planes: two points de ne a line and three points a plane.

2.3.2 Camera Model in Projective Geometric Algebra

The pinhole camera model de nes the perspective projection of spatial points onto
the image plane. More detailed information about the pinhol e camera model can
be found in [37]. For a given number of world points and their ¢ orresponding im-
age points, the calibration matrix de ning the projectioni s computed. Additionally,
it can be can decomposed in a set of external and internal parameters (known as
complete camera model, see [45]). As shown in gure 2.3, this set of parameters
de nes the relation between the different coordinate syste ms involved in the pro-
jection process: world O,,, camera O, and image O;,,. In the next equations, the
corresponding origin points of these coordinate systems ar e denoted asO,,, O, and
Oim respectively. The external parameters are encoded in the marix M ¢ Which
de nes the rigid body motion needed to represent a point in th e camera coordinate
system. From this matrix, the location of the optical center of the camera O, can be
obtained. The internal parameters are de ned by the scale fa ctors fk ; fk, in the u
and v image axes directions and the coordinates of the principal p oint in the image
(uo; Vo). The principal point is the point where the optical axis inte rsects the image
plane (note that this point may not necessary be the center of the image). Based on
these parameters, a pointX,, 2 PR® is projected onto the image plane in two steps.
First, it is transformed to the camera coordinate system X0 = x;e; + X6, + X3+ €
by the rigid body motion M . Finally, it is projected onto the image plane by the
internal parameters to the point

: fkyX1 + U fkuXz + v
Xma = u)l( 0 o+ % e+ es+e 2Gs: (2.31)
3 3
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The camera model is constructed and normalized in such a way, that the image
center intersects the optical axis at the point with coordin ates(0; 0; 1) in the camera
coordinate system O, (notice that its origin point corresponds to (0; 0; e3)). Since the
u and v image axes are parallel to the basis vectorse; and e, respectively, the image
plane is spanned in projective space by the points

X, = e+ e 2 Gz
Xy = (e1+e3)+ e 2 Gz (2.32)
X3 = (ez + 63) + e 2 G3;1;

with the factor 1 2 R. Notice that the exact position of the image plane can be

found since the internal and external parameters are known.

It is possible to de ne the perspective projection of equati on (2.31) as the result
of intersection of the image plane and a line de ned by the poi nt and the optical
center. Then, the image plane is de ned according to equatio n (2.30) by the outer
product of the points X 1; X, and X3 as

Pim = X1" X" X3
= e (erte)(ex+e3)+(es (er+e3)”(es (ex+eg)e
= e*e’est(er” ey)e
le +(e1” e)e : (2.33)

Since the optical center is considered as the origin of the coordinate system, it
has the form O, = 0+ e 2 Gg;. The line de ned from the optical center and the
point X, = X, + e 2 Gg.; is computed according to equation (2.29) by

Ln = Xn/\ O+(Xn O)e

= Xp€ : (2.34)

According to equation (2.13), the intersection of this line and the image plane is
computed by the meet operation” _”

xir:ng = Ln_Pim
(Oc™ Xpn) _ (X1 XM X3)

( le+(e1™e)e ) _(xne)

= piertperteste

(2.35)

To nd its corresponding pixel coordinates in the image, the internal camera pa-
rameters are used as it was shown in equation (2.31) to scale he point coordinates
as follows _

X9 = (fkypy + Ug)ey + (fkypo + Vo)er + e3+ € (2.36)
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Important for the pose estimation problem is to recover info rmation in R * from
information of the image plane. The basic entity that can be r ecovered is an optical
ray. According to equation (2.29), a line can be represented as the outer product of
two points in projective space. If X 2 Gs.; is a point in projective space, a line throw
these points can be calculated as the outer productL = O " X . With the scale factors
fk 4, fky and the coordinates of the image center (uo; Vo), the coordinates of an image
point (u;Vv) can be re-scaled to get the coordinates of that point in projective space

as follows
u Uo V. 9

+
o T Tk

X = e+te;t+te 2 Gg;]_: (2.37)

Then, the optical ray may be directly computed with equation (2.29). Similarly, a
plane can be de ned with the optical center and the image poin ts x; = (uy;Vv,) and
X2 = (Ugz; V). Once that these points have been re-scaled toX ; 2 Gs.; and X, 2 Gg.q,
the plane is computed by

P=0." X1" X5 2 Gsy: (2.38)

2.4 Conformal Geometric Algebra

Several spaces and its associated algebras have been discged in the last sections. It
has been shown that the projective geometric algebra is useful for the construction
of basic geometrical entities (points, lines and planes) and to de ne the image for-
mation process. In order to formulate the pose estimation pr oblem, it is necessary
to relate rigid body motions with these entities from an alge braic point of view. Al-
though it is possible to represent rotations as linear operations in Euclidean space,
translations do not have this property. This may be a problem in order to de ne a
rigid body motion as linear operation in the algebra. 2 In order to get a linear repre-
sentation of combined rotations and translations, the dual quaternion algebra [8] has
been used. Despite of that, the duality concept needed to de ne projective geome-
try can not be applied in this algebra. To overcome these problems, it is necessary
to perform a further geometric embedding. In this section, t he embedding process
which is presented in [87] and [85] is introduced.

The Euclidean space is embedded in a higher dimensional space (conformal
space). The resulting conformal geometric algebra (CGA) is a general algebra where
the Euclidean and projective geometric algebras are subses of it. Additionally, it has
the property of containing an arti cially generated null sp ace (constructed from a
Minkowski space [62]). Because of that, it is possible to change between the elements
of the null space and the non-null space. As it will be shown la ter, this property is
important because it allows to change the representation of elements from projective
to conformal algebra and vice versa.

3 Let be x and y two vectors of Gz. A rotation R follows the linearity property R(x +y) = R(x)+
R (y). The translation T (x+y) 6 T (x)+ T(y) is not linear. Therefore, their combination is not linear.
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The geometrical embedding of Euclidean space into conformal space is done by
using a special kind of projection called stereographic pro jection (commonly used
to generate maps). It is called conformal since the projection is done by preserving
the angles between projected curves. The main idea is illustrated in gure 2.4 for
the projection of a one dimensional point, where the vectors fe;;e. g de ne an or-
thonormal basis. Let us imagine that a ray of light coming fro m the reference point

[

Fig. 2.4:Example of a stereographic projection of a 1D point.

e, incides with the point on the unit sphere X ° Then, its shadow is projected onto
the e, axis at the point x 2 R*. As presented in [87], a point X °= cos( )e; +sin( )e,
is projected onto the axis e; as

cos()

X%) 1 sin()

e, +0e;: (2.39)

The opposite projection of an Euclidean point xe; onto the unit circle (see [87]) is
performed by the following operation

X2

2X
x) X° = x2+1el+

Let us notice that the extra basis vector e, with properties that €2 = €2 = 1 has
been added as an additional basis vector to the one-dimensional Euclidean space.
A point projected on the point e, represents the point at in nity. If the point is
projected on e., it represents the origin.

In general, the conformal space is denoted by K" and represents the space R**.
Similar to the homogenization of the Euclidean space, the conformal space is also
homogenized by adding the component e with negative signature e> = 1. That
means, K" is embedded in projective space PK", which is represented by the space
R"*1nf0g. Then, a point X°= ae; + be, is embedded as

P(X% = ae +be, +e: (2.41)
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null cone - e

Fig. 2.5: Example of the homogenization of the conformal space by addi ng the com-
ponent e (left). Additional null basis of the null cone (right).

This is illustrated in gure 2.5. As can be seen in the gure,t he embedded point
lies on a unit circle. A direct consequence that follows from the addition of a ho-
mogeneous component is that the embedded points square to zero ((X92? = 0). The
mathematical prove of the last property can be consulted in [ 85]. Then, all vectors
in PK" that result from the embedding of a vector in Euclidean space square to zero
and they are called null vectors. For the example presented in this section, the set
of points in PK* which satisfy this condition lie on a null cone as it is can be s een
in gure 2.5. That means, only the vectors of the null cone can be projected back
to the Euclidean space and only this vectors have a geometrical meaning back in
Euclidean space.

2.4.1 De nition of the Conformal Geometric Algebra

Once that the concept of orthographic protection has been brie y introduced, the
basis elements of conformal geometric algebra and their main properties are intro-
duced in this section. The conformal vector space derived fr om R* is denoted as R**.
In addition to the basis elements of Euclidean space, the bads elements described in
last section are considered in the algebra. Then, the basis ectorsfe;;e,;es;e.;e ¢
span the conformal space R*!. Therefore, the corresponding algebra denoted by Gy,
contains 2° = 32 elements.

It has been mentioned before that only the elements of the nul | cone can be pro-
jected back to Euclidean space. Therefore, two additional basis vectors associated
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with the null cone (see gure 2.5) are de ned as

&: = 3(e e) (2.42)

e: = (e +e):

Similar to the algebras of Euclidean and Projective spaces,the conformal algebra
has its pseudoscalar elementde ned by Ic = e, 103 = Elg. Inthiscaselg = ejy3
denotes the pseudoscalarofGand E .= e e =¢e;, " e .

According to the stereographic projection model and aftera proper homogeniza-
tion and scaling of the elements (see [87]), points in Euclidean spacex 2 R® are
embedded into the null cone as

1
X =x+ §x2e+ €o: (2.43)

The last representation of a point in will be used in this and t he next chapters.
Finally, the main mathematical properties of the basis elem ents in the algebra are
summarized as follows

e=e2=0 e egg= 1 E=e,e

Ee= e Eeg = € E2=1
(2.44)

e;,E=¢e e E=ze ee=E+1

ee= (E+1) e*e =E e, e=1:

2.4.2 Geometric Entities in Conformal Geometric Algebra

It is clear that points are the are the basic geometric entities which can be described
in Euclidean space. In contrast to that, spheres are the basc entities of the conformal

geometric algebra G,.;. In fact, a pointin CGA is a degenerate sphere. A detailed in-

troduction about the derivation of basic geometric entitie s in CGA can be consulted
in [36, 85, 102]. In this section, the basic principle of congructing spheres, points,

lines and planes in CGA is presented.

In this and the next sections, the notation X will be used to denote elements of
Gy1. One of the advantages of using conformal geometric algebras is their ability
to represent geometric entities in a linear and compact way. Let us start with the
case of a sphere. Spheres can not be represented in a compactra linear way in
Euclidean spacé®. In contrast to that, it has been shown in [87] that a sphere S 2 G4
can be represented in CGA as

S=p+ o0 plet e (2.45)

4n fact, a sphere in R® can be only characterized by the constraint equation (x p)2 p2 =0,
where x 2 Gz is a point on the sphere and p 2 Gs is the center of the sphere.
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where p 2 Gs is the center of the sphere andp 2 R;p  Ois its radius.

If the radius p = 0, the equation is reduced to the point representation of equa -
tion (2.43). That means, a point can be seen as a degenerate ggere. In a similar way,
a plane can eventually be regarded as a sphere with in nite ra dius. The intersection
of two spheres de ne a circle, while the intersection of thre e spheres results in a
point pair.

As it was shown in the examples of sections 2.2 and 2.2.1, dual representations
of certain entities were found which represented interesti ng geometrical properties.
A similar idea is used in [87] to de ne dual representations o f the entities derived
from spheres in CGA. If A;B;C;D 2 G, are four points on a sphere, its dual is
de ned by the outer product of these points as

S=A""B"C"D: (2.46)

Similarly, the dual representation of a circle Z 2 G, is de ned by the outer
product of three points
Z =A"B"C: (2.47)

As can be seen in the last equations, the dual is used to repreent these entities
based on points contained on them. This property is also vali d to get dual represen-
tations of points, lines and planes useful for the formulati on of the pose estimation
problem. Initially, the dual representation of a point X 2 G, is constructed with the
point atin nity e (see [36, 102]) as

X = erX

1
= enr(x+ §x2e+ €o)

1
en x + éxze" e+ e’ ey
= e"x+E=ex+E: (2.48)
A line can be interpreted as a circle passing through the poin t at in nity e. By

using the dual representation of a circle of equation (2.47), the dual of a line is com-
puted with the points X ;; X, 2 G4, as

L

e/\ Lll\ LZ

1
= (e X)™(x2+ §x§e+ €o)

= (7 XM xp* (€7 X)) N Sxdet(en Xp) M e

= (e"x3+E)M"x,+(eMx1+ E)N g

= eM"Xi"x,+tEMXx, ENXy

= e"X1M X+ (X2 X)MNE

= em+ rE; (2.49)
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where the vectors m and r are the moment and direction of the Plucker representa-
tion of lines. This is a similar representation to the repres entation of lines in projec-
tive space of equation (2.29).

Analog to lines, planes can be de ned from the dual represent ation of spheres
by the outer product of three points and the point at innity e. By following a
similar procedure as in equation (2.49), the dual of a plane i s de ned with de points
Ll; Lz:L3 2 G4;1 by
P = e/\ Ll N LZ N K3

1
= (07 X1 % Xo)" (xa+ Sxe+ &)

en XM XM Xzt E(X2 X1) M (X3 Xy)
eled + En; (2.50)

with [g = ejp3. Similar to the representation of planes in projective spac e (equation
(2.30)), the dual of a plane is represented by its Hesse form with the normal n and
the distance to the origin d 2 R.

2.4.3 Rigid Body Motions

Other important entities which can be de ned in conformal ge ometric algebra as
linear operations are rigid body motions. To achieve that, t he concept of conformal
transformation is used °. This section summarizes the most relevant contributions o f
[62, 79, 85, 87], which describe how conformal transformations can be used to de ne
rigid body motions 6.

It has been mentioned before that only elements of the null co ne can be related to
elements in Euclidean space. Because of that, it is importart that rigid body motions
in CGA can be applied to elements of the null cone. Then, the re sult may be another
element of the null cone. As can be seen in [87], elements of the null cone have the
property of been invariant under conformal transformation s. In consequence, a con-
formal transformation on the null cone has a respective tran sformation in Euclidean
space.

On the other hand, transformations in G; can be de ned as a combination of
re ections as basic operations as shown in [54]. By followin g this principle, rotations
can be de ned as a combination of re ection operations also i n Gy;. This is shown
in gure 2.6 for the 2D case. It is clear that a rotation of the p oint a with respect to
the plane is exactly the same rotation for its projected poin t on the sphere a. On the

5 A conformal transformation is de ned as the product  X%= GXG !, where G is a versor and
a scalar. The conformal transformations are: re ections, i nversions, rotations, translations, transver-
sions, dilatation and involution operations.

6 Let us remember that rigid body motions correspond to the spe cial Euclidean transformation
group SE(3), which are contained in the group of conformal transformati ons.
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other hand, the translation of the point ato a’corresponds to a special rotation of a
to a’on the unit sphere. That means, rotations are basically the same operations in G
and Gy;. Since translations can be regarded as special rotations, he combined rigid
body motions (rotation plus rotation) can be described in G,.; as linear operations.

In a rst instance, the construction of a rotor as a combinati on of re ections is
presented in G;. Then, the combination of rotors and translators are represented in
Gy.1 where rigid body motions are de ned by twist rotations [79].  An example of

a

S mnanm P
a ‘\\\\\ pd
e > 0
/ m o /
)|
nan

Fig. 2.6: Example of the translation and rotation of a point in the plan e and its cor-
responding transformation in the sphere (left). Combinati on of re ections
to form a rotation (right).

the re ection of a vector is shown in gure 2.6. As it was shown in [85], a vector
a 2 Gz can be re ected with respect to a reference vector n 2 Gz by simply applying
the product nan. In fact, rotations are de ned as a combination of two consec utive
re ection operations. As can be seen in gure 2.6, the re ect ion of the vector a with
respect to the vector n followed by a re ection with respectto m results in a rotation
of a with respect to the plane spanned by m * n. Notice that the vector is rotated
by an angle of 2 , with  de ning the angle between the vectors m and n. Thus, this
rotation can be written as

b =(mn)a(nm): (2.51)
From the de nition of the geometric product, it was shown in [ 85] that the re-
verse of the product (hnm) = mn. Then, equation (2.51) can be rewritten as
b=RaR; with R:=mn; RR=1: (2.52)
The de ned operator R 2 G; is called rotor. By expanding this rotor by the
de nition of the geometric product, it follows that

R=mn = m n+m?®n
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cos +sin (m~n)
exp( 1); (2.53)

where | 2 Gz is a bivector which represents the normalized version of m ™ n with the
property that it squaresto 1. R represents a clockwise rotation by an angle 2 with
respect to the panel. In order to make a counter clockwise rotation of degrees and
therefore a mathematically positive rotation, the rotor is written as

R = exp 5' : (2.54)

In the following, this exponential representation will be u sed to express rotors in
conformal space. Since the Euclidean space was initially embedded in the conformal
space, it can be seen that the unit bivector| 2 Gz is contained in G;.;. Therefore, the
rotor R 2 Gs is also contained in G,.;. Additionally, an operation called translator is
de ned as a special rotation acting at in nity by using the po intatinnity e. These
basic rotation and translation operations are represented in exponential form by

R = exp Ql 2 Gyq (2.55)

t
T = 1+e— =exp

e
2
with the vector t 2 G representing the translation vector.

By combining rotors and translators, rigid body motions are dened as M =
TR . This operation is called motor and it is de ned as the consec utive application of
a rotation followed by a translation. Thus, the rigid body mo tion of a point X 2 G4
is done by the operation X°= MX M.

It has been proved in [79] that rigid body motions can be de ne d as a rotation
around a line in space combined by a translation along this li ne. This is known as
"screw” operation, see gure 2.7. In a rst instance, a gener al rotation of a point
around a line is de ned as follows. Initially, the point X 2 Gy is translated by T
with the distance vector between the line and the origin. Att his position, a normal
rotation as de ned in equation (2.55) is applied. Finally, t he point is translated back
to its original position by ®. This is known as "twist” operation and it is summa-
rized in the following motor representation

M TR®

et
1+ —2 exp —2| 1 —2

exp  S(l+e(t ) : (2.57)
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Once that the rotation around the line has been done, a translation along this line
is performed by applying the translator T 4,, where d represents the amount of the
translation. The complete operation is summarized as follo ws

MS = TdnTRT

= exp edTn exp é(l+e(t 1)

exp > |+ e(t | 9n) : (2.58)

Fig. 2.7: General screw motion de ned as a general rotation around a li ne. Itis
shown that the parameters of a general rotation around a line correspond
to the parameters of this line.

One property of the motor representation of equation 2.57 is that the parameters
of the exponential part encode the parameters of a line. A for mal prove of this prop-
erty can be seen in [87]. The geometrical interpretation of this property can be seen
in gure 2.7. Let us remember that the dual representation of a line is denoted as
L = em+rE. Therotor R is so de ned that the direction vector r of L corresponds
to the dual of the rotation plane | . Note that the rotation plane is perpendicular to
the line L . If we recall the example of the dual of a bivector presented i n section
2.2.1, it can be seen that the parameters of the vector correspond to that of | and
therefore to the rotation plane de ned by the bivector |. On the other hand, the inner
product of the bivector | and the vector t results in a vector contained in the plane |I.
It is also perpendicular to the line L and it contains the parameters of the moment
m of the line.

2.5 Pose Estimation in the Language of Geometric Algebra

Until this point, all entities involved in the pose estimati on problem were described
(points, lines, planes, rigid body motions and camera model ) as well as the different
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spaces and algebras where they are de ned. In this section, the interaction between
elements of those spaces needed for the formulation of pose estimation constraints
is presented. This allows to use the advantages of each algela for each step of
the pose estimation problem. For a set of model points and their corresponding
sensor measurements, the pose is computed by minimizing the average Euclidean
distance between model and extracted image data. In that sense, appropriate ex-
pressions are needed to model such distance measures. Findl, the nal constraint
eqguations are presented for two different pose estimation s cenarios shown in gure
2.8. The pose estimation based on 3D minimization constraints was presented in
[92]. In this approach, 3D information is projectively reco nstructed from the image
data and compared with model information. The second scenar io describes a pro-
jective variant based on 2D minimization constraints in the image plane [2, 4]. In
this case, model points are projected onto the image plane where they are compared
with data extracted from the image. One major difference of t his method is that it
integrates the perspective projection geometry (in terms o f the camera parameters)
within the minimization task.

oint-line distance . . initial position
P . projected model point .P X

initial position X @ /

M-

]

X'
actual position

X
actual position

image feature point
X .
reconstructed line

image f;:mure point point-poin:t distance
Fig. 2.8: Pose estimation constraints for the 3D case (left). Projecive variant of the
pose estimation (right).

2.5.1 Change of Representations of Geometric Entities

In this section, the change of representation of geometrical entities (points, lines
and planes) between the different spaces will be presented. Depending of the used
pose estimation strategy, these entities must be changed flom projective to confor-
mal space and vice versa. It has been discussed in last sectias that the algebras of
Euclidean and projective space are subalgebras of the confamal geometric algebra.
Then, the change of an element from one to the other space is dme by applying a
special operator.

First, the interaction of a point x 2 Gz in Euclidean space with the corresponding
point X 2 Gz in projective space as de ned in [62] is described as

X2Gs! x+e =X 2Ggy (2.59)
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X"e) e

X 2 Ggy ! <

=x2G;: (2.60)

By applying an operator called projective conformal extens ion (de ned in [87]),
an entity is changed from projective to conformal represent ation. According to the
embedding described in section 2.4, this is only valid for en tities that are contained
in the null cone. To change the representation of elements A, 2 f X;L;Pg 2 G, to
the corresponding dual representations in conformal algebra A, 2 fX ;L ;P g 2
Gy.1, the following operation is applied

A, = eMAg: (2.61)

C

To make clear how the projective conformal extension operat or works, let us
consider the following example forapoint X = x+e 2 Gz,

X 2Gy;; = eM(x+e)
erx+ene (2.62)

ex + E;

which corresponds to the dual representation of a point of eq uation (2.48). The same
operation is valid for lines L 2 Gz; and planesP 2 Gz

e™L e(er+m) Er+em =

e"P = e” (e n+dlg)

=

2 G4;1
P 2 Gy

(2.63)

En + edlg

It can be clearly seen in the last equations that the parameters of points, lines
and planes de ned in the projective space (equations (2.28), (2.29) and (2.30) respec-
tively) are preserved in the dual representation in conform al space. Only the basis
vectors were changed by the projective conformal extension operators.

The opposite operation is done by applying the conformal pro jective split (de-
ned in [87]). Anelement A. 2 fX ;L ;P g 2 Gy is changed to its projective
representation A, 2 f X;L;Pg 2 G, by applying

A, = e A (2.64)

The following example makes this clear. According to equati on (2.6) and the
properties of the basis vectors in CGA of equation (2.44), the inner product of a
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point X = ex+ E 2 G4, with e, is computed as

e, X = e (ex+E)
= e, ex+e E
= x+e (e™e) (2.65)
= X+(es e)e (es e)eg

= xt+te 2Gz;:

2.5.2 Incidence Equations

Constraint equations to model incidence of entities in the f ramework of the dual-
quaternion algebra were developed by W. Blaschke [15]. In [93], the commutator
and anti-commutator ~ products (see section 2.1.1) are used to express collineaty
and coplanarity of points, lines an planes. One advantage of this formulation is that
Euclidean distance measures can be expressed and computed vithout adding extra
non-linear operators. In consequence, the nal constraint equations are also linear.

As an illustrative example , let us consider the case of two points X ; = ex; + E
and X, = ex, + E. Their commutator product is given by
X, X, = %(&1&2 X,X4)
= 3((exs+ E)(exa+ E) (exz+ E)(exy + E))
= L((exiexp+ exiE + Eexp + E?)  (exqexy + expE + Eexy + E?))
= 1( xie+ex; exp+ Xz€)

(X2 Xxqe:

(2.66)

Itis clear that the product X ; X, will be zero when the two points are the same.
Otherwise, the magnitude of vector X, X, gives the distance between these points.

The point-line and point-plane incidence equations de ned in [93] are summa-
rized as follows. Apoint X = E+ex 2 G, iscollinearwithaline L = Er+em 2 G,
if the following constraint is satis ed

0=X L= (m x r)e (2.67)

To make clear the geometrical meaning of the expressionm x_r, itis necessary
to remember again the Pllicker representation of a line [15]. The moment m of a line

" Note that only dual representations of points, lines and pla nes will be used for the next formula-
tions. The *-sign will be omitted to simplify the notation.
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is computed by the outer product of its direction vector r with any point x°on the
line. If the point x belongs to the line, it is clear to see that the result of the product
will be the same moment m and the difference will become zero. Otherwise, the
magnitude of the resulting bivector m  x_r will describe the distance from the
point x to the line.

Similarly, a point X = ex + E 2 G4 is coplanarto aplane P = En + edlg 2 G4
if

0=X _ P=(dlg (x n)e: (2.68)

The anti-commutator product of the normal n and the vector x results in a trivec-
tor d% ¢ which represents the orthogonal projection of x onto n. The factor d®is the
distance form the origin to the projected point along the nor mal n. If x belongs to
the plane, then d = d° Otherwise, the difference d dCis the distance from the point
X to the plane.

Sincee? = 0, the products X L and X P are elements of the null cone. As it
was described in the last sections, if an element is contained in the null cone, it also
has a geometrical meaning in the Euclidean space. Thus, the® incidence equations
are changed to projective space by applying the conformal pr ojective split. By fol-
lowing the de nition of projective space (see equation (2.2 4)), a scaling parameter is
applied to express a distance measure in Euclidean space. Tle complete operation
is summarized as follows

(m x re e = m X r ! m - x (1 r)
— - - (2.69)
de (x ne e = dlg (x n) ! odle X ( pn);
with = 2 2Rand = 2R

2.5.3 Pose Estimation Constraints

Once that the interaction between spaces and the incidence euations have been
presented, the pose estimation constraints can be construd¢ed. For both pose esti-
mation constraints described in this section, the initial p osition of the model points
and the complete camera model are assumed to be known. The pose estimation
scenario for the 3D point-line minimization constraint is s hown in gure 2.8. The
aim is to compute the unknown motor M 2 G, that transforms the model point
X 2 Gy to its actual position X%2 Gg4:1 by minimizing the distance from that point
to the reconstructed line L 2 Gg;.

From its initial position, the model point is rotated and tra nslated by the un-
known motor M 2 G, by the operation

X°=M X WM: (2.70)
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In this position, an image is acquired and the corresponding feature point X'™9 2
Gs.1 Is extracted. Then, the optical ray Ly 2 Gs.; is computed with the optical center
O¢ 2 Gz by

Ly= 0O, ~ XMI: (2.71)

Since this line is de ned in G;.1, the projective conformal extension operator e®
(see equation (2.61)) must be applied to transform it to G;.;. Once that the line is
transformed, the commutator product is applied to express t he collinearity of the
translated point and the reconstructed line as

X%  Ly=(M X M) _ er(0, N XMy (2.72)

In order to get the complete constraint equation and the dist ance measurement
back to Euclidean space, itis rst multiplied by the conform al projective split oper-
ator e, and then scaled with the factor 2 R (see equations (2.64) and (2.69)). Then,
the nal point-line constraint equation as de ned in [87] ha s the form

M X M e N O, N XM e =0: (2.73)

It is also possible to de ne point-plane and line-plane cons traint equations, see
[87]. In those cases, the optical rays are replaced by 3D plares reconstructed from
the image plane. If the object model is de ned by a set of 3D lin es, the equation is
known as line-plane constraint. Once that each line is transformed by the operation,
ML M, the commutator product with the reconstructed plane is com puted and the
pose constraint is obtained as described before.

The second pose estimation strategy is also shown in gure 2. 8. Instead of mini-
mizing the Euclidean distance in 3D space, the problem is tra nslated onto the image
plane. The unknown pose parameters are computed by minimizi ng the Euclidean
distance between detected feature image points and projected model points. As it
was described in section 2.3.2, the projection of world poin ts onto the image plane
is done by the meet operation in G;;;. If a complete camera model is used, the image
plane Ping 2 Gz is de ned according to equation (2.33).

Similar to the rst strategy, the model point X 2 G, is translated by the un-
known motor M 2 G4 to its actual position X022 Gy41. At this position, the line
between this point and the optical center is computed by

L=0, ~ (M X N) e,: (2.74)

Note that the operator e. is applied to transform the translated point to projec-
tive space. Then, the projection of the point is computed as the intersection of the
image plane and the line (see equation (2.35)) as

XP = I:)img _ (Oc” LC) = I::'img _ O N (MX M) e, : (2.75)
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Finally, the constraint equation in the image plane is de ne d by expressing the
distance between the extracted image point and the projected model point,

n 0
0 = Xx'm XP
n 0
= X 'md [Pimg _ (Oc? L()]
h i
= x'm Pmg _  Oc” (MX M) e ; (2.76)

In this case, only the rigid body motion of the model pointisd enedin Gy;.
The projection of the transformed point and the distance mea sure are modeled in
projective space. Thus, it is not necessary to apply the commutator product to ex-
press incidence for this particular case. If needed, a point-line constraint can be
constructed by expressing point-line collinearity in the i mage plane. Despite of that,
only the 3D point-line constraint de ned in equation (2.73) and the minimization
constraint of equation (2.76) in the image plane are considered in the experimental
part of this work.

2.5.4 Linearization of the Pose Parameters

Until now, the equations of both pose minimizations constra ints were described. All

parameters (object model, camera model and extracted imagefeatures) are known,
while the unknown motor M containing the motion parameters has to be found.

Since the motor is expressed by its exponential representaton, its pose parameters
are also encoded in an exponential function. According to th e Taylor series power
expansion of the exponential function 8, the pose parameters are part of the non-
linear polynomial. In this case, the numerical computation of the pose parameters
by a standard method may be dif cult and time consuming.

As mentioned in the last sections, all the operations involv ed in the pose es-
timation constraints are described as linear operators. Therefore, the unknown
motor must be also represented or approximated in a linear wa y to facilitate the
computation of the pose parameters. It has been shown in [93], that linear equa-
tions are found with respect to the generators of the motor. | f the motor M =
exp (I + em) is approximated by its Taylor series power expansion the fol low-
ing expression is obtained:

— (_z(+em)?  ( z(l+em))?
M =1 s(l+em)+ —Z + + (2.77)

The idea is to use only the rst order approximation of the las t equation to ap-
proximate the motor ( rst two terms of last equation). Then, the rigid body motion

8 The Taylor series power expansion of the exponential function is dened as: exp(x) =

P
1 1yn — x2 x3
n=o pX| =14 X+ G+
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of a point X is approximated in the following way

MX M 1 5(I+em) (ex+E) 1+ 5(I+em)

E+e(x (I x) m);

(2.78)

It has been discussed in [93] that the last approximation imp lies a mapping of
the global rigid body transformation to its generator eleme nts. Therefore, the search
of the unknown motion parameters is not done with respecttot he Lie group SE(3)
but with respect to the Lie algebra se(3).

The approximation of equation (2.78) can be directly used in any of the con-
straints equations described in last section. For example, if L 2 Gg; is a recon-
structed line from the image plane, the constraint takes the form

( E+ex 1°x mY )  e~rL) e =0; (2.79)

where 19:= | and m°:= m. The unknown motion parameters |%m°®and therefore
the complete constraint equation is linear as result of the a pproximation. For a given
set of point-line correspondences, this linear equation can be solved for the motion
parameters by applying any standard numeric approach like H ouseholder or QR
decomposition methods [47]. Finally, the respective motor M can be evaluated by
applying the Rodriguez formula [79].

This kind of approximation is known as gradient decent metho d. A detailed
analysis of the convergence of this method and a comparison with other approaches
are presented in [87]. Roughly speaking, the pose parameters are found in an itera-
tive process, where the computed pose changes incrementally until it converges by
ful lling a given criterion.

2.6 Summary

An introduction to geometric algebras has been presented in this chapter. Once
that the geometric algebra of Euclidean space was de ned, it s relation with other

algebras was shown. Then, it was shown that the Euclidean space R® is embedded in
projective space PR resulting on the algebra of projective space Gy ;. In this algebra,
the image formation process and basic geometric entities (points, lines and planes)
are de ned. A stereographic projection is used to perform a s econd embedding to
de ne the conformal geometric algebra G;;. This allows to represent rigid body

motions as linear multiplicative operations. In this algeb ra, additional operators

to de ne the interaction between elements of projective and conformal space are
de ned. Finally, all these concepts are combined to de ne th e 3D and projective
pose estimation constraints.

Based on the subspace structure of geometric algebra, the ineraction of entities
in Euclidean, projective and conformal spaces is described in a very natural way.
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In comparison with the classical vector algebra, geometric al entities de ned in dif-
ferent spaces are uni ed in geometric algebra. This allows t 0 model the described
strategies to solve the pose estimation estimation problem and to obtain linear re-
lations which can be easily implemented in practice. The pre sented de nitions and
properties of the different elements serve as background for the de nition of the
global and local model representations of free-form models presented in the next
chapter.
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Chapter 3

GLOBAL AND LOCAL REPRESENTATION
OF CONTOURS AND SURFACES

The mathematical framework of the pose estimation problem i n CGA has been in-
troduced in the last chapter for cases where the model is represented by a set of
points or lines. The next step is to extend the pose estimation constraints for ex-
tended model objects like circles, ellipses, spheres, freeform contours and surfaces.
Therefore, suitable representations in CGA of those entiti es are needed. To achieve
that, the properties of twist rotations are used. In that con text, the relation be-
tween curves generated from combinations of twists rotatio ns and Fourier descrip-
tors have been proposed by Rosenhahn et al., see [89, 90, 91].The properties of
the Fourier transform have been used to nd a mathematical eq uivalence between
Fourier descriptors and twist rotations. This leads to a glo bal twist-based represen-
tation of model objects. For the case of free-form models, the Fourier transform is
applied to the parametric representation of free-form cont ours and surfaces to ob-
tain their corresponding Fourier descriptors. For practic al applications, this allows
to obtain low-frequency approximations of models used duri ng the iterative process
to avoid the local minimum problem.

The idea of twist rotations is essential to de ne the pose est imation of free-form
models from a geometrical and mathematical point of view. On the other hand, it
will serve as a basis to de ne the local representation of suc h entities. Because of
that, the rst part of this chapter focuses on describing the relationship between
twist rotations and free-form models. Initially, a brief in  troduction of the basic de -
nitions and properties of free-form models is presented int his chapter. Then, Rosen-
hahn's idea of using twist rotations to represent extended m odel objects and free-
form contours and surfaces is introduced. It will be shown th at twist representa-
tions of free-forms contours and surfaces can be also obtained from quaternion and
real-valued Hartley transforms, which have some advantage s for practical imple-
mentations of the algorithms. Once that free-form models ar e represented in CGA,
the combination of the pose estimation constraints with the twist representation of
free-form models is described. With a practical example of t he pose estimation of a
free-form contour model, the effect of using low-frequency approximations during
the iterative process is analyzed. One disadvantage of using low-frequency approx-
imations is that the local structure of contour and surface m odels is lost during the
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rst iterations.

Let us remember that the aim of the approaches presented in this work is to com-
bine global and local information to improve the pose estima tion problem. Because
of that, a new local representation of free-form objects in C GA is proposed in this
chapter. The twist rotation concept is used to locally appro ximate the vicinity of con-
tour and surface points. Since segments of contours and surfaces are represented by
the action of concatenated twist rotations over a starting p oint, this local represen-
tation is compatible with the pose estimation constraints i n CGA. Furthermore, it
allows to extract local information which complements the g lobal information ob-
tained from the twist-based global representations.

3.1 De nition and Properties of Free-Form Model Objects

Computer models of free-form objects have been used in a wide range of applica-

tions including computer graphics, visualization, roboti cs and computer vision. In

this section, a general overview of the de nition and proper ties of free-form objects
is given. Then, examples of parametric contours and surfaces are presented since
they will be used to get the twist representation presented i n the next sections.

Several authors have de ned free-form objects in similar wa ys. Campbell de nes
in [24] a free-form object as a composition of one or more nonp lanar, nonquadric sur-
faces! According to Besl [12], a free-form surface has a well de ned surface normal
which is continuous in almost every point of the surface exce pt at vertices, edge and
peak points. The choice of a speci c kind of model depends on i ts specic prop-
erties and the application context where it will be applied. Ambiguity, conciseness
and unigueness are the main properties of free-form object r epresentation de ned
by Brown [18]. Ambiguity refers to the ability of the modelto represent the complete
object. A model representation is said to be concise if an object is compactly and ef -
ciently described by a given model. Uniqueness is used to determine if there is more
than one way to represent the same object given the construction methods of this
particular representation. Some computer graphics applic ations require complete
models to generate realistic synthetic images of the represented objects. In contrast
to that, an ef cient execution of the application is more imp ortant for computer vi-
sion applications like navigation, recognition or trackin g. Therefore, visual delity
may be sacri ced in those cases. In the context of the monocular pose estimation
problem, object models may be represented in 3D space and in the image plane. Be-
cause of that, the choice of a given model must also consider adequate techniques
for extracting compatible global and local features from ob jects and input images.

In the following, a description of parametric representati ons of contours and sur-
faces is given which are later used to get a twist representation of those entities. The

! Roughly speaking, a quadric surface is a surface de ned as the locus or zeros of a quadratic
polynomial.
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simplest and more natural way to describe a 3D free-form cont our or surface is by
a set of chained points or by a set of parametrical functions ( one function for every
coordinate axis, see [112]). This representation is also krown as CAD (computer
aided design) model and is widely used in computer graphics a nd computer vision
applications.

Thus, 3D contours and surfaces are represented by

x o
c()=f'()e (3.1)

i=1

x
C( 1, 2): fl( 1, z)ei: (32)

i=1

A 3D contour is generated by a set of three functions f'( ) : R! R, while a
surface is de ned by three functions f'( 1; ,): R?! R acting on the different basis
vectors g;. This corresponds to 1D and 2D manifolds embedded in 3D respe ctively.
This reduction of the domain where the model is de ned has som e advantages for
feature computation procedures. Instead of computing feat ures directly in 3D space
(which in some cases is not straight forward), a larger varie ty of standard mathe-
matical tools can be directly applied for the analysis of par ametrical functions. For
example, 1D and 2D Fourier transforms can be used to get spectal representations
of contours and surfaces as it will be shown later. An example of a 3D surface and
its corresponding parametric functions is shown in gure 3. 1. More complex objects
can be represented by the combination of several surface models.

Note that the model of gure 3.1 is considered to be a simplie d model since it
does not cover all surfaces of the object. Despite of that, the model is constructed
in such a way that it is possible to represent all edges of the original object. Then,
it is possible to generate adequate arti cial images for any arbitrary pose where the
projected model edges represent the projected edges of the aiginal object. As it was
explained before, this is the key point to extract compatibl e image and model fea-
tures derived from edge and contour information. On the othe r hand, this reduced
model is also suitable for visualization purposes and for th e experimental validation
of the proposed correspondence search approaches for pose stimation presented in
the next chapters.

3.2 Coupled Twist Rotations as basic Contour and Surface
Generators

The representation of points, lines and planes was discussed in the last chapter as
elements of conformal geometric algebra (CGA). These elements were also used to
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Fig. 3.1:Surface model (upper left) and its corresponding parametri c functions.

de ne the pose estimation constraints in 3D and in the image p lane. Those con-
straints were de ned for cases where the model object is de n ed by a set of points
or eventually lines. It is also possible to de ne the pose est imation constraints for
extended object concepts like circles, ellipses and spheres. Then, suitable represen-
tations of these entities must be found in CGA in order to inco rporate them in the
pose equations. To achieve that, twist rotations are used in [93] as basic contour
and surface generator elements to de ne these extended objects. In this section, the
principles for the construction of curves and surfaces by co upled twist rotations are
brie y introduced.

In order to generate a circle, a twist rotation and a starting point are needed.
The idea is shown in gure 3.2. The twist rotation is de ned wi th respect to the
rotation axis L . Let us remember that the parameters of the dual representation of
alineL = em + rE correspond to the parameters of a rotation around this line, see
section 2.4.3 and [87]. Then, the motor which performs a rotation around this line
can be directly derived by

M = exp E(L lc)

E(r°+ em?9 (3.3)

with I, = Elg =(es e )eezes.

The circle is de ned by the orbit of the initial point X, resulting from the action
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\J
Xp
X
P

Fig. 3.2: A circle generated by a single twist rotation and a starting p oint (left). Two
coupled rotations with perpendicular rotation axes to gene rate a sphere
(middle). Example of an ellipse generated by two couples twi st rotations

(right).
of a single motor. All points of the circle are simply generat ed as follows:
0 — 9N .
X3= M X,M 20052 (3.4)

A sphere is de ned by two coupled twists with perpendicular r otation axes as
can be seen in gure 3.2. The corresponding motors with respe ct to each rotation
axes have the form

M = exp E(r°+em°) (3.5)

M = exp é(r°+ em? (3.6)

An example of a generated sphere is shown in gure 3.3. The poi nts on the
sphere result from the action of these motors by

Lg: M M Lpf\/l M 200,02 ] 20050052 ] (3.7)

A sphere is the basic element which can be constructed by the action of two
twist rotations. More general curves and surfaces can be generated by coupling two
or three twist rotations in a proper way. Those curves are com monly known as cy-
cloidal curves. Roughly speaking, cycloidal curves are gen erated from circles rolling
on circles or lines. In fact, an ellipse is an example of a cycloidal curve generated by
two coupled twists. Several examples of such curves can be casulted in [68]. Ac-
cording to that, the idea for the construction of an ellipse i s shown in gure 3.2. In
this case, two twist rotations with parallel rotation axes a re coupled to generate the
ellipse. While the rotation axis of M ; is xed, M, is rotated by M ;. The initial point
X, is rstrotated by an angle of 2 around M and thenby around M,
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In general, a curve generated by two coupled twists (with par allel rotation axes)
is de ned as:

X3= M2 M X M! M2 o L,2R 20002 (3.8)

where the scalars ;; , de ne the ratio of angular frequencies between the twist

and the initial point X,. Several examples are shown in gure 3.3. Ellipses are

generatedif ;= 2and ,=1.If ;= ,=1,theresulting curve is a cardioid and
1=2; =1 leads to nephroids among others.

Finally, a third twist rotation perpendicular to the planei n which the curve is de-
ned is added. This results in a 3D surface generated by the fo llowing combination
of twists:

P2 — 3 2 2 3 .
Xph 2= M 32M 21M11 1LPMl1 1f\/I 21f\/I 3 27 (39)

with 1; 5, 32 Rand 1; ,2[0;:::;2 ]. Inthis case, the surface is parameterized
by two rotation angles which correspond to a parametrical re presentation of a sur-
face as described in section 3.1. The combination of the motasM ! ;M2 de nes
the corresponding contour in the plane. The resulting surfa ce is generated by the
action of the motor M 33 , for all angles ,. Examples of a 3D sphere, an ellipsoid
and a hypocycloid are shown in gure 3.3.
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Fig. 3.3:Example of twist generated curves and surfaces.

A large variety of contours and surfaces can be modeled by the combination of a
relatively small number of twist rotations. Complex models can be represented by
the combination of lines, planes, circles, spheres, etc., where each element must be
constructed separately. Despite of that, the representation of models is still limited
to objects which can be described by the combination of these geometric entities. In
fact, cycloidal curves and surfaces are the intermediate stage for the representation
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of 3D free-from contours and surfaces in CGA which are introd uced in the next
section.

3.3 Twist based Free-form Model Representations

The modeling of a curve or surface by a set of coupled twists wa s described in the
last section. The next step is to nd the combination of twist rotations needed to
approximate a general 3D curve or surface. This problem is related to Fourier de-
scriptors which are widely used for object recognition appl ications, see [5, 97, 109].
It has been proved that a set of coupled twists modeling gener al rotations is equiv-
alent to a sum over a set of rotors which act on different phase vectors. This can
be interpreted as a Fourier series expansion which leads to a trigopnometric inter-
polation of a set of contour points. Therefore, Fourier descriptors can be used to
model 3D contours and surfaces within the context of the pose estimation problem
in conformal geometric algebra.

In this section, the coupling of twist rotations and Fourier descriptors is intro-
duced to describe 3D free-form contours and surfaces. Then, alternative variants to
nd suitable twist model representations based on the quate rnion Fourier transform
and the real-valued Hartley transform in 3D and in the image p lane are presented.
It will be shown that these variants are mathematically cons istent with the concept
of twist generated curves. On the other hand, the real-value d Hartley transform in
the image plane can be used to obtain global orientation info rmation of projected
contour and silhouette models. The reader should refer to [8 9, 90, 91] to get a more
detailed introduction to the concepts presented in this sec tion.

3.3.1 Free-form 3D Contours

Let us consider the case of a planar 2D curve to recall the de n ition of the Fourier
series expansion. For a parametric representation of a closd curve f(t) 2 R?, its
Fourier series representation is de ned as:

1 Xt 2 iut
f(t)= Fuexp == (3.10)

u=1

where F(u) are the Fourier coef cients, u 2 Z the frequency, i the imaginary unit,
with i2 = 1, and M the length of the curve. The idea is to nd a relation between
this Fourier representation and a twist generated curve. In a rstinstance, the case of
a curve generated by two coupled twists is considered. Accor ding to equation (3.8),
a curve generated by two twist rotations isde nedas X, = M2, M* X M* M2 .
Since equation (3.10) is only valid in Euclidean space, the aurve is initially repre-
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sented in Euclidean space’ as

X, = R% (RY (xc t)R' +1t;)) t, R? +ty (3.11)

After some algebra and reordering of the terms, the last equation can be rewritten
as

Xp = Pot V' p1®' +VZ? p@? (3.12)

with Po = to, P1 = ] to, P2 = X¢ tq, V]‘1 = R22 ,V22 = R22 Rll and
i:2 u=M.

If a vector x lies in the rotation plane of a rotor, the relation Rx = xR is valid
(see [90]). The square of a rotor is equal to a rotor of twice the angle if both rotors are

de ned in the same rotation plane, then ¥' €' = ¢, . Based on the last properties,
the curve can be rewritten by expressing the rotors in their e xponential form

Po+ P1¥; + p2@3

Xp

2 U 2 U
+ + . .
Po+ piexp —o I pz2exp —u I (3.13)

This representation of a curve is equivalent to the Fourier s eries expansion of
equation (3.10). The imaginary unit has been replaced by the unit bivector | rep-
resenting the rotation plane and the Fourier coef cients by the phase vectors p;
which are also de ned in the plane. If we express every expone ntial function as
Ry. =exp %I , any closed plane curve c¢( ) can be expressed as a series expan-
sion

X 2 k X
c( )= lim pcexp ——I = lim Ri. pxRk: : (3.14)
ni1 M ni1 ’ ’

k= n k= n

that describe the curve. In [90], they are also called Fourier descriptors of a closed
curve. The set of phase vectors are generator elements of thecurve, since it is de-
scribed as the combination of twist rotations acting on them .

Let us remember that the last procedure is only valid for plan ar curves. For the
case of a general non-planar curve in 3D space, the phase vears are computed
separately for each signal f'( ) of the parametrical representation of a contour of
equation (3.1). This is equivalent to project the 3D curve onto each plane de ned by
€12, €23 and ez, respectively. On the other hand, discrete curves representing object
models or image extracted contours are used for practical applications. If a nite

2 The motor M 11 represents a general rotation de ned by a translation of the point x. by the
vector t; followed by a rotation Rl1 and nally a translation t;.
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number of twists are considered, the Fourier series expansion becomes the inverse
discrete Fourier transform. Then, every parametric functi on f'( ) is approximated
as

2 k

. X
fi()= Pi exp

>N +1Ii ; (3.15)
k= N
where the phase vectors are computed by the discrete Fourier transform as
. 1 X 2 Kj
1 — | .
P anrr  MOOP ayg (3.16)
This leads to the following representation of a general 3D cu rve
XX |
o) = Pexp o7l @
i=1 k= N I
= Ri. PRL. & (3.17)
i=1 k= N

where |1 = €12, |2 = €23 and |3 = €31.

3.3.2 Free-form 3D Surfaces

Similar to the case of 3D contours, the parametric representation of a surface intro-
duced in equation (3.1) is used to get the corresponding Fourier descriptors. Then,
a parametric surface is de ned by three functions f'( 1; ,) : R* ! R over each
base vectore;. Each function f' is orthogonal to one of the planes spanned by the
bivectors e;,, €3 and ez;. Thus, the 2D discrete Fourier transform can be applied to
each function f'( 1; ,) to compute the phase vectors as follows

Plaie = 2N+ 1)2N, + 1)
X X

k
1N1 . exp 2 kony
2N, +1 2N, +1

f '(ny; ny)exp

ni= Ninz= N2

I, :(3.18)

where the imaginary unit has been replaced by three differen t rotation planes de-
ned by the bivectors |;, with the property 12 = 1. The Fourier descriptors of each
parametric function are contained in the phase vectors p; .., which lie on the plane
spanned by ;.
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Once that the Fourier descriptors are known, the surface can be approximated as
a series expansion as

x3 X X2 2 k 2 k
(15 o) = Pl ©XP gl €XP ol e
i=1 ki= N1 k= N2 1 I 2
— X Xe 1;i 2;i i 2;i 1 . .
- Rkl; 1Rk2; 2pk1;kzﬁk2; 2|Qk1: , S (3.19)

i=1 ki= N1 k= N2

Each parametric function is de ned with the phase vectors as generator elements
under the concatenated action of the twists rotations R, | and Rg.. .

3.3.3 Quaternion Fourier Descriptors for 3D Contours and
Surfaces

The quaternion Fourier transform (QFT) has been used for ima ge processing appli-
cations including spectral analysis of color images, see [96]. In this case, each of
the three components of the image (RGB) are encoded in a pure quaternion element

and the 2D quaternion Fourier transform is applied. Since 3D contours and sur-

faces are represented by a set of three parametric functions the discrete QFT can
be also applied to them [7]. Furthermore, the relation betwe en Quaternion Fourier

transform and Clifford algebras has been studied in [56]. Si nce the quaternion al-

gebra is isomorphic to the rotor subalgebra G; 2 Gs, the QFT also delivers a twist

representation of contours and surfaces.

In a rstinstance, let us consider the case of 3D contours. According to the ap-
proach presented in [7], the parametric functions must be ar ranged in a pure quater-
nion function as: f , = f1( 1)i + f2( 1)j + 3( 1)k. In [96], the discrete quaternion
Fourier transform of f | has been de ned by

1 X 2 kin
Ok, = — fn, €XP “Iho; (3.20)
Nl Nl
ni= N1
where h is a unit pure quaternion with h? = 1. In section 2.2.1, the imaginary
guaternion units were identi ed with the following bivecto rsi! ey, j ! e, and

k! es, with e; e €3 2 Gz. The equivalent operation in G; 2 Gz can be done if
the pure quaternion containing the parametric functions is rewritten as

f, = fl( 1)€3 + fz( 1)€12 + f3( 1)€31:

Similarly, the pure unitary quaternion is replaced with the bivector h = ey +
e, + es, with h = h=khk, representing the rotation plane. Instead of computing
three separate sets of phase vectors (one for each projectio of the curve onto the
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plane g; ), only one set of quaternion phase vectors is computed. Furthermore, the
obtained quaternion phase vectors represent 3D generator dements of the curve
which are not necessarily de ned in the rotation plane h. Once that the quaternion
phase vectors are known, the contour is approximated as series expansion by

X 2 k
qkl exp Nl 1
ki= N1 1

X1

h

c( 1)

Rkl; lqklﬂkl; 1
ki= N1

f1( 1)exs+ F2( e+ 3 1ex: (3.21)

This twist representation can be considered to be more general than the one ob-
tained from the Fourier transform. In contrast to equation ( 3.17), the twist rotation
Ry, , Is de ned with respect to the general plane h in 3D instead of each plane g; .
Then, the action of this rotation over the 3D phase vectors ap proximates the curve
directly in 3D.

In order to apply the quaternion Fourier transform to 3D surf aces, each 2D para-
metric function is arranged in a pure quaternion as

fo,= fl( 1, 2)€x3+ f2( 1, 2)€a;+ f3( 1, 2)€12

Then, the quaternion phase vectors are computed by applying a 2D discrete quater-
nion Fourier transform as

1 X1 Xz
N1N>

fomexp My gy 2Ky g0

qkl;kZ = N]_ N2

ni= Nin2= N2

Finally, the surface is approximated as a series expansion

X X 2 k 2 k
(1 2) = Qo ©XP = —h exp =2=h
ki= N1 ko= N2 1 2
X X2
= R&l; 1RE2; 2qkl?k2ﬁ§2; 2R&1; 1
ki= N1 k2= N2
f10 1 e+ F2( 15 2)en+ f3( 1 2)exn: (3.23)

3.3.4 Real valued Hartley Approximations

Ralph Hartley (1942) developed a symmetrical real valued Fo urier transform known
in the literature as Hartley transform. In contrast to the Fo urier transform, the in-
tegral kernel of the Hartley transform is a real kernel de ne d by the "cas” function
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as cast) = cos(t) + sin(t). Originally, the discrete Hartley transform (DHT) was
proposed in [16]. Its properties have been studied to develo p fast and ef cient algo-
rithms for applications in computer science [17, 22]. The real and imaginary parts
of the Fourier transform can be directly obtained as the even and odd parts of the
DHT. That means, Fourier contour and surface descriptors can be obtained directly
from the DHT without explicitly calculating the Fourier tra nsform. Therefore, the
Hartley transform is a suitable substitute of the Fourier tr ansform.

Let us consider the case of a 3D curve. The corresponding Hartley descriptors
of a 3D contour are obtained by applying the DHT to the paramet ric representation
of a contour of equation (3.1). Then, the corresponding Hart ley descriptors for each
function f'( ) are computed as follows

- 1 X 2 kn 2 kn
| - | + H

Pk 2N +1 _ Nf (n) cos N+1 " N+1 (3.24)

With this set of Hartley descriptors, the contour is approxi mated as

" #

XX} i

= +si i 3.25
c() o Py Cos 5N + 1 sin 2N * 1 e ( )

The Hartley descriptors of last equation are also known as el liptic Fourier de-
scriptors. They have been used in the literature for recognition of 2D closed con-
tours, see [58, 63]. These descriptors have a quite differenn geometrical interpre-
tation than the complex or quaternion Fourier descriptors. Instead of describing
closed curves as a set of coupled circles as described in lassections, closed curves
are described with sets of coupled ellipses. In order to clar ify this idea, let us con-
sider the case of 2D contours in the image plane with the follo wing parametric rep-
resentation

o) = fi( e+ X ey (3.26)

The last parametric functions that de ne a closed contour pa rameterized within
the range O < 2 can be expressed by Fourier series expansions in matrix form
as

2 3 2 3 2 32 3
1 s
2 %()s _ 485, 7 48 Dog,cosk)g

f( ) by k= Ck Ok sin(k )
2 3
ps
= me+ E4 cosk ) S: (3.27)
k=1 sin(k )

where the coef cients are de ned as:
zZ, Z

_1 1 _122
0= ROd =g ()
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zZ, Z

fO)cosk )d b= o
1

£1( )sin(k )d

a
7 0
£2( )sin(k ): (3.28)
0

ZO

172 ,

Ck = — fy()cosk )d dk =
k=0

Let us notice that the last coef cients correspond to the eve n and odd parts of
the Hartley transform of equation (3.24).

The parameters of each ellipse can be obtained from the set ofcoef cients a; by; ck; dk

arranged in the matrix Ey of equation (3.27). The vector mg is the center of gravity

of the contour. An example to illustrate the approximation o f a curve with elliptic
descriptors is shown in gure 3.4. If only one elliptic descr iptor is used, the contour

is approximated by the ellipse E;. The center of the ellipse E; revolves along the or-

bit de ned by E;. Then, the contour is approximated by the concatenated rotations

of an initial point of the curve along the orbits of E, and E;. As more descriptors are
used, a better approximation of the contour is obtained.

Fig. 3.4: Left: approximation of a 2D curve with elliptic descriptors . Middle and
right: geometrical features of the elliptic twist descript ors: Ax and By are
the major and minor axis respectively,  orientation of the major axes and

k the phase angle.

By applying the singular value decomposition to the matrix Ey, the parameters
of each ellipse can be recovered as follows

2 32 32 3

svdE) = 4 cos( k) sin( ) 54 Ac O 54 cos( k) sin( ) 5 .(3.20)

sin( k) cos(«k) 0 By sin( k) cos( k)

An example of the geometrical interpretation of such parame ters is shown in
gure 3.4. The scalars Ax and By are the lengths of the major and minor axes respec-
tively. The angle ¢ stands for the orientation of the major axis with respect to t he
x image axis and  is the phase angle. In this context, phase refers to the posiion
of the initial point of the contour with respect to the major a xis. As can be seen in
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gure 3.4, the rst ellipse can be considered a global rough a pproximation of the
curve with the major and minor axes describing the main distr ibution directions of
the contour points. 3 Then, the point (ag; by) together with the angle  are considered
the global position and orientation of the contour in the ima ge plane. This global in-
formation is relevant for the approaches presented in the ne xt chapters since it will
be used to de ne new strategies to solve the correspondence search problem in the
image plane.

3.3.5 Time Performance Comparison

The presented Fourier, quaternion Fourier and Hartley tran sforms deliver suitable
twists descriptors of contours and surfaces with their corr esponding low-frequency
approximations. The question now is, which of these variant s is better suited for
practical applications. As an example, a comparison of the computation times for
the presented Fourier, quaternion valued Fourier transfor m and Hartley transform
was done for the power socket model in 3D as itis shown in gure 3.5.

A

& L

e

Fig. 3.5:Low-frequency approximations of the power socket model.

This model consists of three different surfaces with atotal number of 1043points.
For practical pose estimation applications, low-frequenc y approximations must be
computed during the iterative process. The set of descripto rs are computed and
stored off-line for the complete model. Only the computatio n times of the inverse
transformations were compared in this experiment. In this ¢ ase, discrete versions of
the transforms were implemented (better computation times can be achieved with

3 This is analog to compute the eigenvectors of a covariance matrix de ned with the 2D contour
points.



3.4. Pose Estimation of Twist Generated Models

57

Transform 2 descriptors | 5 descriptors | 10 descriptors | 15 descriptors
Fourier 6 ms 56 ms 158 ms 242 ms
Quaternion 5ms 45 ms 139 ms 210 ms
Hartley 3ms 31 ms 95 ms 142 ms

Tab. 3.1: Time comparison of the low-frequency approximation of the p ower socket
model for 2, 5, 10 and 15 descriptors.

the use of fast algorithms). Low-frequency approximations were computed with 2,
5, 10 and 15 descriptors for every inverse transform.

A direct comparison of the computation times is shown in tabl e 3.1. All variants
were tested on a Linux based system with a 3 GHz Intel Pentium 4 processor. As
expected, the fastest approximations are obtained with the Hartley transform since
no complex calculations are needed. Although the quaternio n variant uses special
functions to perform quaternion multiplications, the comp utation time is even lower
than that of the Fourier approximations. Let us remember tha t only one quaternion
inverse Fourier transform is needed to approximate the surf ace, while three inverse
transforms are needed in the complex valued Fourier transfo rm case. This simple
time performance comparison of the different variants show s the convenience of
using the real valued Hartley transform for practical appli cations. Better time per-
formance can be achieved by applying fast Fourier transform algorithms.

3.4 Pose Estimation of Twist Generated Models

The combination of the pose estimation constraints (see sedion 2.5.3) with the twist

based model representations is described in this section. Snce all elements have
been compactly represented in their respective algebra, the interpretation of the con-

straint equations is quite intuitive and simple. Although s everal constraints have
been de ned, see [92], only the 3D point-line constraint is u sed in this section to
describe the pose estimation of twist generated models. The same principle is used
to de ne 3D point-plane constraints or 2D projective constr aints. Finally, the use of
Fourier approximations for a practical correspondence search and pose estimation
example is also presented in this section.

Let us recall the point-line constraint equation in conform al space

0= M X M e ~ 0O, ~ XM (3.30)

The model point X is transformed by the unknown motor M by the operation
MX M. Then, the collinearity of the transformed point is compute d with respect
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to the reconstructed line L = e” (O, ~ X'™M9) by the operator . Finally, the pose
is found by nding the motor that minimizes this collinearit y measure. In order
to adapt this constraint equation for extended model object s, the model point X is
replaced in the equation by a given twist generated entity in a proper way.

To de ne the constraint equation for two and three-twists ge nerated models (pla-
nar curves and surfaces), equations (3.8) and (3.9) are diretly substituted in the
point-line constraint equation as

0

MM?2, Mt X Mt M2 )M L (3.31)

0 MM3 M2 Mt X MY M2 M3 )M L (3.32)

In this case, the last equations express the rigid body motion M of a curve or
surface incident to a reconstructed optical ray. The last equations consider the initial
point X, and the generator twists of the curve or surface respectively. Since the
generator elements are also twist rotations, they can be directly incorporated in a
linear way in the constraint equations. Thus, the unknown pa rameters of the last
eqguations are the motor M and the motors M o M 22 , and M 33 , Which de ne
the curve.

In a similar way, the point-line constraint equation is de n ed for free-form con-
tours and surfaces as
0= M M, M e N~ O, A~ XM . (3.33)

where the approximated model M ,; is de ned by

M., = en “©ox | pkRL. & +e
N 3p k; Mk, I
i=1 k= n

for the case of 3D free-form contours and

YD TR CR

— A ;

M = € RY
i=1 ki= N1 ko= N2

2;i i 2;i Li
sz; 2p:<1;k2R R & +e

ka; 2" “Kki; 1

for 3D free-form surfaces.

In a rst instance, every contour or surface point is approxi mated by the action
of the twist rotations over the phase vectors. In this case, the contour and surface
approximations of equations (3.17) and (3.19) are de ned in Euclidean space. There-
fore, the approximated contour or surface pointis rstembe dded in projective space
by adding the vector e and nally in conformal space by applying the operator e”.
Once that the approximated point is de ned in conformal spac e, the motor M can
be applied. Finally, the product of the transformed curve or surface with the corre-
sponding reconstructed optical ray is applied to de ne the ¢ onstraint.
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3.4.1 Correspondence Search with Model Approximations

For practical applications, correspondences must be found between extracted im-
age features and model information. Once that feature infor mation (point, lines or
planes) have been extracted from the image, their corresponding model points must
be found in order to construct the constraint equation and to compute the unknown
pose parameters. Usually, the iterative closest point (ICP) algorithm is used in this
cases to nd image-model correspondences, see [13]. For eah image point, the
closest model point (in terms of the Euclidean distance) is u sed to form a correspon-
dence pair. If the model has relatively complex structure, i t is possible that wrong
correspondence pairs affect drastically the computed pose. In the worst of the cases,
the minimization algorithm converges to a local minimum. On e of the main advan-
tages of the representation of free-form models derived fro m Fourier or quaternion
Fourier descriptors is that low-frequency approximations of contours and surfaces
can be obtained. This property is used in order to avoid the lo cal minimum problem
up to a certain limit, see [91].

Fig. 3.6: Examples of exact correspondences for the cactus model (lef gure) and
real correspondences obtained by the ICP algorithm (left pi cture).

An example of correspondences between a 3D contour model and contour points
from the image is shown in gure 3.6. Model and image points ar e presented sepa-
rately for a better visualization of the correspondences. A n exact correspondence set
can be seen in the middle picture. In this ideal example, the algorithm will converge
within a few number of iterations to the real pose. However, t his may not be the case
for real applications. The correspondence set found with th e ICP algorithm (min-
imal distance criterion) is shown in the right picture. As ca n be seen, many of the
correspondences do not correspond to the ideal ones. Therebre, it may take more
iterations to the algorithm to converge to the actual pose or it may not converge at
all. This fact is discussed theoretically and experimental ly in more detail in the next
chapters.

An example of the use of low-frequency approximations of the model during
the iterative minimization process is shown in gure 3.7. Th e number of descriptors
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used to approximate the model increases with the number of it erations. A rough ap-
proximation of the model is used to get correspondences in th e rst iteration. With
this correspondence set, a rst approximation of the pose is computed. As more
Fourier descriptors are used, the detail level of the model i ncreases. Therefore, the
correspondences found in the next iterations are closer to the ideal correspondences
and the pose is computed more accurately.

Fig. 3.7: Examples of a convergence sequence by using low-frequency gproxima-
tions of the cactus model during the iterative process.

As it was mentioned before, this approach is applied to model s with a relatively
complex structure ass it has been discussed in [91]. When the contour model is
de ned by line or slight curved segments, the use of such appr oximations is not
necessary. Although the use of low-frequency approximatio ns offers an alternative
to avoid the local minimum problem, it also has some drawback s for practical ap-
plications. In a rst instance, the computation time increa ses considerably as more
Fourier descriptors are used to approximate the model durin g the iterations. The
use of low-frequency approximations during the rstiterat ions implies a loss of lo-
cal structure of the model. In that case, no additional infor mation derived from
local structure (for example local orientation and curvatu re) can be used to improve
the correspondence search or to decide if a correspondence mir should be rejected
as outlier. Then, the correspondence search is limited to the minimal Euclidean
distance criterion of the normal ICP algorithm. Because of t hat, the tracking as-
sumption must be considered in these cases. That mens, the dfference between the
initial and the actual position of the object must be small en ough to ensure that the
corresponding closest point is a good correspondence.

The correspondence search problem can be a very complex prodem, which has
not a general solution for all possible scenarios. Low-frequency approximations
of the model may be suitable for certain scenarios and for certain object models.
On the other hand, the use of local structure will increase th e probability to nd
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better correspondences as it will be shown in the next chapters. Therefore, the ap-
proaches presented in this the next chapters consider model objects without the use
of low-frequency approximations. Then, the local structur e is preserved during the
complete correspondence search process.

3.5 Local Model Representation in Conformal Geometric Alge bra

The idea of coupling twist rotations and Fourier descriptor s to get a geometrical
and mathematical representation of free-form models in CGA was introduced in the
last sections. Fourier based twist representations are corsidered to be global model
representations, since the model generator elements (pha® vectors) are computed
by considering the complete model information.

It is desirable to have a local representation that complements the information
obtained from global models. In that sense, a new local model representation of
free-form contours and surfaces is presented in this section. In a rst instance, this
representation describes the local geometry of contours and surfaces by preserving
the central idea of a twist model representation in the frame work of the CGA. This
makes possible to incorporate this local model in the pose estimation constraints as
shown in the last sections. Secondly, the local model allows to extract local structural
information which will be used to improve the correspondenc e search problem. The
local neighborhood of contour points is described by a set of local motors (a motor
operation de nes a general rotation around a given axis). Th e geometry involved
in the process of nding the parameters of the local motors is closely related to
the concept of osculating circles which is initially introd uced. Then, a local motor
describing locally a contour point is derived from the param eters of the osculating
circle. Once that a set of local motors are obtained for the complete contour, contour
segments are described by the action of concatenated local notors over an initial
point. Finally, some examples of the description of contour and surface segments
are presented.

3.5.1 Osculating Circle

The concept of osculating circle has been used in boundary and contour analysis

as a tool to extract local feature information from planar co ntours, see [31, 53]. The
basic idea is shown in gure 3.8. Given a contact point of a cur ve, a tangent line at

this point can be computed. If a circle is constructed in such a way that its tangent is

the same as the tangent of the curve at this point, this circle is called the osculating

circle of the point. According to that, it is easy to see that b oth curve and circle have

the same orientation and curvature at the contact point. Fur thermore, the circle can

be considered as an in nitesimal approximation of the curve at the contact point.

By using three points of a curve in 2D, the parameters of the osculating circle,
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Fig. 3.8: Left: osculating circle of a curve point. Right: de nition o f the local coordi-
nate system needed to compute the parameters of the circle in 3D.

radius r and coordinates of the center (x;y) can be computed by applying planar
geometry. According to the de nition of the osculating circ le, the curvature jk( )j
at the contact point is simply computed as the inverse of the r adius jk( )j = rl
According to this, the osculating circle can be interpreted as local descriptor of a

curve since it represents its local features.

3.5.2 Construction of the Local Motor

The question is now, how to use the parameters of the osculating circle to obtain the
parameters of a twist rotation describing the local vicinit y of the contact point. Sev-
eral possibilities to describe circles in CGA were mentione d in last chapter. A circle
can be constructed by the intersection of two spheres or by its dual representation
de ned by the outer product of three points on the circle. Des pite of that, these de-
scriptions do not deliver information about the parameters of the circle (center and
radius) and therefore about their local features. On the oth er hand, these representa-
tions describe a circle as a complete entity. It is not possible to describe only a section
of the circle. Let us remember that only the vicinity of the po int in the osculating
circle is part of the contour. Then, only this in nitesimal s ection must be approxi-
mated. Other important property of the local model represen tation in CGA is the
ability to approximate more than a point, a contour segment o r the complete con-
tour. This is not possible with the osculating circle or with  the equations of the circle
in CGA. As it was described in section 3.2, twist rotations ca n be used as contour
and surface generator elements. If a point is rotated by a giv en angle around an axis,
the perimeter of a circle is constructed. The same idea is useal to construct the local
motor. Instead of approximating the complete perimeter, th e motor approximates
only the section de ned by the contact point and its left and r ight neighbors.

Let us notice that computing the circle parameters as shown i n equation (?9 is
valid only when the curve is de ned in 2D. On the other hand, we  want to construct
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local motors de ning curves and surfaces for general 3D curv es. Then, the problem
is rst translated to 2D and then the corresponding motor par ameters are recovered
in 3D as follows:

Select three points on the curve, the contact point and its left and right neigh-
bors.

Construct the plane de ned by these points.

De ne a local coordinate system in this plane where the cente r and the radius
of the osculating circle are computed.

With the normal vector to the plane and the center of the circl e de ne the
rotation axis of the local motor back in 3D.

Figure 3.8 shows the scenario for the local motor construction. According to
equation (2.50), the local plane related to the contact point X; is computed by the
outer product of the point at in nity e and the points X; ;X;; X+ 2 Gg

P = erX; 1" X" X
= En;+ edIE 2 G4;1; (334)

with n; the normal of the plane and d its distance to the origin.

For simplicity, the following operations will be presented in Euclidean space.
Once that the parameters of the circle are found, the corresponding motor will be
constructed in Gy.;. In order to map the points (3D) onto the plane (2D), a local co -
ordinate system must be de ned. If the contour points are con sidered in Euclidean
space,Xi:Xi 1;Xi+1 2 R3 and the origin is xed at the point x;, the local basis vec-
tors are given by:

i, = Xi Xj1
kXi X 1k
i, = n (3.35)
T i1 2
T K ik

The process to nd the parameters of the circle is presented in gure 3.9. Once
that the local coordinate system is de ned, it is possible to get the coordinates of the
points in the plane de ned by the basis vectors i; and iz. Then, the points in the
local coordinate system have the following coordinates:

X = [kxi X 1k0;0]
x\® = [0;0;0] (3.36)
x\% = [kxis1 Xikcos; kxis1  xiksin ; O]
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Fig. 3.9: Process to compute the parameters of the circle in the local plane de ned
by the basis vectorsi; and is.

As can be seenin gure 3.9, the i, component of the three points is zero. There-
fore, basic planar geometry can be directly appliedto ndth e circle parameters. The
problem is reduced to the classical problem of nding the cir cle that passes trough
three points. Basically this is done in two steps. The rst st ep is to nd the perpen-
dicular bisectors of the segments de ned by x!°x!, and x/®©x!%, respectively. The
second step is to nd the intersection point of these bisecto rs, which corresponds to
the center of the circle. Once that the ;i3 coordinates of the center (b; a) are found,
the radius is directly obtained by subtracting the coordina tes of the contact point
x1°. Then, the center and radius of the osculating circle at the point x/* are de ned

by

Ci bi1+ ai3
o= ¢ x%: (3.37)

The osculating circle is still de ned in the local coordinat e system. Itis necessary
to ndthe coordinates of the center c¢; in 3D space. According to the de nition of the
local coordinate system of equation (3.35), each basis veabr i de nes a direction in
3D space. Then, the coordinates of the center in 3D are simply computed by adding
C; to the point x; in its original 3D coordinates as

cP = x; + bi; + ais: (3.38)

The rotation axis of the motor is obtained directly from cent er of the circle and
any other point in the direction of the normal vector n. If C; 2 Gg; is the center
of the circle embedded in conformal space and P; 2 Gg4; a point in direction of the
normal vector, the rotation axis is de ned by the line passin g through C; and P; .
By applying equation (2.49), the dual representation of a li ne is obtained as

L® = erC"P
= Er; + em;; (3.39)
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with r; and m; de ned as the direction and moment of the line, respectively .

As can be seen in gure 3.9, the angle ; is the rotation angle de ned by the
segmentX; 1C,Xi+1. It was shown in [87] that the parameters of a line correspond
to the parameters of a motor performing a general rotation ar ound this line. Then,
the local motor is obtained as

Mi = exp 2 (LI®lo)
= exp Zi(rio+ em?d) ; (3.40)

with 1. = Elg = (e:e )eiexes. According to the de nition of a motor of equation
(2.57), arotation from the point x; to X;.; is performed with 5. Sine a rotation from
X;i to X;j+1 is needed, the angle ; is used. The next neighbor point in clockwise or
counter clockwise direction can be obtained by rotating the contact point X; by + &
or 4, respectively. In cases where the points X; ;, X; and X,,; de ne a straight
line segment, the computed motor becomes a pure translation.

3.5.3 Local Motors as Contour and Surface Descriptors

Once that a set of local motors describing a 3D contour is obtained, we proceed
to describe how they can be used to approximate segments of contour and surface
models. In a rst instance, let us consider the case of 3D contours. A contour seg-
ment is generated by the action of a set of concatenated motors. In fact, this is analog
to kinematic chains used to model robot manipulators. For a g iven 3D contour of

point is computed. The next neighbor in clockwise direction of a reference point
X, 2 G4 is approximated as

Xe =M X, M (3.41)
Then, all points of a contour segment of length s n are approximated by

Xivj =M M ler\/l L f\/lj j 218 (3.42)

This local description of contours and surfaces is based on the combination of
twist rotations in conformal space. Therefore, the approxi mated local segments can
be directly combined with the pose estimation constraints a s shown in section 3.4.
Some examples of contour segments approximated by local motors are shown in
gure 3.10. In the rst example, the corresponding local mot ors for several contour
points are shown. The next gures show the set of local motors used to approximate
larger contour segments. In the last row, an example of a contour containing straight
lines is shown. In this case, local motors approximate strai ght segments as a pure
translation.
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Fig. 3.10: Examples of the local motors which are used to approximate co ntour seg-
ments of the mouse and cactus models.

According to the geometrical construction of the local moto rs, it is possible to
obtain local information describing the contour segments. For every contour point
X, the following local features are directly extracted from i ts corresponding local
motor:

F® = fO;; Zi; krikg; (3.43)

where the line O; 2 Gg; represents the local orientation of the contour segment in
3D. The angle 4 is the amount of rotation needed to approximate the neighbor
points and kr;k is the radius of curvature. This local information will be us ed in the
next chapters to extract additional structural informatio n. Local structure combined
with the Euclidean distance search criterion of the ICP algo rithm will be used to
improve the correspondence search problem.

Similar to the contour approximation, a segment of a surface is approximated by
two local motors. According to the parametric representati on of a surface of equa-
tion (3.2), a surface point is connected with its four neighb or points. In order to
approximate this local neighborhood, two motors with perpe ndicular rotation axes
are constructed as can be seenin gure 3.11. For every surfa@ point, its correspond-
ing local motors are de nedas fM !;M *g. Each motor approximates the neighbor



3.5. Local Model Representation in Conformal Geometricebig 67

points in the directions de ned by  ; and , respectively. If the point X .  isused
as a reference, a neighbor point is approximated by
&1+i;2+j = szzMi11L 1; 2Mi11f\/|'2. (3.44)

] 2’
where the rotation angles of the local motors are de ned by th etermsi , andj ;.
For example, to approximate the point X ;. , (i =1;j =0), only the rotation M, ",
in the direction ; is applied for this case. The action of both rotations approx imates
the complete surface patch around the point X . ..

>—(¢1,¢2
)—(¢1,¢z-1 .
)—(qil-l,qil \
<\ )—(¢1,¢z+1
2
M

41
MGl

Fig. 3.11:Local motor construction of a point on a surface and its neigh bor points
(left picture). Example of a 3D silhouette extracted from a s urface model
and some of its corresponding local motors (right picture).

For some applications, it is convenient to extract 3D contou rs from surface mod-
els. In the context of the pose estimation problem, the 3D contour de ning the sil-
houette of a surface model with respect to the image plane is extracted. The surface
pose is computed by aligning its 3D silhouette and the image ¢ ontour information,
see [89]. Than means, the model is reduced from the complete D surface to a non-
planar 3D contour. According to that, only the local motors a nd local features of the
3D silhouette must be computed to describe it. An example of a n extracted silhou-
ette and some of its local motors is shown in gure 3.11.

It has been shown that the construction of local motors deliv ers local feature
information of 3D contour segments. Similarly, local featu re information must be
obtained from contours extracted from the image. Then, oscu lating circles must be
obtained from digital contour segments in order to obtain th e corresponding local
motors. Essentially, the same process discussed in the lastsection is used to con-
struct local motors for contours in the image plane. As can be seen in gure 3.12,
the parameters of the osculating circle are computed from th ree points in the image.
To construct the local motor, the rotation axis is de ned by t he optical ray passing
through the optical center of the camera and the center of the circle.
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Fig. 3.12:Examples of the construction of local motor from digital con tours in the
image plane.

3.6  Summary

In this chapter, several mathematical and practical aspects of the twist-based rep-
resentation of free-form models in CGA were introduced. Com plex, quaternion
Fourier transforms and Hartley transforms were used to gain global twist repre-
sentations of free-form surfaces which have different geom etrical properties. It was
shown that the real valued Hartley transform offers an alter native to the complex
valued Fourier transform to obtain model approximations fo r practical applications.
Furthermore, a new local representation of free-form conto urs and surfaces based on
twist rotations was presented. The local vicinity of contou r points is approximated
by a twist rotation, while larger segments are approximated by concatenated twist
rotations over a starting point. Since both model represent ations were de ned in
the framework of CGA, they can be combined with the pose estim ation constraints.
In addition to a mathematical consistent description, it wa s shown that global and
local representations deliver features describing the mod el objects.

In general, it can not be said that a certain model representation is the best for
all possible pose estimation scenarios. For practical applications, the choice of de-
scribing a model by global or local model features depends on many factors. When
complete model and image data are available and the model dis placement is small
enough, the use of global features make sense. On the other had, local features
are more suitable when only segments of the image contour inf ormation can be ex-
tracted because of the presence of occlusions. The questions, how to use global and
local models and their derived features to nd corresponden ces between model and
image points in order to de ne the pose estimation constrain ts. This central part of
the pose estimation problem will be discussed in the next cha pters.



Chapter 4

STRUCTURAL ICP ALGORITHM

All elements involved in the pose estimation problem have be en described in the
last chapters. The different pose estimation scenarios bagd on 3D point-line and 2D
projective constraints were described in the framework of g eometric algebra. Ad-
ditionally, global and local representations of free-form contour and surfaces were
used to extend the pose estimation constraints to these entities. Since these model
representations are able to deliver global and local contour features, it is desirable
to use this information to improve the correspondence searc h problem for practical
applications.

In the present chapter, the Structural ICP Algorithm is pres ented for the case
of 3D planar contour models. In a rst instance, the classica | ICP algorithm is in-
troduced for the pose estimation scenarios described in the last chapters. Then, the
main idea of the description levels of model objects in conte xt of the correspondence
search problem is discussed. For the image feature extracton step, the monogenic
signal response proposed by Felsberg and Sommer [41] is descibed. This approach
allows to extract local structural information of image sig nals at different scales,
which is used in a multi-scale contour extraction algorithm . A local feature extrac-
tion approach based on the local contour representation pre sented in chapter 3 is
introduced. The local features computed by this approach ar e geometrically ana-
log to that of the monogenic signal. Based on these local features, model points are
segmented and labeled according to their local structure. Finally, the structural ICP
algorithm is presented as a combination of the Euclidian dis tance search criterion
and structural information of image and model.

4.1 |ICP Algorithm

The ICP algorithm has been used in a large variety of robotic a nd computer vision
applications and for different pose estimation scenarios. The general concept for
any tracking and pose estimation algorithm is illustrated i n gure 4.1. As input
data, the ICP algorithm requires a set of entities de ning th e model and a set of
data measurements acquired by a sensor device. In a rst instance, every sensor
measurement must be related to its corresponding model enti ty by a given corre-
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spondence search criterion. The obtained correspondencesare the input elements
of the minimization constraints used to compute the pose par ameters.

Initial Position .| Correspondence Minimization .|  Computed

-

Model Data Search Constraints Pose Parameters

Sensor Data F

Fig. 4.1:General concept of the ICP algorithm.

The general de nition of the ICP algorithm proposed by Besl a nd McKay [13]
is given in this section. Based on this de nition, the differ ent elements of the ICP
algorithm are identi ed with the pose estimation scenarios used in this work. Let
M2 R" and S 2 R" be two sets representing model and sensor elements de ned
as

M fmg : 1=1:::ny @.1)
S = fsg : i=1::ng;

where ny and ns are the size of model and sensor sets respectively. In an ided
pose estimation scenario, two main assumptions are made regarding these sets. The
number of elements is the sameny = ns. Additionally, each element of the set S
corresponds to only one element of the set M . These ideal assumptions are com-
monly made to analyze the minimization constraints without considering the corre-
spondence search step, see [70].

For real applications, correspondences must be found by a given criterion. In the
case of the ICP algorithm, a measure function d is de ned to compute the distance
between two elements of M and S according to a given metric. For a given sensor
elements 2 S, its closest neighbor of the setM is computed by

d(g;M)=_min fd(s;mi)g; (4.2)

where the measure function d is selected depending on the geometric entities that

de ne model and sensor elements. As it was shown in the last ch apters, point-

point, point-line and line-plane metrics are commonly used in many pose estimation

algorithms. For all elements of S = fs g™ , their corresponding closest elements are
arranged in the set X = fxg’s;, with x; 2 M . Since the setS is taken as a reference,
the size of both sets is alwaysns.

In the case of the monocular pose estimation problem, the sensor elements can
be de ned as points, lines or planes. Let us consider the case that s and their cor-
responding closest elementsx; are de ned as points in 3D Euclidean space. In this
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case, the unknown pose parametersR and t are computed by minimizing the fol-
lowing general equation
Ns
E(R;t) = ks (R(x)+ t)k* (4.3)

i=1

The iterative closest point algorithm can be summarized as f ollows. Given the
initial position of the model set M ; and the acquired sensor elementsS, repeat for
j =1 to m iterations

Iterative Closest Point Algorithm.

1. For each element ofS, nd its closest element of M ; and form the correspon-
dence setfS ; Xg.

2. With this set, compute the pose parameters R;t with the minimization task
E(R;t).

3. With the computed pose parameters, actualize the position of the model set
M ] +1 -

4. Compute the average error between sensor and actualized model elements
Emean = d(S, M ).

5. If the error Epmean < thresor j = m exit, else goto 1.

As it was mentioned before, the last de nition of the ICP algo rithm is valid for
general pose estimation scenarios. Thus, it is convenient o link the ICP algorithm
with the pose estimation scenarios presented in the last chapters. The minimiza-
tion task E(R;t) corresponds to one of the minimization constraints in confo rmal
geometric algebra de ned in section 2.5.3. To facilitate th e reader following the in-
teraction between world and image entities, points in the im age plane are denoted
by lower case letters x. Elements in Euclidean and conformal space are denoted
with capital letters X and X respectively.

Let us consider the case of nding point-line correspondenc es in 3D space as
shown in gure 4.2. In this case, the model setisdened by M = fX;g.; 2 G4,
with n model points. From each image point x'™9 2 G,.;, an optical ray is computed
and embedded in conformal space by the operation L; = e (O, ” x™9). Then, the
set of sensor elementsisde ned asS = fL;g'; 2 G4;.

According to the point-line incidence relation of equation (2.67), the distance
between a point and a line is represented as(X L) where _is the commutator
product. Then, the closest model point to each reconstructed optical ray is computed

by
diL;M)= min fL _ X;g: (4.4)
1= n
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Fig. 4.2: Finding correspondences in 3D space by a point-line distance criterion (left
image) and in the image plane by a 2D point-point distance cri terion (right
image).

Once that the correspondence setfL;; X; g, is found, the corresponding n min-
imization constraint equations are de ned as

0= M X, M L. e @ i=1::n: (4.5)

where the motor M 2 G,4.; encodes the pose parameters.

The scenario of the correspondence search problem in the image plane is shown
in the right picture of gure 4.2. According to the projectiv e pose constraints de ned
in equation (2.76), the model points are projected onto the i mage plane. To simplify
the notation, the projection operation of a model point X; 2 Gg; will be written as
P(X;) 2 G,;1. Then, the model setisdenedas M = fP (X;)g.; 2 G,;. For each
detected image point x'™9, its closest projected model point is obtained as

d(x™I: M ) = min kx™M P (X;)k* : (4.6)

Finally, the minimization constraints are de ned with the ¢  orrespondence set of
image and projected points fx;™; P(X,)g%, as

0= x\M P (MX ;M) : i=1::n: 4.7)

4.1.1 Exact and Well Conditioned Correspondences

Besl and McKay proposed the ICP algorithm for registration o f 3D shapes. This was
possible since they assumed that the sensor data are approxmately aligned with

the model data. The last implies that the initial pose is clos e enough to the global
minimum to ensure a proper convergence behavior. In the case of the monocular
pose estimation, this is possible if the motion of an object b etween two images is
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small enough (tracking assumption condition). This occurs if the images are taken
in a short time period or when the object moves suf ciently sl ow. Once that the
de nition of the ICP has been given, it is convenient to make s ome general remarks
about the tracking assumption and the correspondence search problem when the
closest distance criterion is used.

Any variant of pose estimation algorithm will deliver a corr  ect pose if an exact
set correspondences set is used. An example of exact correspndences for 2D objects
can be seen in gure 4.3. In the upper left example, the arrows show the exact
correspondences of points of the square. The upper right gu re shows an example
of exact correspondences for a 2D contour. When the correspandence set is correct,
only a few iterations are needed for the algorithm to converg e to the correct pose.

Fig. 4.3: Upper row: examples of exact correspondence sets of 2D objet¢s. Lower
row: example of well (left) and bad (right) conditioned corr espondences
for a 2D contour.

Ideally, a correspondence search algorithm should nd corr espondences close
to the exact ones. For each possible pose estimation scenaq, the correspondence
search problem can be well conditioned or not. In general, th e complexity of mod-
els and the initial pose are the main factors that determine i f a correspondence set
is well conditioned. Figure 4.3 shows several examples of correspondences for 2D
models. The lower left picture shows an example of well condi tioned correspon-
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dences. For most of the contour points, their initial corres pondences are relatively
close to the exact ones. Then, the correspondence set is condered to be well condi-

tioned. Because of that, the computed pose with this correspondence set will be also
well conditioned for the next iterations. This has the effec t that a larger number of

well correspondences are found in the following iterations . Eventually, the correct
pose will be computed for this scenario. An example of extrem e bad-conditioned

correspondences is shown in the lower right picture of gure 4.3. If these corre-
spondences are used, there is a high probability that the computed pose would be

bad conditioned for the next iterations. The algorithm may n eed a relatively large
number of iterations to reach the correct pose. In the worst of the cases, it may
converge to a local minimum.

4.2 Description Levels of Contour Models

The examples presented in the last section consider only the Euclidean distance cri-
terion to nd correspondences between contour points. In or der to improve the
correspondence search problem, more information about the nature and structure
of models elements and image data must be considered. Then, the general idea of
describing contour models at different levels based on thei r local feature informa-
tion is presented in this section. In this context, the level of description refers to the
size of a segment around a contour point needed to de ne its fe atures.

One important question regarding contour features is how "I ocal” or "global”
they should be for a given task, e.g. for the correspondence search problem. The
general idea is shown in gure 4.4. The inverted triangle rep resents the description
levels of a point according to its features. On the other hand , the triangle of the right
represents the amount of possible correspondence candidates of a contour point at
each description level. Let us suppose the case of an ideal system with the ability
to get "all” possible information from image and model point s. In this case, an
image point is represented at the highest possible level of d escription as shown in
the gure. Since all information of the point is known, the on ly correspondence
candidate is the exact corresponding model point. Notice th at such an ideal scenario
is one of the major challenges for computer and robot vision a pplications.

The lower vertex of the left triangle represents the lowest | evel of description
of a point. In this case, it is described only by its position i n 3D or 2D Euclidean
space. If a scene point is described at this lowest level, all model points are pos-
sible correspondence candidates. Then, the most suitable pint is selected by ap-
plying a speci c criterion (e.g. minimal Euclidean distanc e for the ICP algorithm).
As the description level increases, more feature informati on is used to describe the
point. Since more information about the point is available, a correspondence search
criterion based on that information can be used. The possibl e correspondence can-
didates of an image point are all model points described by th e same feature in-
formation. Therefore, the amount of possible corresponden ce candidates decreases



4.2. Description Levels of Contour Models 75

description level
0 i

global

Bupjoe.

semi-local

features
uondwnsse

local

h i
possible correspondences

Fig. 4.4: Relationship between the description level of contour poin ts according to
their feature information and their possible corresponden ce candidates.

and the probability to nd the correct correspondences incr eases. At the same time,
the dependence of the correspondence search criterion on the tracking assumption

decreases.

Let us consider the example of gure 4.5 for the case of contour models. The ba-
sic geometric entity which can be described is a point. From t his point, only its 3D
or 2D position is available. Thus, a single point does not del iver more information
about its structure. Instead, according to the local representation of free-form con-
tours introduced in section 3.5.3, contour segments can be gproximated by a set of
concatenated local motors. Furthermore, local orientation and curvature is directly
obtained from this representation.

oint . .

p X orientation and
average i curvature
features

T
fae i

1

F?
1

profile vector

Fig. 4.5:Feature description levels of contour points.

The notation used to refer the description of contour points at different levels is
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introduced. In a rst instance, the set of local features obt ained from the vicinity of
a contour point is denoted as

£ = £Xi; i1k (4.8)

where X;; i and k; stand for the 3D or 2D spatial position of the point, orientat ion
and curvature respectively.

At the next description level, a larger contour segment arou nd a given point is
considered to compute its features. As can be seenin gure 4.5, the local vicinity of
a point is extended in order to compute "semi-local” feature s. The term semi-local
is used since these features are a combination of the local fetures obtained within
the segment. For a segment of length n around a contour point x;, the semi-local
features are de ned by

( . )
ki (4.9)

avg _
f29 =

where, they represent the average orientation and curvatur e around a contour point.

Other possibility is to use the local features to de ne "pro le” feature vectors.
According to that, the orientation and curvature pro le vec tors for a contour point
X; are de ned as

T
1

i finiir ittt i+nQ (4.10)
FK = fk n:itkiiikeng: (4.11)

As can be seen in gure 4.5, pro le vectors can be used to describe contour seg-
ments of different lengths. That means, the description lev el of a contour point can
be extended from the local vicinity of a model point up to the ¢ omplete contour
length.

4.3 Image Feature Extraction

So far the ICP algorithm in context of the monocular pose esti mation problem has
been introduced. The object models used for the pose estimaton are represented by
free-form contours with their corresponding local feature s. Therefore, itis necessary
to detect local feature information of contours in the image . To achieve that, image
analysis approaches based on local signal representationscan be used [48]. The
main idea of such approaches is to assign structural and geometrical information
around an image point. One of this approaches is the monogenic signal. From
the monogenic signal response, features describing the loal structure of the image
signal are obtained (local amplitude and phase) as well as geometric feature as local
orientation. The foundations of the monogenic signal can be consulted in [39, 41,
104].
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In this section, a brief introduction to the concepts of ampl itude and phase of
1D signals is given. An extension of this concepts to 2D signals is used to de ne
the monogenic signal. If the monogenic signal is de ned at di fferent scale values,
the monogenic scale space is obtained. Then, an approach to @&tect image edge in-
formation at different scales known as "phase congruency” i s presented. Finally,
contour segments are extracted from the image by a multi-scale contour extraction
algorithm. The phase concept plays an important role for the de nition of the struc-
tural ICP algorithm. As it will be shown later, it will be used to de ne additional
correspondence search constraints.

In order to clarify the concepts of amplitude and phase, lets us consider the def-
inition of the analytic signal for 1D signals f : R! R, see [43]. The analytic signal
fa : R'! Cis dened as the combination of the original signal with its  Hilbert
transform as follows

fa(X) = F(X)+ | ix F(x) = f(x)+ ifn (X); (4.12)

where ix refers to the Hilbert convolution kernel. The components f(x) and fy (x)
are phase shifted by 5, that means they are in quadrature phase relation, see [39].
In fact, fa(x) is a complex valued function which can be rewritten by the Eul er for-
mula as the exponential function fo = A(X)expfp(x)ig, with the local amplitude
and phase de ned respectively by

q___
f2(x) + f2(x) (4.13)

arg(fa(x)): (4.14)

A(X)
p(x)

By means of the analytic signal, the local structure of a poin t is characterized by
the phase response. The local phase provides information about the kind of struc-
ture contained in the signal. An example of typical phase res ponses for a 1D signal
is shown in gure 4.6. If the local energy is zero, it is not pos sible to make a phase
analysis. In the case that its value exceeds a given threshodl, the local phase deliv-
ers information about the local symmetry of the signal. A pea k corresponds to the
phase value p(x) = 0 and a pitto p(x) = . Descending or increasing slopes have
the phase responsesp(x) = =2and p(x) = =2respectively. Peak and Pit indicate
even symmetry, while slopes indicate odd symmetry.

4.3.1 Monogenic Signal

The monogenic signal is a vector function composed by three components derived
from the extension of the analytical signal for the multidim ensional case. For a 2D
image signal f(x) : R?! R, the monogenic signal is de ned as the combination of
the original signal with its Riesz transform (composed by an x-component and an
y-component)

fu = f(x)+(ha f)(x) = f(x) + fr(X); (4.15)
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where h, = 2JX—XJS is the Riesz convolution kernel.

The real part f(x) is known as the even component of the monogenic signal,
while the Riesz transform fr(x), known as image ow, is considered the odd com-
ponent. Similar to the analytic signal, even and odd parts ar e in quadrature relation.
Thus, amplitude and phase are similarly obtained as shown in equation 4.13.

In practice, Poisson and conjugate Poisson lIter kernels ar e used as can be seenin
[41]. If these Poisson kernels are applied to the original im age signalf(x) : R*! R,
the Poisson scale-space and its harmonic conjugate Poissorscale-space are formed
as

S
2 (jxj2 +s2)3=2
X .
2 (X7 + 7%

(4.16)

p(x;s)=(f P)(x) with P(x)=

q(x;s) = (f Q)(x) with Q(x)= (4.17)

where s denotes the scale value andP (x) and Q(x) the Poisson and conjugate Pois-
son kernels respectively.

The monogenic scale space is formed by combining the Poissonscale-space with
its harmonic conjugate scale-space at all scale valuess as shown in gure 4.6 1.
If the scale parameter is set to zero, the conjugate Poisson lernel corresponds to
the Riesz kernel. That means, the monogenic signal is obtained at the lowest scale
value. In fact, the monogenic scale-space can be interpretel as the combination
of the monogenic signals at all scales, where the monogenic ggnals are formed by
the smoothed original signals p(x;s) and the image ow q(x;s). One important
property of the monogenic scale-space is that the smoothed sgnal and the image
ow preserve the quadrature phase relation for all scale val ues.

~_

w2 mmonogenic scale spacs
A(x) o
monogenic signaj
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Fig. 4.6: Typical phase responses for a 1D signal (left gure). Monoge nic scale
space de ned by the combination of Poisson and conjugate Poisson lter
responses (right gure).

1 Image taken from [41].



4.3. Image Feature Extraction 79

From the Iter responses of equations (4.16) and (4.17), feaures describing the
local structure are computed in terms of the local amplitude and phase as follows

p
A(x;s) = ja(x;s)j2 + jp(x; s)j? (4.18)
L _a(xs) ja(x; s)j
r(x;s) = jq(Xj)jarctan W (4.19)

The amplitude A(X;s) is related to the local energy of the signal. That means,
high amplitude responses indicate the presence of local structure. Phase and orien-
tation information are combined in the phase vector r(x;s). As described before, the
phase describes the local symmetry of the 2D image signal. Fa instance, edges in
the image are considered to have odd local symmetry, while li nes have even local
symmetry. The orientation information corresponds to dire ction of the highest sig-
nal variance. An example of the phase and orientation respon ses for a real image is

Fig. 4.7: Example of the monogenic signal response of an image. Original image
(left), local orientation (center) and phase (right).

shown in gure 4.7. In the right image, the phase response can be seen. Note that
the minimal and maximal phase responses correspond to edge points of the original
image. As it was mentioned before, an edge point has locally o dd symmetry with
phase values =2 and =2 respectively. This can be interpreted as a change from
a high to a low gray value or viceversa in the image signal. Thu s, the local phase
vector characterizes the local gray level transition of an i mage signal. Finally, the
orientation response is shown in the center image of the gur e.

The local features of an edge point obtained from the monogen ic scale-space at

a given scale value s are summarized as
m = fxiM.yim. M- Xk kr? kg; (4.20)
where x™;y™ are its Euclidean coordinates, ™ is the local orientation and k r* k; k
rY k are the phase responses inx and y directions. As described in section 4.3.1, the

monogenic signal is de ned by an x- component and an y-component. Therefore,
two phase responses are obtained in the direction of these components.
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4.3.2 Phase Congruency for Edge Detection

Scale-space techniques have been widely investigated and wsed for image process-
ing applications. In a similar way that a linear scale-space is constructed with Gaus-
sian kernels, the linear scale-space based on Poisson kerns presented in [41] can
be used for edge detection and image restoration applications. Edge detection by
applying quadrature lters can be performed in two differen t ways: either by de-
tecting local maxima of the amplitude information or by dete cting points of station-
ary phase in scale-space. The rst option is convenient for c ases where the image
has relatively high contrasted edges, like the example of g ure 4.7. The second ap-
proach is called "phase congruency”. Roughly speaking, thi s method is based on
comparisons of the local phase at certain different scales.

For the local phase vector r(x; s) of the monogenic scale-space representation of
equation (4.19), points that satisfy the condition

@r(x;s)=0 (4.21)

are known as points of differential phase congruency. Those points correspond to
image edges, see [41].

The question is how to approximate this expression in suitab le way for practical
applications. One possibility may be to compute the derivat ive by applying classical
approximations based on nite differences. Due to the uni ¢ ation of scale-space and
phase-based approaches in the context of the monogenic scat-space, it was proved
in [41] that the scale derivative can be directly computed as

p(x;s)@q(x;s) d(x;s)@p(x;s).
jp(x;8)j2 + ja(x; 9)j? '

@r(x;s) = (4.22)

In comparison with a nite differences approach, this metho d allows a higher
accuracy and a faster computation of the derivative. In orde r to nd the points of
phase congruency, the solution of equation (4.21) must be found. In this case, it is
only necessary to nd the zeros of the two components of the nu merator in equation
(4.22). Then, the expression to solve becomes

pP(x;s)@q(x;8)  q(x;s)@p(x;s) =0: (4.23)

Once that the derivatives are computed, the zeros of last equation can be detected
by applying a linear regression approach. Finally, the edge s at a given scale are
detected by removing those zeros where the slope of last equation is smaller than a
given threshold value. An example of a real image and the corr esponding detected
edges at different scales is shown in gure 4.8. Since only hi gh contrasted edges are
detected at high scale values, several segments of the objetare not detected. Those
segments appear gradually as the scale decreases. At the lovest scales, almost all
the object edges are detected as well as many noisy (in the sese that they do not
belong to the object) edges caused by non-uniform illuminat ion.
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Fig. 4.8:Detected edges of an image model at different scales.

4.3.3 Multi-Scale Contour Extraction

Once that edges are detected in the image, contour search algrithms are usually

applied to extract contour segments of different sizes. Let us consider the case of the
image shown in gure 4.8 and its corresponding detected edge s at different scales.
All edges of the object including noisy edges are detected at the lowest scale. In
contrast to that, only high contrasted edges are detected at higher scales. Then, the
choice of a given scale value where contour segments of the olject can be extracted
without the presence of noisy edges is not easy. Instead of sdecting a given scale to
extract the edge segments, the detected edges are analyzed tedifferent scales. The

isolated point connected point
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Fig. 4.9:1dea of nding the image edges by taking the highest scale edg es as a ref-
erence.
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set of images containing the detected edges atn scale values is de ned as

I = ffy(x);: 00 (X)g: (4.24)

The idea of the edge extraction algorithm at different scale s is shown in gure
4.9. The imagef, (x) containing the detected edges at the highest scale value is tsed
as areferencefr(x) = f,(x) . Inorderto ndthe edges that appear at the next lower
scalen 1, the image difference is computed as

fa (x)=fn a(x)  f(x): (4.25)

With this substraction operation, the common edges of both i mages are removed.
Therefore, only the edges at the lower scale are presentinfy (X). The next step is to
determine if the points in the difference image are connecte d with the points of the
reference image. For every pointin fg (x), a neighborhood of a given range around
this point is analyzed in the reference image fr(x). If more than one point is found,
it is considered to be connected to the previous detected edges and it is added to
the reference image. If no pixel is found, the edge is considered to be isolated. This
procedure is iteratively repeated for all the images at all s cales.

The result for the image of gure 4.8 can be seenin gure 4.10. For this example,
a set of images containing the detected edges at ten differert scale levels were used.
The image of the left is the reference image fr(x). As the following images are
processed, the most representative edges of the object are gadually extracted and
most of the noisy edges of the lower scales are eliminated. The picture of the right
shows the result after processing all images, where the outer contour of the object
and partial information of the inner contours are obtained.

. \o

Fig. 4.10:Result of the multi-scale edge detection algorithm.

A proper extraction of the outer contour is essential for the new variants of the
ICP algorithm presented in the next chapters, since it allow s the computation of
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global features in the image plane (see section 3.3.4). On tle other hand, the inner
contour information can be used if the inner contours are als o represented in the
object model, see [87].

As described in this section, the monogenic scale space appoaches are only used
as atool to extract contour information from the images. Hen ce, the concept of scale-
space is not directly used in the correspondence search straegies presented in this
and the next chapters.

4.4 Model Feature Compatibility

According to the pose estimation scenarios described in sedion 4.1, the correspon-
dence search problem can be de ned in 3D space or in the image plane. In order
to use additional feature information in the correspondenc e search problem, com-
patible model and image features must be obtained. The main question is, in which

space it is possible to nd better compatible features. A rs t option is to extract

3D features from image information and to compare them with m odel 3D features.
If we consider that only one image is used, the reconstructio n of 3D features from

image information is restricted to lines and planes. The cur vature of a 3D contour

segment can not be reconstructed from the curvature of image segments. On the
other hand, the concept of phase obtained from the monogenic signal is only valid

for image signals. The second possibility is to project the 3D model onto the im-

age plane to nd 2D features in order to compare them with the i mage features. In
the case of 3D contour models, local orientation and curvatu re are obtained from
the local model representation. This information is not inv ariant under perspective

projection. Thus, it can not be directly used as correspondence search criterion as
proposed in [100]. Despite of that, features derived from or ientation and curvature

of projected contour segments are used to improve the correspondence search prob-
lem.

In this section, it is shown that the projection of model cont our segments onto
the image plane allows to nd compatible local features to th at of the image plane.
In a rst instance, an analog structural feature to the monog enic phase response
called "transition index” is presented. It de nes an artic ially generated grey level
transition similar to the monogenic phase. Then, the local c urvature of image and
contour models is used to compute semi-local structure. If a neighborhood around
a given point is considered, it is decided if that point belon gs to a straight, concave
or convex segment. That means, contour points are segmentedaccording to their
structure. Finally, several examples of this segmentation process are presented.
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4.4.1 Transition Index

It is necessary to get compatible features between the monogenic phase and local
model features in the image plane. The most natural solution would be to project

the object model onto the image plane and to compute directly the monogenic sig-
nal response. Let us remember that the monogenic phase respase encodes struc-
tural information corresponding to the local symmetry of th e image signal. On the
other hand, the local representation of contour models pres ented in section 3.5 and
its corresponding local features are derived from sets of di screte points. Thus, the
corresponding projected model points are also sets of discrete image points. This
implies that the local structure of the projected points can not be obtained from the

monogenic signal, since a single image point does not have local symmetry at all.

A direct computation of the monogenic signal would be only po ssible if an arti-
cial image is generated for each iteration of pose estimati on algorithm. In practice,
this will increase signi catively the computation time. In  stead of that, an analog fea-
ture to the phase response can be easily derived from the loca orientation of model
points. Let us remember that phase and orientation are encoded in the phase vec-
tor, see equation (4.19). That means, the local orientationcan be obtained for points
whose phase response correspond to edges. In the case of corur models, only the
local orientation is directly computed from the local conto ur representation. Based
on the local orientation, the transition index is de ned as a n arti cially generated
transition value of a projected contour segment. It simulat es the gray level transi-
tion of the image signal encoded in the monogenic phase response.

In order to de ne the transition index, the following assump tions are made with
respect to the 3D contour models and their local features:

The orientation computed from three contour points in 3D spa ce is preserved
after the projection of these points onto the image plane. That means, the
projected model points must allow to compute local orientat ion in the image
plane. If two or more 3D points of a segment are projected onto the same
image point, it is not possible to compute the local 2D orient ation. Therefore,
only planar 3D contour models are considered for this initia | approach. An
extreme case occurs when the planar contour is perpendicular to the image
plane. Then, all points are projected to a line onto the image and no feature
extraction is possible.

In the case of an object modeled by a 3D free-form contour, every point repre-

sents implicity an edge of the real object. The phase respons encodes informa-
tion about the local structure of edges (even or odd symmetry ) that depends
on the gray value level of the real object and background. The n, the problem
is reduced to identify to which kind of edge the model points ¢ orrespond (in-
creasing or decreasing slope as shown in gure 4.6). To achieve that, the gray
level of the model object and background are considered to be known.
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Let us remember the local feature set obtained from the local representation of
3D contours introduced in section 3.5. As can be seen in gure 4.11, the following
local features are obtained from a 3D model point X; 2 G4

F3® = fO;; %;krikg; (4.26)
where O; 2 Gy is the local orientation line. It represents the orientatio n of the
contour segment in the 3D coordinate system as the tangent line of the point X;.
The rotation angle ; describes the amount of rotation needed to approximate this
segment and kr;k is the radius of curvature.

Ol

r=-n/2
=n/2

r'=mn/2 X “ r=-n/2
F=-n/2 N F=-1/2

Fig. 4.11:Upper row: features obtained from the local motor in 3D (left gure) and
its corresponding local features in the image plane (right gure). Lower
row: example of the assignation of the transition indexes fo r different im-
age points with respect to their local orientation.

Once that the 3D model points are projected onto the image plane, the corre-
sponding local motor is computed with the points  X; 1;Xi;Xj+1 2 Gzi. The last
is also shown in the upper right picture of gure 4.11. From th e local motor con-
struction in the image plane, the orientation line and radiu s of curvature are also
obtained. As mentioned before, only the orientation inform ation is needed to de ne
the transition index. From the orientation line, the normal ized orientation vector O;
with orientation angle ; is obtained.
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The upper right picture of gure 4.11 shows the principle to a ssign the transition
values t* and tY. For the example presented in the gure, the model correspon ds
to a dark object in a white background. Then, the gray value tr ansition t* for the
point x; goes from black to white in the x direction. If black corresponds to a grey
value of 0 and white to 255, this can be interpreted as an increasing slope. In the
y direction, the transition goes from white to black correspo nding to a decreasing
slope. The bottom gure shows examples of the transition val ues in both directions

for four points X1;:::;X4. Depending on the orientation ;, the transition values are
assigned according to the following criterion
8
%tf(:"'z =+ i 2 [0;5)
=+ = ty = - i 2[5
sty 2 2 2l ] (4.27)
= ;= 5 1 2[5 ]

The transition index takes the values 5 and 5 since those values are obtained
from the monogenic phase response. In case that the model is de ned by a white
object on a dark background, the transition values of last eq uation take the opposite
sign. An example of the computation of the transition index f or the cactus model
is shown in gure 4.12. The pictures show a comparison of the p hase response
k r¥ k computed from equation (4.19) with the computed transition index t* from
the projected cactus model.

Fig. 4.12:Comparison of the monogenic phase response and the transition index.
Left picture: original image of the cactus. Middle image: mo nogenic phase
response in x direction. Right image: computed transition index for all
model points in x direction.

Other possible scenario has been considered for the computation of the transition
index. Suppose a gray object moving on a background with some dark and white
regions as shown in the arti cially generated image of gure 4.13. In this case, it
is not possible to compute the transition values directly fr om equation (4.27). The
transition index of a model point is different if the backgro und is white or dark. For
these scenarios, the same principle used in the background subtraction techniques
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[76] is applied. A background image is used as a reference to compute the transition
index. In a rst instance, the model points are projected and the transition index is
computed assuming a white background by equation 4.27. Then, the average gray
value level of a region of size n around the point x; is computed in the background
image ff (X) as

1 XX

avgXi) = s
(2n+1)2j= .

frer (U+ 15V +); (4.28)

= n

where u; Vv are the image coordinates of the point X;. If Gn,o4 IS the gray value of the
contour model, the transition values change their sign acco rding to the next criterion

n
58) = ot V=t avaX) < Gmed: (4.29)

This criterion simply changes the sign of the transition ind exes if the average
gray level of the reference image is smaller than the grey val ue of the contour model.
A comparison of the monogenic phase response and the transition index for this
scenario is shown in gure 4.13. For this example, the cactus model was projected
onto the background image to generate an arti cial image. Th e monogenic phase
response of this arti cial image in the x direction is shown in the lower left picture.
In order to compare the phase and the transition index with re spect to the reference
background image, the transition values where projected on to the phase response
image of the background as shown in the lower right image.

154
z./{ 2

Fig. 4.13:Upper row: background image (left) and arti cially project ed cactus
model (right). Lower row: phase response of the arti cial im age (left) and
transition index projected onto the background phase respo nse (right).
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As can be seen in the presented examples, the transition index is easily computed
without the need of generating complete arti cial images of the projected model.
This will allow to compare the transition index and the phase information extracted
from the image during each iteration of the ICP algorithm wit hout a considerable
increase of the computation time. In normal tracking and pos e estimation estimation
scenarios, the color of object and background does not change drastically during a
sequences of images. Then, the assumptions made to compute he transition index
are consistent for the most standard scenarios. As mentioned before, only planar 3D
contours are considered for this initial approach. The comp utation of the transition
index for projected non-planar and surface models will be di scussed in the next
chapter where extra considerations are made for those cases

4.4.2 Contour Segmentation

As mentioned in section 4.2, semi-local features are computed from model and im-
age contour segments which describe their average local orientation and curvature.
Although these features are not invariant in a monocular pos e estimation scenario,
they can be used to classify contour segments according to their structure. In this
case, contour segments can be classi ed in straight, concawe or convex segments
[34, 69]. Since 3D planar contour models are considered, it an be assumed that the
projection of a 3D straight segment results in a 2D straight segment. The same is
assumed for concave and convex segments. This is valid for a relatively large num-
ber of poses except in the case that the contour model is perpendicular to the image
plane. Therefore, the semi-local structure of models is preserved after the perspec-
tive projection under this assumption. In order to performt he contour classi cation,
the local curvature of contour segments is used.

Let us remember that only 3D or projected contour models may b e approximated
by twist rotations in order to de ne the pose estimation cons traints (see section 3.4).
Local curvature of contour models is directly obtained from the local motor repre-
sentation introduced in section 3.5.3. According to the pos e constraints, there is no
need to compute local motors from image contours. On the othe r hand, no local cur-
vature is obtained from the monogenic signal response. Then, a simpli ed method
is applied in order to obtain local curvature from image cont ours.

The idea of computing the curvature for a point x; and its two neighbors is
shown in gure 4.14. Once that the points are de ned in a local coordinate sys-
tem? constructed by the basis vectorsi; and i3, the curvature is simply de ned as
the rate of change of the angle between the vectorsx; x; ;and Xij+; X;. Then, the
bending angle ; representing the curvature and curvature vector k; are computed

2 Note that this local coordinate system is the same as the one used to de ne the local motor for
3D contours as described in section 3.5.2.
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Fig. 4.14:Local curvature de ned by the bending angle (left and center) and ex-
tended neighborhood to compute robust features (right).

as follows
— < (Xioxi1) (X Xp)
T AN X DKk(xie XK (4.30)
ki = (Xi Xi 1) X+ X): (4.31)

In this case, the curvature vector takes the form k; = x;e; + X6, + X3€3, where X3
changes its sign when the three points correspond to a concave or convex segment.
Based on the bending angle and the sign of x3, the structure index s is de ned
according to the criterion

g 1 . osignfk) >0 A i > thres
S = 1 : signfk) < 0 A i > thres (4.32)
'§ 0 . i thres;
where thres is a given threshold value. s = 1 means local convexity, while s = 1

stands for local concavity. If the bending angle ; has a value closed to zero, the
point is considered to be a part of a straight line.

An extended feature calculation allows to compute more robu st features, espe-
cially in the image plane where noise is present and digital ¢ ontours are extracted.
As can be seen in gure 4.14, the bending angle and curvature v ector are computed
not only from the two neighbor points around X;. This neighborhood is extended
to larger segments of a given range m. By taking the point x; as a reference, the
average feature values are computed as follows:

1 X

_ L Vi V2
= . arccosikvlkkv2k (4.33)
1 X
ki = — Vi Vo, (4.34)

m
=1
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with vi = X;  Xj jandva = Xj+j  Xj.

It is important to select an appropriate range value m to compute the average
features. Examples of the segmentation of the cactus and puzzle models for dif-
ferent range values m are presented in gure 4.15. The contours were extracted
from the test images to visualize the segmentation results. At lower range values,
some points are clearly wrong classi ed for both models. Sev eral points that are
part of concave or convex segments are classi ed as straight lines. For range values
around m = 10, the result of the classi cation shows better results. At la rger ranges
(m = 20), some straight line segments of the cactus model are classied as con-
cave. That means, large range values may cause the lost of thestructure of certain
segments.

In the next experiment, the robustness of the segmentation was tested in the
presence of noise. Different levels of Gaussian white noise were added to the ex-
tracted contours. Some examples of noisy contours and their corresponding bend-
ing angle pro les are shown in gure 4.16. The graphics show t he distortion of the
bending angle pro les for different levels of noise. The ang le is multiplied by
the factor sign(xs) (this is done to visualize the effect of the conditions sign(xs) > 0
and sign(xz) < 0 of equation (4.33)). Both lines represent the positive and negative
threshold values which determine if a point is considered co ncave or convex.

The behavior of the classi cation of noisy contours was anal yzed at several range
values. For a given range m, a reference vectorses = fs;  s,9 containing the
computed structure indexes without noise is de ned accordi ng to equation (4.32).
Similarly, a vector containing the noisy classi cation ind exes is de ned as s, =
fs; s,g. This was done for noise levels from = 0to = 2. By using the vector
St @s a ground truth, the error is computed as

E(Stef ;Sm) = KSref  Sm k?: (4.35)

The results are shown in gure 4.17. As expected, the segmentation is more
sensitive to noise at lower range values for all models. At la rger ranges, the error
remains relatively constant for the different noise levels . An adequate range value
for all contour models can be de ned between m = 10 and m = 15. Within these
range values, the classi cation is performed without loosi ng important structure of
the segments. This simple experiment shows that the presence of noise always adds
a certain level of error in the segmentation. In practice, th e same range value must
be used to segment contour models and contours extracted from the image.

4.5 Structural ICP Algorithm

The procedures to obtain compatible local features from contour models and ex-
tracted image contours were presented in the last sections. Image contour segments
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Fig. 4.15: Examples of the contour segmentation procedure. Top row: or iginal im-
ages of the cactus and puzzle. From second to fourth rows: segmented
models for range values m =5, m = 10 and m = 20 respectively.

and their local feature information are extracted from the m onogenic scale space.
On the other hand, compatible features are obtained from con tour models. As dis-
cussed in section 4.1, the correspondences are computed in acordance with a given
similarity criterion. Then, a new variant of ICP algorithmi s presented in this section.
This variant is called the "structural iterative closest po int algorithm”, see [26]. Itis
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Fig. 4.16:Noisy pro les and contour examples for noise levels: sigma= 0 (upper),
sigma=0.9 (middle) and sigma=1.9 (lower).

an adapted version of the normal ICP algorithm for the monocu lar pose estimation
problem, where the local structure of model and image points is combined with the
Euclidean distance to de ne new correspondence search constraints. Initially, the
structural constraints are de ned with the sets of model and image contour features
obtained in the last sections. Finally, the structural ICP a Igorithm is de ned for the
3D-2D and projective pose estimation constraints de ned in section 2.5.3.
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Fig. 4.17:Results of the segmentation error experiment for the cactus (upper left
gure), puzzle (upper right gure) and mouse (lower gure).

45.1 Structural Constraints

According to the notation introduced in section 4.1, the gro up of model points in 3D

spaceisde nedasM P = fX;g", . Once that each model point is projected onto the
image plane, the group of projected model points M 2P = fxM® g, is formed. On
the other hand, the group of image detected points is denoted asS* = fx;"™g?, .
For every projected model point x[" and image point x;™, their respective struc-
tural feature sets are de ned as

f2om fotht;

fokrkkr) k;kaDp;

2Dm. 2Dm
k=™ &g

(4.36)

2Dp (4.37)

i 9
where the pair ( i, i) corresponds to the local orientation of model and image poi nts
and the pairs (t*;k rX k), (t/;k r? k) denote the phase-transition indexes in x and y
directions. The features related to the semi-local structure of the contour segments
are the curvature vectors (k?®™, k?°) and the bending angles ( ™, °P).

ijDp

Based on these features, three main structural constraintsare de ned for a point
pair (x";x;™). The phase-transition index constraint is de ned as follow s
8
<1

if k k=t
Cr=
0

and kr’k=t}
(4.38)

otherwise:
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The following constraints are de ned according to the segme ntation criterion
of equation 4.32. The second constraint is called straightness constraint and it is
de ned with the local bending angles  2P™ and szp by

8
S 1if <t and P <t

Co= . (4.39)
-0 otherwise;

where t is a threshold value that determines if a point is selected as a straight line
(see gure 4.16). Finally, the concavity-convexity constr aint is de ned from the sign
of the e3 component of the vectors k?2P™ = x,e; + X,€, + X33 and kaDp = yie1+ Y6+
ys€3 (see equation 4.31) by

8

< 1 if sign(xg) = sign and C,=0
Coz gn(xs) = sign(y s) 2 (4.40)
-0 otherwise:

Notice that the condition C, = 0 was added in the last constraint. It simply
ensures that the constraint will be ful lled only on those ca ses where the image and
model points are not previously considered to be part of stra ight segments.

Once that the constraints are de ned, their combination wit h the Euclidean dis-
tance criterion is quite simple and easy to interpret. Then, for each image detected
point x;™ 2 S?P its corresponding model point is found with the combinatio n of
the Euclidean distance and the structural constraints de n ed as follows

d(x™; M Py = J_@linn d(x™9; xmody (4.41)
if Ci™ (CyiCs) =1;

where the symbols * and j stand for the "and” and "or-exclusive” logical operations
respectively. Only one of the constraints C, or C3; can be equal to one at the same
time. That means, two corresponding points must be part of a s traight line segment
C, =1 or part of a concave or convex segmentCz; = 1.

The correspondence setfS ?°; M 2P g is formed with the last equation. With the
addition of the structural constraints, the correspondenc e search process is restricted
to subgroups of elements of M 2P and S?° with the same structure. Therefore, corre-
sponding points will be the closest points which have the sam e semi-local structure.

Figure 4.18 shows the general idea of the minimal Euclidean distance criterion
combined with the structural constraints. The upper left g ure shows the case
where only the minimal distance is considered. It is evident that many of the cor-
respondence pairs are not well conditioned. In the upper rig ht gure, the same
example is shown with the structural constraints C, and Cs. A similar example is
shown for the cactus model with the phase-transition index ¢ onstraint C;.
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Fig. 4.18:Example of correspondence pairs for normal (upper left) and structural
(upper right) ICP variants. Correspondence example for the cactus model
by considering only the Euclidean distance (lower left) and with the
phase-transition constraint (lower right). The lines show the correspond-
ing pairs of image and model.

Figure 4.19 shows the result of the segmentation of two arti cially generated
contours. The pictures show the segmentation of both contours according to its
structure (concavity, convexity and straightness) as well as the transition indexes in
x and y directions. With this segmentation results, corresponden ces were found by
combining the Euclidean distance with each constraint C;; C, and C3. The computed
correspondences with the minimal Euclidean distance crite rion are shown in the up-
per left picture of gure 4.20. In the next picture, the corre spondences with the com-
bination of the concavity-convexity constraints are shown . For this position of the
contours, the correspondences with C, and C; are more similar than the correspon-
dences with the minimal distance criterion. Let us notice th at the structure of this
contour is relatively complex. Therefore, the closest poin t with the same concavity-
convexity structure is not enough to improve signi cativel y the correspondences for
this example. According to the segmented contours shown in  gure 4.19, it can be
clearly seen that closest points with the same concave, conwex or straight structure
result in bad conditioned correspondences.

The lower left picture of gure 4.20 shows the combination of the minimal dis-
tance with the phase-transition index constraint C;. As mentioned before, the cor-
responding point in this case is the closest point with the sa me phase and transition
indexes. As can be seen in the example, better conditioned carespondences are
found with the addition of the constraint C;. According to the classi cation of g-
ure 4.19, closest points with the same phase and transition indexes tend to be better
conditioned. Finally, the lower right picture shows the cor respondences with the
combination of all constraints. This simple example shows t he advantage to com-
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bine all constraints in the correspondence search process.

Fig. 4.19:Upper row: model and image detected contours (left) and resu It of the seg-
mentation according to the concavity-convexity constrain t (right). Lower
row: transition indexes in the x (left) and y directions (right).

Fig. 4.20: Correspondences with the minimal distance criterion (uppe r left). Corre-
spondences with the combination of minimal distance and the concavity-
convexity constraint (upper right). Combination of minima | distance and
phase-transition index constraints (lower left). Combina tion of minimal
distance, phase-transition index and concavity-convexit y constraints.
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4.5.2 Contour based Structural ICP Algorithm

A correspondence set of image and projected model points CP = fx:mg;x{“od o=,
is obtained with the combination of the minimal Euclidean di stance criterion and
the structural constraints. Although this set has been obta ined in the image plane,
the correspondence sets needed to compute the pose accordig to the minimization
constraints of section 4.1 are directly obtained. The idea is shown in gure 4.21.
Let us remember that the point x" is the projection of the point XM Then, a
2D-3D point correspondence setG = fx™9; X ™™g, is directly obtained. With the
corresponding image point x;™, an optical ray is computed by L; = e O¢ " x;™
and the point-line correspondence set G = fL,; X" g, is de ned.

2D-3D point-point  {x& X"} "
correspondence pair

=1

mod
® X

{L X’T‘Ud } n

i,—1i =1
3D-3D line-point
correspondence pair
{x"¢,x;°/}" 2D point-point
correspondence pair

Fig. 4.21:Recovering the 2D-3D point-point and 2D-3D point-line corr espondence
sets from the correspondences obtained in the image plane.

Similar to the classical ICP algorithm, the structural ICP v ariant is summarized
for the different pose estimation scenarios as follows: giv en the model and image
setsM 3P S?P and the local features obtained from the image points S2P, repeat for
] =1 to n iterations

Structural Iterative Closest Point Algorithm.

1. Project the model points M 3P onto the image plane to obtain the set M ?° and
its corresponding local features.

2. For each point of S?°, nd the corresponding projected model point of M 2P
with the search criterion of equation (4.41).

3. With the correspondence setG;, compute the pose parametersM with the 2D-
3D constraint

0= xM P (MX M) ;
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or compute M with the correspondence set G, and the projective constraint

o= M X, M L e:

4. Actualize the position of the model points M P with the computed pose pa-
rameters M.

5. Compute the positional error in the image plane err = d(S?°; M 2P) between
the projection of the model and the image points. If err < thres, exit; else goto
1.

4.5.3 Correspondence Search Direction

The structural ICP algorithm was de ned to nd corresponden ces by taking the
image set S?° as a reference with respect to the model setM ?°. It is also possible
to nd correspondences in the opposite direction [94]. By ta king a model point as
a reference, its corresponding image point is found. Then, correspondence sets in
image-model and model-image directions are de ned by

d(x(";M ®)1C ' = fx{™;x"g (4.42)

d(x™d;SP)1C P = fxmd;xMg: (4.43)

Depending on the search direction, different corresponden ce sets are obtained.

An example is shown in gure 4.22. The ne line represents the detected image
points S?° and the rough line represents the projected model points M 2P, Corre-
spondence sets were found as described in the last equationswith the combination
of Euclidean distance criteria and structural constraints . As can be seen in the lower
left picture, the correspondence setC is better conditioned than the set C° shown in
the lower right picture. In practice, it is not possible to de terminate if the computed
correspondences will be better conditioned in a speci c dir ection. Therefore, the use
of any of these correspondence sets may not necessary ensura better behavior of
the algorithm for a given pose scenario. Despite of that, the change of the search di-
rection during the iterations may increase the probability to nd better conditioned
correspondences in some cases.

The choice of the correspondence set can be made according tathe measured
error err = d(S?°; M 2P). If the error increases with respect to the computed error
of the last iteration, the correspondence set is changed andthe pose parameters are
computed again.

4.6 Summary

In this chapter, the structural ICP algorithm was presented for the pose estimation
of planar free-form contours. Sets of compatible model and c ontour image features
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b s
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Fig. 4.22:Upper gure: model contour (rough line) and image contour (  ne line).
Lower right: correspondences in image-model direction. Lo wer left: cor-
respondences in model-image direction.

“w‘llllf/ﬁ/r%.

have been obtained. This compatibility is gained by computi ng features based on
local orientation and curvature. Since the correspondence problem has been com-
pletely translated onto the image plane, it is possible to us e additional structural
features that are only available for image contours. In that sense, the local orienta-
tion of projected model contours was used to nd a compatible feature to the image
phase response. On the other hand, contours are classi ed according to their semi-
local structure in straight, concave and convex segments depending on their average
local curvature. For the case of planar contours, it was assumed that the semi-local
structure is preserved after perspective projection up to s ome limits. This allowed
to de ne additional constraints which were used in the de ni  tion of the structural
ICP algorithm.

The presented examples consider relatively large displacements between model
and image contours. In this case, the use of the concavity-canvexity constraint is
not enough to obtain a signi cant improvement of the corresp ondence sets with
respect to the normal ICP algorithm. With the addition of the phase-transition in-
dex constraint, better conditioned correspondence sets are obtained. As mentioned
in section 4.2, the structural features allow to describe contours on a higher level
than the simple Euclidean distance. Then, the probability t o nd better conditioned
correspondences with the structural constraints increases in comparison to the min-
imal distance criterion. For the structural ICP algorithm, the model objects were
restricted to planar 3D contours. Under some consideration s, the structural ICP al-
gorithm can be applied to free-form surfaces as will be shown in the next chapter.
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Chapter 5

CORRELATION ICP ALGORITHM

All variants of the ICP algorithm use the Euclidean distance as main correspondence
search criterion. Therefore, the search process is limited within a region where the
correct correspondence pairs may be found (tracking assumption condition). This
fact implies a natural limitation of the algorithms. Despit e of that, better condi-
tioned correspondences are found with the structural ICP al gorithm. Furthermore,
itis possible to combine global and local features of model a nd image contours in or-
der to improve the pose estimation algorithms. As mentioned in the last chapter, the
more information is available about model and image data, th e better is the proba-
bility to nd better correspondences. If more feature infor mation is used to describe
contour segments, their description level increases as it was discussed in section
4.2. Contour information (spatial 2D or 3D position) is not s uf cient to describe the
structure of contour segments and to use this information to improve signi catively
the correspondence search problem. A natural way to overcom e this problem is to
upgrade the algorithms from contour-based to feature-base d approaches. Instead
of considering the position of points, a direct comparison o f their local and global
features is done in order to nd correspondences.

In this chapter, the correlation based ICP algorithm is pres ented for the pose es-
timation of free-form surface models. Initially, the silho uette-based pose estimation
algorithm is described. Instead of considering the complet e surface model, its 3D
silhouette with respect to the image plane is used to compute features, nd cor-
respondences and compute the pose. The correlation matrix is used to de ne a
similarity measure between model and image feature informa tion. One option is
to combine the Euclidean distance criterion with the featur e correlation as an extra
structural constraint. A second variant replaces the Eucli dean distance with the cor-
relation measure. In the second part of this chapter, the adaptation of the classical
pre-alignment approaches for the monocular pose estimatio n is introduced. Finally,
a technique to simplify the pre-alignment is presented. Thi s is achieved by using a
combination of global and local features obtained from proj ected model information
and extracted image contours.
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5.1 Pose Estimation of Free-form Surface Models

The pose estimation constraints for free-form surfaces have been de ned in section
3.4. However, suitable model-image correspondences must be found in order to
de ne these pose estimation constraints. A typical pose estimation example of a
free-form surface is shown in gure 5.1. Surface models are m ore complex than free-
form contours. As can be seen in the right picture of the gure , all surface points are
projected onto the image containing all detected edge point s. Trying to nd suitable
image-model correspondences is not a trivial task if only th e position of surface
model and image points is available. Notice that the edge poi nts corresponding
to the contour of the object in the image (middle picture) can be easily extracted.
Then, the correspondence problem can be simpli ed if the poi nts which de ne the
silhouette of the surface model are determined.

AT

Fig. 5.1: Surface model of the power socket (left). Captured image (mi ddle). Pro-
jected surface points and detected image contour segments ¢ight).

Instead of considering all surface points, correspondences are found between
image points and the 3D silhouette of the surface model with r espect to the image
plane. With this correspondence set, the pose of the complete surface model is com-
puted. In this section, the process to extract 3D silhouettes from surface models is
initially described. Finally, the "silhouette-based ICP a Igorithm” see [89], is intro-
duced.

5.1.1 Silhouette Extraction

A surface model can be interpreted as a set of 3D free-form contours. In that sense,
the external 3D contour of the surface with respect to the ima ge plane is known as
3D silhouette. Figure 5.2 shows an example of a surface modelin 3D space and its
projection onto the image plane. As can be seen in the gure, o nly the node points
of the surface are part of the model. The lines that join every node point allow a
better visualization in 3D space or in the image plane. Such lines generate a set of
"virtual” contours. They are called virtual because they ar e not implicitly part of
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the surface model. In that sense, the marked contour shown in the right picture of
gure 5.2 de nes the virtual 2D silhouette  SIL?®.

Fig. 5.2: Surface model in 3D space (left) and virtual 2D silhouette de ning the con-
tour of the projected model (right).

The group containing all 3D surface model points is de ned as M 3P and the
corresponding 2D projected points is denoted by M 2P, If this virtual silhouette is
used as a reference, the 3D silhouette with respect to the image plane is de ned as

SIL® = X, 2M PjP(X,) 2 SILPg; (5.1)

where the operation P (X;) stands for the perspective projection of the model point
onto the image plane. The problem of nding the 3D silhouette is reduced to nd
the projected surface points which are part of the virtual 2D silhouette SIL?P .

In order to extract the 3D silhouette, the surface model is pr ojected onto a refer-
ence imageIM . For every model point X; 2 M 3P with coordinates in 3D space
(xi;Vi;z), its corresponding projected point is denoted as x; 2 M 2P with image
coordinates (u;;Vvi). As can be seen in gure 5.3, every projected model point is
marked on the reference image with a different gray level val ue. This will serve as
a reference to select only the projected points which are part of the 2D silhouette.
Simultaneously to the projection onto the reference image, the 3D coordinates of
every node point are stored in three 2D arrays X™ ", Y™ "and Zz™ " as follows

X[ui]vi] = X (5.2)
Yulvil = i
Z[uillvi] = z;

where the dimension of the arrays (m;n) is the same as the dimension of the refer-
ence image.

The coordinates of each projected point (u;;Vv;) de ne the position in the array
where each 3D coordinate is stored. These arrays can be intepreted as three dif-
ferent images, where the gray value of each point has been replaced by each 3D
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coordinate x;y and z respectively. Once that the model has been completely pro-
jected onto the auxiliary image, a contour search algorithm is applied to the refer-
ence imagelM s as can be seen in gure 5.3. This algorithm recovers all point s of
the virtual 2D silhouette SILZD. Let us remember that only the marked pixels in this
virtual silhouette are part of the 3D silhouette. As the algo rithm follows the contour,
it detects the 2D coordinates of all marked pixels (u;;Vv;). Since the corresponding
3D coordinates of these points are stored in the arrays, they are directly recovered
from equation (5.2).

contour search direction marked piXClS

/

Fig. 5.3: Left image: reference image used to detect the 2D virtual silhouette by a
contour search algorithm. Right image: marked pixels which correspond
to the 3D silhouette points.

Several examples of extracted silhouettes for different poses are presented in g-
ure 5.4. The left column shows the surface model in 3D. At thes e poses, the surface
model was projected onto the image plane and its correspondi ng 3D silhouette was
extracted. As can be seen in the middle column, some regions of the surface model
are almost perpendicular to the image plane. Thus, several surface points are pro-
jected onto the same point of the virtual 2D silhouette. Because of that, these points
are also detected as part of the 3D silhouette. In these casesthe extracted silhou-
ette results in an irregular 3D contour. The extracted silho uettes are shown in the
right column of gure 5.4. Let us notice that the power socket model used for this
example is constructed by three different surfaces. Hence, the segments of the sil-
houette belong to different surface parts. For segments of the same surface part, the
sampling distance between silhouette points is in general c onstant. At points where
the silhouette changes from one to other surface part, the sampling distance is not
regular anymore (see marked points of right column).

5.1.2 Silhouette-Based ICP Algorithm

In this and the next sections, the same notation introduced i n sections 4.1 and 4.5.2
will be used. Then, the silhouette based ICP algorithm used i n [89] is summarized.
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Fig. 5.4: Examples of the silhouette extraction of a surface model at different poses
(left column) with respect to the camera plane. Projected silhouettes onto
the image plane (middle column). Extracted silhouettes (ri ght column).

Given the set M %0 = fX,g", containing all surface model points and the set of
image detected points S?° = fx;g",, repeat for j = 1 to n iterations

Silhouette-based ICP Algorithm

1. Generate the reference imagdM s with the model points M 3P and extract the
silhouette points SIL®P.

2. With allimage points x; 2 S?°, de ne the group S* = fL,g".; containing the
reconstructed optical rays L;.

3. For every optical ray L; 2 S, nd its corresponding 3D silhouette point
X, 2 SIL® with the search criterion

d(L;;SIL®) = min L, X;
1=

4. With the correspondence pairs fL;; X;g",, nd the pose parameters M with
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the 2D-3D minimization constraint

o= M X, M L e:

5. Actualize the position of the surface model points M * with the computed
pose parametersM .

6. Compute the average error err = d(S3P; SIL®P) between the reconstructed
optical rays and the silhouette points. If err < thres, exit; else goto 1.

As can be seen in the last algorithm, the pose is computed duri ng the iterations
only with the 3D silhouette. With this pose, the position of t he complete surface
model is actualized in the next iterations. Therefore, this algorithm can be inter-
preted as a partial reduction of the pose estimation of free- form surfaces to the pose
estimation of free-form contours.

5.2 Correlation ICP Algorithm

Similar to the case of the correspondence problem for planar contours, the aim is to
nd correspondences between projected surface model point s and detected image
contours by considering their local features. As described in the last section, the
3D silhouette of the surface model with respect to the image p lane is used to nd
correspondences and compute the pose with the classical ICPalgorithm. Because of
the irregularity of the extracted 3D silhouettes, it is not p ossible to extract local and
semi-local features as in the case of 3D planar contours. To avzercome this problem,
local features are extracted from the projected surface model with respect to its 2D
virtual silhouette. As shown in gure 5.5, this makes possib le to compute local and
averaged local features at different description levels as described in section 4.2. Ac-
cording to this description levels, pro le vectors contain ing the feature information
of larger contour segments are de ned.

A similarity measure between pro le vectors is used to de ne the correlation
ICP algorithm which is presented in this section. Initially , several examples of local
and semi-local features computed from projected 3D silhoue ttes and real images are
presented. Then, the idea of using the correlation matrix as similarity criterion and
its application to nd correspondences in two possible scen arios are introduced. Fi-
nally, the correlation ICP algorithm is summarized for the p ose estimation of surface
models with the 2D-3D and projective minimization constrai nts.

5.2.1 Feature Computation with the Virtual 2D Silhouette

The extracted 3D silhouette of a surface model is a 3D closed ©ntour which is in
general not planar. Let us consider the example of gure 5.6. In this case, some



5.2. Correlation ICP Algorithm 107

point
X, Profile Vectors
averaged Cre
features .
Feature Similarity
Measure
4
Correlation ICP

/ roﬁle vector Algorithm

Fig. 5.5: Description level of a projected surface model with respect to its virtual
silhouette.

points of the 3D silhouette are part of a straight line which i s perpendicular to the

image plane. Therefore, all these points are projected onto the same point in the

image plane and no local structure can be computed. Similarly, it is also possible

that convex and concave segments would be projected as straght segments. The
same effect can be seen in the extracted silhouettes of gure 5.4. Since the semi-
local structure (convexity, concavity and straightness) i s not preserved under the

perspective projection anymore, the assumption made in the last chapter for planar

contours it is not valid for 3D silhouettes.

2D virtual silhouette

° projected §i1houette }//
B point Xiin
projected model °

points

e

Fig. 5.6: Lost of structure due to the perspective projection (left). Projected model
points used as a reference on the virtual silhouette (right) .

Because of that, it is not possible to compute local and semi-local features di-
rectly from the projected model points. Therefore, some con siderations have to be
done to compute compatible image and silhouette features. A s mentioned in sec-
tion 5.1, a contour search algorithm is used to detect the projected silhouette points
in the reference image. This algorithm delivers a virtual 2D silhouette SIL?® in the
image plane. Let us remember that the model is de ned in such a way that a virtual
silhouette is obtained for every possible pose. On the other hand, every projected
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silhouette point belongs to the virtual silhouette. Instea d of computing the local and
semi-local features directly from the projected silhouett e points, they are computed
with respect to the virtual silhouette. This idea is shown in  gure 5.6. For every
3D silhouette point X; 2 SIL3P | a contour segment in the 2D virtual silhouette is
de ned as

vi=fxi n; SP(X)); X a0 X 2 SIL*; (5.3)
where n is the range of the segment and P (X ) denotes the projection of the silhou-
ette point onto the image plane.

Local and semi-local features can be computed from the segment v; according to
the procedures presented in section 4.4. For a projected 3D dhouette point P (X;)
and a detected image point X;, the following sets of local features are obtained

AU Uty smod (5.4)
FP = pkrikokry kg™ (5.5)
where ;; ; are the local orientations of projected silhouette and imag e points re-

spectively. The pairs t*;k rj k and t/;k rjy k stand for the transition index and
phase responses inx and y directions respectively. Finally, the structure coef cie nts
s"; 5™ de ne if projected and image points are part of straight, con cave or convex
segments.

In the examples of gure 5.7, the projected silhouette point s were segmented ac-
cording to the local structure with respect to the 2D silhoue tte. The upper row shows
the projected surface model, the segmentation of the points in concave, convex and
straight segments and the transition indexes in x and y directions. A contour ex-
tracted from a real image of the power socket model is shown in the middle row.
The bottom rows shows the segmentation of the image contour a nd its correspond-
ing phase responses. As can be seen in these examples, comping features with
respect to the 2D silhouette will deliver suitable features . This makes possible to
apply the structural ICP algorithm for the pose estimation o f surface models. Addi-
tionally, the local features can be used to de ne the pro le v ectors of contour points
needed for the de nition of the correlation ICP algorithm.

5.2.2 Correlation as Similarity Criterion

Once that vectors containing local feature information are constructed, it is neces-
sary to have a measure function to de ne a correspondence search criterion. A well

known technique to nd the statistical similarity betweent wo variables is the com-
putation of their correlation matrix. In the case of model an d image contour seg-
ments, the correlation measures the similarity of these segments in terms of their
local features. In contrast to the Euclidean distance measure, the correlation coef-
cient is invariant under linear transformations of the dat a. Two segments with
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Fig. 5.7: Upper row: segmentation of a projected surface according to its semi-local
structure (left) and transition indexes in x (middle) and vy (right) directions.
Middle row: real image of the power socket (left) and its extr acted contour
(right). Bottom row: semi-local structure of the image cont our (left) and
phase responses inx (middle) and y (right) directions.

identical feature structure, but different magnitude, wil | have a strong correlation
after rotation and translation in the image plane.

Two pro le vectors de ned by the local orientation of model p  oints ; and image
contours ; are denoted by

oM = f i 6 e (5.6)
oM = f il i g (5.7)
The similarity of these vectors is computed by the correlati on matrix as follows

. cov(o™d; omed
corr(0™; 0™ = p (\/'_7\/0{1 ); (5.8)
img Vm

where cov(0/"™; 0™9) is the covariance matrix and Vioq, Vimg are the respective vari-
ances of image and model local features. The correlation may vary in a range of

1 corr(oM™d; o}mg 1, where -1 indicates perfect negative correspondence, 0 in-
dicates no correspondence and 1 indicates perfect correspamdence. An example of



110 Chapter 5. Correlation ICP Algorithm

two pro le vectors containing the local orientation inform  ation of contour segments
can be seen in gure 5.8. In the left graphic, the pro les are n ot strongly correlated,
while in the right graphic the correlation is higher.

1 —— Model orientation 15 T T
g —e— Image orientation —— Model orientation
1.45f | =& Image orientation

Orientation
Orientation

Number of points Number of points

Fig. 5.8: Example of two not correlated (left graphic) and strongly co rrelated (right
graphic) orientation pro les.

When the semi-local structure of contour segments is computed in the image
plane (concavity, convexity and straightness), the neighb orhood around each pro-
jected point is constructed by considering pixels around th is point with respect to
the virtual 2D silhouette. In the case of the pro le vectors, larger neighborhoods are
used to describe the structure (in terms of the local features) of a projected model
point. The use of larger pro le vectors implies that the desc ription level of contour
segments is extended from local features or semi-local structure to a feature struc-
tural description (see section 4.2).

In practice, contour points are sampled every s pixels from the projected model
point to the left and right directions as illustrated in gur e gure 5.9. The respective
local features of these sampled points are taken to construct the pro le vectors. This
allows to describe larger contour segments without increas ing the dimension of the
corresponding pro le vectors. Notice that larger pro le ve ctors would increase the
computation times of the correlation matrix. Thus, for an im age or projected model
point X;, its pro le vector of range nisdenedby o= fXi (ns); ;Xi; Xi (ns)0-

5.2.3 Correspondence Search Criteria based on Feature
Correlation

The rst possibility to use the feature correlation to nd co rrespondences is to com-
bine the Euclidean distance criterion with the correlation measure as an additional
structural constraint. Thus, for an image point x;"° 2 S4° with its corresponding

pro le vector 0], its corresponding silhouette point x?' = P(X;) 2 SIL? is found
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range for the structure computation range of the profile vector

A T

Fig. 5.9: Range of the neighborhood used for the computation of the sem i-local
structure (left) and to de ne the pro le vectors (right).

by the next criterion

d(x/"9; SILP) = min d(x{™; x5 (5.9)

if corr(o/™;0’") > thres;

where the vector of' denotes the pro le vector of the silhouette point x'.

As can be seen in the last equation, the corresponding point will be the closest
point whose correlation measure will be larger than a given t hreshold value. Sim-
ilar to the normal variants of the ICP algorithm, the main cor respondence search
criterion is the Euclidean distance. This variant is useful in pose estimation scenar-
ios where occlusions are present in the image. An example of this pose scenario is
shown in gure 5.10. Under these conditions, several image ¢ ontour segments have
more similar feature pro les than the model segments. Then, a model point may
have several possible correspondence candidates. Becausef that, it is necessary
to include the minimal distance criterion. The last implies that this variant may be
applied for scenarios under tracking assumption condition s until certain limits.

Fig. 5.10: Example of a contour model with occlusions (left) and the ext racted image
contour segments (middle). Correspondences by combining Euclidean
distance with the correlation constraint (right).

In the second variant, the Euclidean distance is replaced by the correlation mea-
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sure as follows

corr(0™; SIL®) = max corr(0!™; o) (5.10)
J=1; n
if Ci” (CyiCs) =1;

where the constraints C;; C, and C; are the structural constraints de ned in section
4.5.1. According to that, two image and silhouette points fo rm a correspondence
pair if the correlation of their respective pro le vectors i s maximum. Additionally,
it is possible to combine the structural constraints (phase -transition index, straight-
ness, concavity and convexity) with the correspondence measure. Similar to the
case of the structural ICP variant, the addition of these ext ra features will increase
the probability to nd better conditioned correspondence s ets.

In the next examples, all correspondence search criteria (minimal distance, struc-
tural and correlation) were compared. Additionally, the co rrespondences with the
feature invariant ICP algorithm, see [100], are obtained. Each variant was initially
applied to projected 3D contours as shown in gure 5.11. Itis evident that the com-
puted correspondences with the minimal distance and the fea ture invariant criteria
are bad conditioned. The feature invariant ICP algorithm us es the combination of
Euclidean distance plus feature distance d = dz + d }+ d 2. In this case, the feature
distances d! and d? are de ned by the Euclidean distance measure of vectors con-
taining local curvature and invariant moments respectivel y. Since these features are
not invariant under perspective projection, the obtained ¢ orrespondences are still
bad conditioned.

Better correspondences are found with the structural varia nt. Despite of that,
some correspondences are still bad conditioned. The best carespondences are found
with the correlation criterion. A similar comparison was do ne to nd correspon-
dences between the projected surface model and the image cortour of gure 5.12.
The top row shows the correspondences with the minimal dista nce and feature in-
variant criteria. The correspondences found with the struc tural and correlation cri-
teria are shown in the bottom row of the gure. As can be seen in the pictures, the
best correspondences are found with the correlation varian t.

An important parameter in the de nition of the orientation p  ro le vectors is the
range of the neighborhood around each contour point. The cor rect choice of this
parameter will have a direct effect on the quality of the comp uted correspondences.
Since the image contour was arti cially generated for these examples, the exact cor-
respondences between the projected silhouette points s and image contour points
pi are known. As shown in gure 5.13, a vector containing the pos itions of the

is de ned. Finally, the error in the correspondence set is de ned by the Euclidean
distance of these vectors

E(Pini ; Pena) = KPini  Penak’: (5.11)
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it

7 "’if/

Fig. 5.11:Upper row: correspondences with the Euclidean distance cri terion (left)
and with the invariant features variant (right). Lower row:  correspon-

dences with the structural (left) and correlation (right) ¢ orrespondence
search variants.

Fig. 5.12: Correspondences of a surface model and an arti cially gener ated image
contour. Upper row: correspondences with the minimal dista nce (middle)

and invariant feature criteria (right). Lower row: corresp ondences with
the structural (left) and correlation variants (right).

The left graphic of gure 5.13 shows the error of the correspo ndence computa-
tion when the range of the neighborhood was varied from 0 to 40 points. It can be
clearly seen that the error is considerably reduced for rang e values larger than 20
pixels. In the next experiment, different levels of gaussia n noise were added to the
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contour points coordinates. The correspondences were computed with pro le vec-
tors of ranges 20 and 30 points respectively. The result of this experiment is shown
in the right graphic of gure 5.13. Larger variations of the e rror are obtained for
smaller range values. Although larger range values would in crease the robustness
against noise, the computation time of the correspondence would be also increased.
From the results of both experiments, it can be concluded that the optimal range
values to de ne the pro le vectors are between 20 and 30 point s.
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Fig. 5.13: Construction of the vectors for the computation of the corre spondence
error (upper gure), correspondence error for range values from O to 40
points (lower left gure) and correspondence error in the pr esence of
Gaussian noise (lower right gure).

5.2.4 Silhouette-based Correlation ICP Algorithm

Once that the feature computation with respect to the virtua | silhouette and the
correlation search criterion have been described, the correlation ICP algorithm is
summarized for the 3D-2D point-line and projective point-p oint minimization con-

straints of section 2.5.3. Similar to the silhouette-based ICP algorithm presented in
section 5.1.2, the setdV P = f X, g, and S = fx;g",; containing surface and im-
age detected points are de ned as input of the algorithm. The local features of the
image points are computed and the set containing their respe ctive pro le vectors
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Vimg = 1‘0}mg g, is de ned. If the point-line minimization constraintis use d, the set
containing the reconstructed optical rays L; from every image point is de ned by
S%P = fL,g",. Forj =1 to n iterations the following steps are repeated:

Silhouette-based Correlation ICP Algorithm

1. Extract the 3D silhouette SIL3® 2 M 3P and the virtual silhouette SIL?P.

2. Compute the local features of the projected silhouette points P(X;) with re-
spect to SIL?® and de ne the set of pro le vectors Vg = foS'gL; .

3. For every image point x; 2 S?° with pro le vector 0™ 2 V4, nd its corre-
sponding projected silhouette point P (X;) with the search criterion

corr(0™; Vg;) = max corr(0;0™") ;
J=1; In

and de ne the correspondence setsfL;; X;g; or fx;; X0, .

4. With the de ned correspondence sets, nd the pose paramet ers M with the
2D-3D minimization constraint

0= M X, M L,
or with the projective pose minimization constraint

0= Xj P (MX_|M)

5. Actualize the position of the surface model points M 3P with the computed
pose parametersM .

6. Compute the average error err = d(S?°;SIL?P) between image points and
silhouette points. If err < thres, exit; else goto 1.

5.3 Pre-Alignment of 3D Surfaces

Pre-alignment approaches are commonly used in the context of 3D surface registra-
tion problems. Sensor information is matched to a model obje ct by applying variants
of the classical ICP algorithm in most of the cases. If the distance between sensor
and model data is too large, the ICP algorithm can not be appli ed anymore. In this
case, the problem is divided in two steps. First, a rough appr oximation of the pose
is computed by aligning model and sensor data in 3D space. Once that model and
sensor data are aligned, the classical ICP algorithm can be gplied to nd the exact
pose. The last implies that a pre-alignment step is used to gain tracking assump-
tion conditions in order to ensure the computation of the rea | pose by applying the
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ICP algorithm. In practice, the computation of the pre-alig nment and the exact pose
imply the estimation of two rigid body motions by two minimiz ~ ation processes.

When a pre-alignment approach is needed, global features of model and sensor
data are used. In general, the global orientation and positi on of a set of 3D points
are de ned by its major and minor distribution axes and their  respective centers of
mass, see [20]. For speci ¢ pose estimation scenarios, thiming algorithms in 3D are
applied to sensor and model points in order to reduce them to a 3D skeleton, see
[78]. The sets of arms and joints de ning the skeleton are used to nd the needed
correspondences to compute the rough pose.

In this section, the pre-alignment problem for the monocula r pose estimation
is introduced. According to the correspondence search strategies and pose estima-
tion constraints de ned in this and the last chapters, a vari ation of the classical pre-
alignment approaches is introduced for the monocular pose e stimation of surface
models.

5.3.1 Pre-alignment for the Monocular Pose Estimation

Classical pre-alignment approaches are in general proposed for pose scenarios where
model and sensor data are de ned in 3D space. For the monocular pose estimation

problem, some considerations must be done to apply these approaches. Let us re-
member that 3D-2D and projective pose minimization constra ints are available. On
the other hand, the correspondence search problem for contour and surface models
can be solved in 3D space or in the image plane. Similarly, nd ing correspondences
to perform the pre-alignment can be done either in 3D space or in the image plane.

The rst variant is shown in gure 5.14. In this case, it is ass umed that the major
and minor distribution axes of the model in 3D space are known . Similarly, the main
orientation axes of the detected image contour are obtained. Then, a planeP, is re-
constructed from the image major axis as it is shown in the gu re. The rough pose
is computed by aligning the model major axis to its correspon ding reconstructed
plane. Correspondence pairs are formed between points lyin g along the main axis
of the model and the plane P.,. With this set, a 3D point-plane minimization con-
straint can be applied to compute the rough pose, see [87]. If only the major axis is
aligned, the pre-alignment is computed with certain uncert ainty. Let us remember
that normal pre-alignment approaches align three distribu tion axes in 3D. Never-
theless, this is not possible for the monocular pose estimation problem since only
two axes are obtained from the image plane. If the minor axis o f the image contour
is also considered to reconstruct a second plane, a better aignment is obtained.

The pre-alignment can be also done in the image plane. The main idea is shown
in gure 5.15. Once that the 3D silhouette of the surface is pr ojected onto the image
plane, its main axes are obtained. Similar to the pre-alignment in 3D space, the
rough pose is computed by the alignment of the image and silho uette main axes. In
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actual model
position

’/ I = aligned model

initial model position

Fig. 5.14: Alignment in 3D space. The model is aligned to a plane which is recon-
structed from the image.

this case, 2D point-point correspondences are de ned with p oints along both axes.
Finally, the rough pose is computed by the projective pose estimation constraints.

actual model
position

J) aligned model

Fig. 5.15: Alignment in the image plane. The model is projected onto the image
plane, where a 2D alignment is performed.

initial model position

In both cases, the pre-alignment is done with respect to proj ected or extracted
data from the image plane. In consequence, the computed motor M, = exp 5L
describing the rough pose is formed by rotation and translat ion with respect to the
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image plane. As can be seen in gure 5.16, the rotation axis of the motor L is per-
pendicular to the image plane. On the other hand, the transla tional component of
the motor is parallel to the image plane.

L [cl .
= g
/TN L L
rotation axis
g translation \K\

vector

Fig. 5.16:Rotation axis and translation vector of the computed rough p ose with re-
spect to the image plane (left) and different positions of th e camera with
respect to the 3D surface model (right).

When the surface model moves parallel to the image plane, the result of the
alignment with respect to the image may be better conditione d. To clarify that, let
us suppose that the surface moves within a plane P as shown in the right picture of
gure 5.16. At the camera position C;, the computed rough pose results in a rigid
body motion around the rotation axis L, which is perpendicular to image plane and
to the plane P. At this position, the rough pose corresponds to the real mov ement
of the surface model as long as the model is within the view ran ge of the camera. At
the position C,, the model is aligned by a rotation around the axis L,. This rotation
aligns the main axes of the model with the main axes of the imag e contour. Never-
theless, it rotates the surface model outside of the plane P. Therefore, the computed
alignment does not correspond to the real movement of the sur face anymore.

Let us remember that it is only possible to reconstruct plane s from the image or to
project the silhouette onto the image plane. Both cases imply that the pre-alignment
is done with respect to only two orientation axes. Therefore , the pre-alignment for
the monocular pose estimation is performed with larger unce rtainty than the pre-
alignment in 3D space.

5.4 Feature Alignment in the Image Plane

As it was already mentioned in the last section, the pose estimation problem is di-
vided in two steps for larger model displacements. In both st eps, correspondences
must be determined by a given strategy. Similarly, differen t pose minimization con-
straints must be applied for each step. Then, the pose estimaion algorithm must
switch between the pre-alignment and the ne pose estimatio n. Although this may
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not directly imply a loss of quality of the computed pose, it i s desirable to use
only one pose estimation constraint. In this section, a strategy to simplify the pre-
alignment computation is presented. In a rstinstance, the pre-alignment algorithm
is reduced to one single iteration by constructing exact cor respondences from pro-
jected silhouette points. This is done by considering the gl obal position and orienta-
tion of contours in the image plane derived from the extracte d distribution axes, see
section 3.3.4. Finally, the correlation correspondence search criterion is combined
with this global orientation in order to simplify the pre-al ignment problem to a 2D
feature alignment.

5.4.1 Exact Correspondences for Pre-alignment

For projected silhouette points M 2° and image points S?°, the following global
features are obtained

Gsil — sil : msil (5_12)
Gimg — img : mimg : (5.13)

with the global orientation angles of the projected silhoue tte and the image contour
denoted as ' and ™9 respectively. The global positions are de ned by the respec -
tive centers of massms' and m'™9. With this set of global features, the angle is
de ned as the difference of the projected silhouette and ima ge contour orientations.
On the other hand, the translation vector t, is de ned with the respective centers of

mass.

The rst step in order to simplify the pre-alignment computa tion is to reduce
the number of iterations needed to compute the rough pose. As it was discussed in
section 4.1.1, only one iteration is needed to compute the pose if an exact correspon-
dence set is available. To achieve that, the projected silhaliette points are simply
rotated with respect to the image plane by the angle and translated by the vector
t,. This is done for all projected points x; 2 M 2P as

X0 = T(; tox; (5.14)

where the transformation T(; t;) is de ned by a homogeneous matrix represent-
ing a combined rotation and translation in the image plane. A s shown in gure
5.17, the correspondence set is directly formed with the poi nts f x; ; x%g in the image
plane. Then, the rough pose can be computed with one of the pose minimization
constraints described in the last chapters.

Some examples of the pre-alignment with exact correspondences are presented
in gure 5.18. The left column shows the initial position of t he projected surface
model and the detected image contour. The pictures also show the extracted main
orientation axes. As can be seen in the middle column, each sihouette point is
rotated and translated to de ne the exact correspondences. The computed rough
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Fig. 5.17:Exact correspondence set for a projected surface model.

Fig. 5.18:Left column: initial position of the surface model with resp ect to the de-
tected image contour. Middle column: sets of exact correspondences.
Right column: computed rough pose.

pose is shown in the right column. It turned out that the rough pose computed
with exact correspondences is practically the same as the pase computed by the
alignment of the main axes with the approaches described in s ection 5.3. There is no
signi cant difference between these variants for the prese nted examples. Despite of
that, the pre-alignment computation has been reduced to onl y one iteration.
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5.4.2 Local Orientation Alignment

The idea of the 2D orientation alignment is similar to that of the procedure described
in the last section. This can be seenin gure 5.19, where the dotted object represents
the projected surface model and the solid object is the detected contour in the image.
Once that the corresponding main axes are computed, the 2D transformation matrix
of equation (5.14) is de ned with the global positions and or ientations fmm; modg
and fm™m9; MIg |nstead of using an exact set of correspondences, the projeted
silhouette points x; are aligned (rotated and translated in 2D) by the matrix T(; t;).
With the aligned points x?, the local orientation is computed and a set of aligned
orientation pro le vectors ©°' is de ned. Finally, the correlation criterion of equation
(5.10) is applied with the aligned pro le vectors as

corr(0™; SIL®) = max corr(0™; o) : (5.15)
J=1; n

~Zle Hre v [
local feature
calculation

correlation
based ICP

Fig. 5.19:2D feature alignment based on the difference of global orien tation angles
and position in the image plane.

A comparison of the computed correspondences with the simpl e correlation cri-
terion and with the feature alignment is shown in the top row o f gure 5.20. The
effect of the alignment in the orientation pro les can be see nin gure 5.21. In the
graphic of the left, the superposition of silhouette and ima ge orientation pro les is
shown. If only the correlation criterion is applied, the com puted correspondences
are bad conditioned and in some cases are completely wrong. When the projected
silhouette points are aligned, the orientation pro les are globally more similar (see
right graphic of gure 5.21). Therefore, a better condition ed correspondence set is
obtained. Finally, the computed rough poses with exact corr espondences and with
the feature alignment are shown in the lower row of gure 5.20 . It can be clearly
seen that a better rough pose is obtained with the orientatio n alignment.

In contrast to the classical pre-alignment approaches, the rotation and transla-
tion components of the transformation matrix T(; t,) are directly computed from
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e

Fig. 5.20: Examples of correspondences between an object model and an mage con-
tour. Upper row: initial position of the surface model and im age con-
tour (left), correspondences with the simple correlation c riterion (middle)
and correspondences with aligned orientation pro les (rig ht). Lower row:
alignment results with exact correspondences (middle) and with aligned

orientation pro les (right).
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Fig. 5.21:Orientation pro les of two corresponding points with simpl
(left) and with aligned orientation pro les (right).

the global orientation and position differences. In this ap proach, the pre-alignment
is done only for the rst iteration of the correlation ICP alg orithm. Then, there is
no need to switch to a different pose estimation constraint a s done by the classical
pre-alignment variants described in section 5.3. Conceptually, this approach can be
considered as a combination of local and global features to solve the correspondence

search problem.
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5.5 Summary

In this chapter, the correlation based ICP algorithm was pre sented for the pose es-
timation of free-form surfaces. Instead of using the comple te surface model, only
the extracted 3D silhouette is considered. As a consequence the pose estimation of
free-form surfaces is reduced to the pose estimation of free-form contours for each
iteration of the algorithm. A virtual 2D silhouette is gener ated for the visualiza-
tion of the surface in the image plane and it is used for the sil houette extraction
process. Since the global and local features are computed wih respect to this vir-
tual silhouette, it is possible to apply the structural and ¢ orrelation ICP algorithms
for non-planar free-form 3D contours and consequently for f ree-form surfaces. The
minimal Euclidean distance search criterion of the classical variants of the ICP algo-
rithm has been replaced with a feature correlation measure. A direct consequence
of the use of the feature correlation is that better correspondence sets are obtained.
Therefore, a better pose is computed in comparison to the normal ICP algorithm.

For cases where the tracking assumption is not considered, the pre-alignment
problem for the monocular pose estimation was discussed. Gl obal position and ori-
entation features of projected silhouette and detected image contours were com-
bined with local orientation information to simplify the pr e-alignment step. To
achieve that, a direct 2D feature alignment is done for the r st iteration of the cor-
relation ICP algorithm. This has the advantage that better c orrespondence sets are
obtained also in the cases where a pre-alignment step is needed. In contrast to the
classical pre-alignment approaches, no extra pose estimaton algorithm is needed to
compute the pre-alignment.
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Chapter 6

EXPERIMENTS

So far the local model representations for 3D free-form contours and surfaces have
been discussed. The global and local feature extraction procedures were introduced

and nally, the proposed variants of the ICP algorithm were p  resented. In this chap-
ter, several experiments to analyze the main properties of t he pose estimation algo-
rithms in a monocular pose estimation scenario are presented. Initially, the exper-

imental setup used to generate a ground truth pose and arti ¢ ial images for the
different tests is presented. Then, the structural and corr elation ICP algorithms are

compared with the classical ICP algorithm. The behavior of t he pose estimation al-
gorithms during the iterative process and their robustness are analyzed for image
sequences of different contour and surface models. An experiment of a pose sce-
nario is presented where the camera is mounted on a robot arm. In this case, the
purpose is to recover the position of the camera as it moves around the object. In a
further experiment, the 2D pre-alignment approach is compa red with the classical
pre-alignment approaches for cases where the tracking assumption is not consid-

ered. Finally, examples of the application of the proposed a Igorithms to sequences
of real images are presented.

6.1 Experimental Setup to Generate Arti cial Images

In order to perform an analysis and a suitable comparison of t he behavior of the
proposed ICP algorithms, a ground truth pose must be generat ed. If the object and
camera models are known, a synthetic image of the object in any desired position
and environment can be created. Since only contour-based features are needed for
the proposed variants of the ICP algorithm, the generation o f an image where con-
tour information can be extracted will be suf cient to perfo  rm representative exper-
iments. Several contour and surface models with different ¢ haracteristics and sizes
have been used for the experiments as shown in gure 6.1. Mode Is relatively rich
in structure are used. For example, the cactus and planar puzzle models consist of
several concave, convex and straight segments. On the otherhand, contour mod-
els with less structure are also considered, e.g. the mouse nodel. The triangle and
house models are de ned by a single surface, while the power s ocket, motor part
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and 3D puzzle models are de ned by several surfaces.

The idea of generating a ground truth pose in 3D can be seenin gure 6.1. Once
that the main distribution axes are extracted from the diffe rent contour and surface
models, twist rotations are de ned around each axis as well a s translations along
them. Then, the ground truth pose is de ned as a combination o f twist rotations
and it is applied to the model. At this actual position, the mo del is projected onto
the image plane to generate arti cial images as shown in gur e 6.2. Notice that
these images allow to apply the monogenic scale space approaches described in
section 4.3.1 in order to extract local image features. Thewefore, it is possible to apply
the structural or correlation ICP algorithms with these art i cially generated images.
Finally, the computed pose is compared with the ground truth  for each iteration and
at the end of the pose estimation algorithm. This allows to an alyze the convergence
behavior and the quality of the nal pose.

Fig. 6.1: Upper row: examples of contour models (cactus, puzzle and mo use). Mid-
dle row: examples of surface models (triangle, motor part, p ower socket,
house and 3D puzzle). Lower row: setup for the experiments to generate
the ground truth poses (rotation plus rotation).

6.2 Comparisons With the Classical ICP Algorithm

In this section, the experimental results regarding conver gence behavior and robust-
ness against the tracking assumption are presented. In a rstinstance, the computa-
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Fig. 6.2: Examples of arti cially generated images of a contour model (left image)
and a surface (right image) model.

tion of the pose is analyzed for bad-conditioned correspond ence sets when different
pose estimation constraints are used. The structural ICP variant was compared with
the classical ICP algorithm for the case of 3D free-form contour models. Similarly,
the convergence and robustness of the correlation ICP algorithm are analyzed for
the case of 3D surface models. Finally, experiments showing the robustness of these
algorithms in the presence of noise and missing contours are presented.

6.2.1 Pose under Bad-conditioned Correspondences

This rst experiment shows the behavior of the different pos e estimation constraints
introduced in the last chapters for the case of bad-conditio ned correspondences. The
two principal pose estimation algorithms described in sect ion 2.5.3 were compared:
the 2D-3D [93] (minimization in 3D space) and projective con straints [4] (minimiza-
tion in the image plane). Additionally, the pose estimation algorithm called "or-
thogonal iteration” algorithm [71] was considered. Instea d of the gradient decent
methods used by the other variants, this algorithm performs a minimization in 3D
space based on a singular value decomposition (SVD). The setip of this experiment
is shown in gure 6.3. Initially, the pose was computed with a set of exact corre-
spondences. Then, random false correspondences were addedo the set as can be
seen in the top row of gure 6.3. The pose was computed with the different pose
constraints without searching the correct correspondences during the iterations.

The graphics show that the error of the pose increases as morebad-conditioned
correspondences are added to the set. According to the graphics, the orthogonal
iteration algorithm is more sensitive to bad correspondenc es in comparison with
the other algorithms. On the other hand, the 2D-3D and projec tive constraints are
less sensitive to bad correspondences. In both graphics, the absolute error of the
projective constraint is smaller than the error computed wi th the 2D-3D variant.
These results show that the minimization in the image plane i s more robust against
bad-conditioned correspondences than the other variants.
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Fig. 6.3: Upper gures: examples of the generated bad-conditioned co rrespon-
dences of the cactus model. Lower gures: comparison of the c omputed
pose for the different pose estimation algorithms for the ca ctus (left) and
puzzle (right) models.

As discussed in section 2.5.4, the motorM 2 G,.; expressing the rigid body mo-
tion is approximated by its Taylor series power expansion in order to de ne linear
equations with respect to the motor parameters. According t o that, a linear system
of equations of the form Ax = y is obtained, where the vector x contains the pose
parameters. In the case of the 2D-3D pose constraint, the pog parameters are found
by minimizing a 3D point-line error measure. Accordingtoth e linearized equations,
see [87], the dimension of the matrix A increases in three additional rows for every
correspondence pair. For the projective variant, a 2D point -point error measure in
the image plane is used. Therefore, the dimension of A increases only two rows
for every correspondence pair, see [4]. With the same number of correspondences,
the dimension of the linear system derived with the 2D-3D con straint is larger than
the one of the projective constraint. Numerical solutions o f linear systems based
on standard approaches of like Householder or QR decomposit ion methods [47] are
able to solve systems of higher dimensions in a proper and stable way. Despite of
that, these approaches are more sensitive to numerical errars as the dimension of
the system increases.

Let us remember that the algorithm converges to a local minim um in the pres-
ence of bad-conditioned correspondences. As the linear sydem is de ned, each
bad-conditioned correspondence implies that bad-conditi oned rows are also added
to the matrix A and to the vector y. For the same number of bad-conditioned corre-



6.2. Comparisons With the Classical ICP Algorithm 129

spondences, a reduced number of bad-conditioned rows are added to A in the case
of the projective constraint (two instead of three for the 2D -3D constraint). In conse-
guence, the uncertainty in the pose computation is smaller w ith the projective pose
estimation constraints.

6.2.2 Convergence Behavior

In the sequence of images of gure 6.4, the convergence behavor of the classical ICP
algorithm is compared with the structural variant. Each ima ge shows the result-
ing pose and the correspondence pairs (denoted by the lines) for certain iterations.
The normal variants of the ICP algorithm consider only the Eu clidean distance as
correspondence search criterion. Thus, many bad-conditioned correspondences are
found in the rst iterations and therefore the convergence i s slower. In some cases,
the algorithm does not converge at all. The structural varia nt also considers semi-
local features (concavity, convexity and phase-transitio n index) as extra correspon-
dence search criteria, see section 4.5.1. Although some baetorrespondences are also
found in the rst iterations, the use of the structural const raints increases the prob-
ability to nd better conditioned correspondences duringt he iterations. Therefore,
the convergence rate of the algorithm is increased in every iteration.

Fig. 6.4: Convergence sequence for normal ( rst and third rows) and st ructural (sec-
ond and fourth rows) ICP variants applied to the cactus model .

The same comparison was made for the case of surface models. h the sequences
of gure 6.5, an example of the convergence is presented when the displacement of
the model and image data is not large. In this case, the initia | position of the model
is denoted by the gray surface and the ground truth by the dark surface. As can
be seen in the example, the normal ICP algorithm does not converges to the correct
pose. On the other hand, the structural ICP algorithm conver ges to the correct pose.
The same behavior can be observed for the 3D puzzle model, although it has a more
complex structure than the power socket model. For the presented examples, the
ICP algorithm does not converge even if the pose is computed f or a larger number
of iterations. It can be considered that the tracking assump tion is not met for these
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examples. Then, the structural ICP algorithm is more robust against the tracking
assumption than the normal ICP.

Fig. 6.5: Convergence sequence for normal (top row) and structural (b ottom row)
ICP variants applied to surface models.

A quantitative comparison of the convergence behavior can b e seen in gure
6.6. For these experiments, a rotation around the axis perpendicular to the planar
contour was de ned. Then, the ground truth pose was de ned by  a rotation around
this axis. The ground truth was de ned small enough to ensure that both variants
of the ICP algorithm converge to the real pose. Once that the correspondence sets
were found, the pose was computed with two different pose est imation algorithms:
the 2D-3D [93] and projective [4] ones.

The graphics show the absolute error of the computed pose for every iteration
when the correspondence search directions de ned in sectio n 4.5.3 are used: model
to image, image to model and combined search. The error was measured by com-
puting the average Euclidean distance in 3D between the model points at the ground
truth position and the model position for every iteration. T he graphics of the left
column show the results for the 2D-3D minimization approach , while the results
for the projective algorithm are shown in the right column. A s expected from the
experiments of the last section, the computed pose errors are in general smaller for
the projective algorithm. The structural ICP algorithm imp roves the convergence
behavior of the algorithms. Less iterations are needed for t he algorithm to converge
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Fig. 6.6: Comparison of the convergence behavior for the 2D-3D algori thm (left col-
umn) and for the projective algorithm (right column).

to the real pose than the classical ICP variant. As can be seenin the graphics, the
convergence during the iterations differs depending on the correspondence search
direction (model to picture or vice versa). For a given direc tion, the correspondence
search may be better or worse conditioned. The graphics of the lower row show the
comparison when the search direction is switched for every i teration.

An interesting effect can be seen in the example of combined search directions
for the 2D-3D algorithm. For the third iteration, the corres pondence search is bad-
conditioned and therefore the pose error increases with respect to the previous iter-
ation. In the next iteration, the search direction is change d. Better conditioned cor-
respondences are found and the error decreases. If the searh direction is switched,
a better convergence behavior can be achieved for both ICP vaiants and both pose
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estimation algorithms. Nevertheless, the structural ICP v ariant still shows a better
performance.

In the next experiment, the convergence behavior of the correlation ICP algo-
rithm was compared against the classical and structural var iants for the case of sur-
face models. It was already shown that the projective algori thm delivers a better
pose than the other variants. Then, only this variant is cons idered for this exper-
iment. At the initial position of the surface model, its main orientation axes were
extracted in 3D. Each one de nes the rotation axes , and as can be seen in
gure 6.1. The model was rotated by 30 degrees around the axis to generate
the ground truth pose. In this new position, the correspondi ng arti cial image was
generated and the pose was computed with the three variants o f the ICP algorithm.
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Fig. 6.7: Convergence behavior comparison for the power socket (left) and motor
part (right) models.

The graphics of gure 6.7 show a comparison of the convergenc e behavior for
the motor and power socket models. Because of the rotation around the different
axes, the local structure of the 2D silhouette changes with respect to the initial posi-
tion. For this example, the normal ICP algorithm was not able to converge anymore
to the ground truth pose as can be seen in the graphics. In contrast to that, the struc-
tural ICP algorithm allows to recover the correct pose. Then , the extra structural in-
formation provide enough well-conditioned correspondenc es during the iterations
to overcome the change of the silhouette caused by the rotation. By considering
the semi-local structure (concavity, convexity and phase- transition index), the cor-
respondences are in general well-conditioned but not very p recise. However, the
algorithm needs more iterations depending on the amount of t he rotation (around
15 for these examples). On the other hand, the number of iterations needed to con-
verge to the ground truth pose is signi catively reduced wit h the correlation ICP
algorithm (around 7 iterations). If the orientation prole s of contour segments are
considered, better correspondences are found during all it erations and the algorithm
converges faster than the structural ICP variant.
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6.2.3 Tracking Assumption

The next experiments were made to test the robustness of the new ICP algorithms

against the tracking assumption. Different tests have been done to compare the con-
vergence ranges of the algorithms. That mens, the amount of rotations and trans-
lations with respect to the initial position within which th e algorithms are able to
converge to the ground truth pose. In a rst instance, the cas e of pure translations
was tested. As can be seen in gure 6.1, the contour model was translated to all di-

rections in the plane where it is de ned. For every position, the absolute pose error
of the classical and structural ICP algorithms was compared . Similar to the conver-
gence experiments, the projective and 2D-3D pose estimation algorithms were used.
The comparison results for the puzzle model are shown in the g raphics of gure 6.8.

Analog to the experimental results of the convergence case, the structural ICP algo-
rithm allows larger translations in both x and y directions. This can be observed for
both pose minimization algorithms. Furthermore, the robus tness is signi catively

improved with the combination of the structural ICP algorit hm and the projective
pose estimation.

An interesting effect can be seen in the graphic corresponding to the translation
along the x direction with the projective algorithm. In general, the st ructural ICP
algorithm allows a larger translation range (up to 40 mm agai nst 12 mm with the
classical ICP). There is an uncertainty region from 40 mm to 74 mm within which
the error of the structural variant is still signi catively  reduced. Despite of that,
the algorithm does not converges to the correct pose. After 74 mm, the algorithm
tends to converge again. For this region, the semi-local structure is not enough to
generate well-conditioned correspondences and to compute the correct pose. Let us
notice that only one search direction was used for this exper iment. One possibility
to avoid such uncertainty regions is to switch the search dir ection in case that the
error increases during the iterations.

The 2D graphics of gure 6.9 show the convergence regions of t he structural ICP
algorithm when translations in all directions are applied. This graphics show that
the convergence region of the algorithm depends on the symmetry of the objects
and on their complexity in terms of their semi-local structu re. For the cactus model,
the algorithm is more sensitive to translations in the y direction. This corresponds to
translations in the major axis direction (see gure 6.1), wh ile relatively large trans-
lations are allowed in the x direction (minor axis direction). The same effect can be
seen for the puzzle model. Since both models are larger in their major axis direc-
tions, more segments with the same local structure can be found along them. Model
and image points are initially perfectly aligned. Therefor e, the algorithm nds al-
most perfect correspondences for smaller translations. As the model moves along
the major axis, the pose error tends to increase. This uncertinty is smaller along
the minor axis, since there are less points with the same semi-local structure in this
direction. Thus, the convergence region is larger.
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Fig. 6.8: Comparison of the robustness against translations for the contour case with
the 2D-3D (upper graphics) and projective algorithms (bott om graphics).

The puzzle and cactus models are complex objects with enough structure to deal
with relatively large translations. In contrast with these contour models, many seg-
ments of the mouse model have the same local structure. The efect on the con-
vergence region can be seen in the bottom graphic of gure 6.9. Many correspon-
dence pairs found with the structural ICP algorithm are simi lar to the correspon-
dences found with the normal ICP algorithm. Therefore, the r egion of convergence
is smaller and more irregular than the one of the other contou r objects. Conse-
guently, the error increases considerably for large transl| ations.

In order to test the robustness against rotations, the groun d truth pose was gener-
ated by rotating the contour model from zero to 50 degrees aro und its z axis, which
is the perpendicular axis to the plane in which the contour is de ned. As can be
seen in gure 6.10, the pose error with the structural ICP alg orithm is minimal for
rotations up to 30 degrees for the 2D-3D algorithm and up to 40 degrees for the pro-
jective one. The convergence regions of the classical ICP aorithm are smaller in
both cases. This shows that the structural ICP variant allow s larger model rotations
than the normal ICP.

The last experiment was made to compare the robustness of the correlation ICP
algorithm with the other variants for surface models. Inthi s experiments, the power
socket model was used. If the surface model is translated along the different axes,
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Fig. 6.9: Pose error for the translation case for the cactus model (top left), for the
puzzle model (top right) and for the mouse model (bottom).
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Fig. 6.10: Comparison of the robustness against rotations for the contour case with
the 2D-3D (left) and projective (right) algorithms.

its 2D silhouette does not changes signi catively with resp ect to the image plane.
Thus, similar results as the ones obtained for the contour case can be obtained. As
it was already mentioned in the last chapter, the structure i s computed with respect
to the 2D silhouette of the surface model. In the case of a rotation, the 2D silhouette
and its corresponding structure change with respect to the i mage plane. Because of
that, it is interesting to analyze the ranges (maximal rotat ion ranges) within which
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the algorithms are able to converge to the ground truth pose. Thus, only the rotation
case is considered for these experiments.
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Fig. 6.11: Setup for the experiment for the 3D surface case with the correlation based
ICP algorithm (upper left). Convergence ranges for rotatio ns around the
(upper right),  (bottom left) and  (bottom right) axes.

Figure 6.11 shows the comparison of the convergence ranges ér the power socket
model when the classical, structural and correlation ICP al gorithms are applied. Ro-
tations from 60to 60degrees around the and axes were applied to the model
to generate the ground truth. The rotation range around the  axis goes from 50to
50degrees. In the case of rotations around and , the extracted silhouette changes
drastically with respect to the image plane as the angle incr eases. Therefore, the re-
gion where the algorithms converge is smaller. The axis is oriented in direction to
the image plane (not exactly perpendicular). Rotations per formed around this axis
does not cause larger changes in the model silhouette and therefore, the convergence
region is larger than the other cases.

In general, the classical variant of the ICP algorithm conve rges for relatively
small rotations around all axes. These results show that the use of the classical ICP
algorithm implies a strong dependence to the tracking assum ption in the case of
free-form surfaces. Similar to the results of the 3D contour experiments, the struc-
tural ICP variant shows larger convergence ranges for all cases. An even better per-
formance is achieved with the correlation ICP algorithm. In some cases, the ranges
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are signi catively increased as can be seen in the graphic corresponding to the ro-
tation around the  axis. Although the power socket model is symmetric with re-
spect to its major distribution axis, its projected 2D silho uette is not symmetric in
the image plane. Because of that, the convergence regions inthe graphics are not
symmetric for positive and negative rotation angles.

6.3 Pose with Noisy and Missing Contours

The next experiments show the behavior of the different ICP a Igorithms in the pres-
ence of noisy contours and in the case where incomplete contours are considered.
In order to have a better comparison, the rigid body motion us ed to generate the
ground truth ensures the convergence of all the variants of t he ICP algorithm. As
described in section 5.2.2, a range value of 30 pixels was usé to compute the semi-
local features of image contours and projected silhouettes for this experiment. The
same number of points are used to de ne the pro le vectors wit h a sampling step
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Fig. 6.12: Upper row: power socket model and image contours with differ ent levels
of noise (fromrighttoleft =1, =4 and =7 respectively). Lowerrow:
comparison of the computed pose with noisy contours for the n ormal,
structural and correlation ICP variants.

Once that the image contours were extracted, Gaussian noisewas added as can
be seen in the examples of gure 6.12. Local and semi-local features were extracted
from the noisy contours. By adding Gaussian noise to the cont ours, the local struc-
ture is evidently distorted. As discussed in section 4.4.2, the robustness against noise
depends on the range of the neighborhood used to compute the f eatures around a



138 Chapter 6. Experiments

point. Larger contour segments allow to obtain more robust f eatures and better
correspondences. Therefore, the pose computation is more obust as shown in the
graphic of gure 6.12. The graphic shows that the correlatio n ICP variant is more
robust against noise than the classical and structural ICP variants. Since larger con-
tour segments are described by the pro le vectors, the pose can be computed with
larger levels of noise. In the case of the normal ICP algorith m, the error of the es-
timated pose does not show a larger variation when the level o f noise is increased.
The normal ICP algorithm nds the closest image point to ever y model point with-
out considering the structure. On the other hand, the Gaussi an noise distorts all
points in x and y directions. Thus, the algorithm always nds a corresponden ce
point (a distorted point) relatively close to the real corre spondence.

For some pose estimation scenarios, it is not always possible to use the com-
plete contour extracted from the image. For example, when pa rtial occlusions are
present in the image. In these cases, some segments of the detcted contour must
be eliminated as outliers. The next experiment was done to test the ability of the
ICP algorithms to compute a correct pose if incomplete conto urs are considered.
Once that the image contour was extracted, a segment of it was deleted. With the
remaining points, semi-local features and pro le vectors w ere extracted. The pose
was computed with the normal, structural and correlation IC P variants. The results
are shown in gure 6.13 for the power socket and motor part mod els. Similar to the
results of the experiment with noisy contours, the correct p ose can be still recovered
with the structural and correlation ICP algorithms for larg er missing segments.
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Fig. 6.13:Results of the missing contour experiment for the power sock et (left) and
motor part (right) models.

For points close to the begin and end sections of the partial contour, it is not pos-
sible to consider contour segments of the same length than segments in the middle
section of the contour. The semi-local features and pro le v ectors must be computed
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from smaller segments. Therefore, the features are less rolust in such sections. Be-
cause of that, the difference of the pose error between the stuctural and correlation
ICP algorithms is quite similar for this experiment.

6.4 Pose with a Robot Arm

In this section, an experiment is presented where the silhou ette-based pose estima-
tion algorithm was applied in the case that the camera in moun ted on a robot arm.
This experiment was made in order to include the silhouette- based pose estimation
algorithm in the nal demonstrator of the VISATEC project. T he VISATEC project
(Vision-based Integrated Systems Adaptive to Task and Envi ronment with Cogni-
tive abilities) was developed in collaboration with the Chr istian Albrechts Univer-
sity of Kiel (Germany), the University Linkdping (Sweden) and ISRA Vision System
AG (Germany) (see [103]). The aim of this project was to develop a system with
cognitive capabilities able to recognize objects by using visual information in an
optimal manner depending on the speci ¢ task and environmen t. Several new tech-
niques for feature extraction, object recognition and classi cation applications were
developed during the project. These new algorithms, as well as all the libraries for
the control of the robot and video cameras, were integrated i n the software infras-
tructure PACLIib [82] (Perception Action Libraries).

position of the camera

\ O, optical center
e

/|

N

I e
Y

Fig. 6.14:Scenario of the experiment for the nal demonstrator of the V ISATEC
project.

As can be seen in gure (6.14), the camera was mounted on the robot arm where
its initial position is known. Initially, the camera was ali gned with the world Z axis.
In this position, the camera was calibrated with respect to t he world coordinate
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system. All camera parameters were extracted from the calibration matrix (internal
plus external) including the coordinates of the projection center O, (see [45]). The
object was placed in the origin of the world coordinate syste m and a sequence of
images was acquired. Notice that the algorithm computes the pose of the object
with respect to the world coordinate system.

For this experiment, the camera was moved around the object w ith the trajectory
being on a half-sphere (with respect to the world coordinate system). That means,
the camera was initially rotated around the Y axis (pitch rot ation) from 0 to 30 de-
grees with a step of 5 degrees. Then, it was rotated around the Z axis (yaw rotation)
from 0O to 360 degrees with the same step width. In this particu lar case, the camera
moves in the space while the object remains static. In terms of the pose estima-
tion, getting the pose with respect to the camera or the world coordinate system is
an equivalent problem under some considerations. Let us notice that the camera
and end effector move simultaneously. Then, the position of the optical center also
moves describing the trajectory within the half-sphere.
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Fig. 6.15:Pose results for the test done with the motor part sequence. Comparison
of the computed pitch and jaw angles with the ground truth (le ft column)
and absolute errors for each frame (right column).

The external camera parameters give the orientation and position of the optical
center with respect to the world coordinate system. These parameters de ne a trans-
formation between the world coordinate system and the camer a coordinate system.
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As the pose is computed for each frame, the external parameters must be updated
according to that movement in order to get the new position of the optical center.
Finally, the rotation angles (pitch and yaw) are calculated by decomposing the up-
dated external parameters matrix in its pitch, roll and jaw ¢ omponents. In gure
(6.15), the comparison between the real camera movement andthe estimated pose
is shown. The graphics show the real and estimated angles (pitch and yaw respec-
tively) for every frame as well as the absolute error. For thi s experiment, the mean
errors of the pitch and jaw angles were 1.45 and 1.88 degrees espectively.

In the tested sequences, the camera was rotated by 5 degrees étween every
frame. This small rotation step ensures that also the normal ICP algorithm con-
verges to the real pose. However, this will restrict the move ments of the robot armin
a normal application. With the structural and correlation | CP variants, the robot arm
has a larger range of movements (see results of gure 6.7). The errors of the pitch
and jaw angles computed with the silhouette-based algorith m are larger in a range
from 0.6 to 1.3 degrees than the errors reported by the algorithms of the VISATEC
system. The experimental results obtained by the algorithm s of the VISATEC project
are the results of the combination of several approaches in a more complex system
with cognitive abilities. Our results show that the quality of the pose computation
is acceptable considering the conditions of the experiment, the size of the tested
objects and the fact that only contour feature information i s considered.

6.5 Pre-alignment Experiments

The experiment presented in this section shows the quality o f the alignment com-
putation when the correlation ICP algorithm is used to compu te a rough pose to get
tracking assumption conditions. In this case, the 2D featur e pre-alignment approach
proposed in section 5.4.2 has been compared with the standard pre-alignment algo-

rithm (see [20] and [78]) based on the PCA (Principal Component Analysis). These
approaches have been adapted for the monocular pose estimaton problem in order

make suitable comparisons. The set up for this experiment is shown in gure 6.16

for the motor part and power socket models. The model was init ially translated and

rotated from 0 to 50 degrees around the axis to generate the ground truth pose. As
can be seen in the left column of the gure, this rotation is to o large that even the
correlation ICP algorithm does not converge to the correct p ose.

As it was discussed in section 5.4.2, only one iteration is needed to compute the
rough pose with the 2D feature alignment. Thus, the computed pose after the rst
iteration of the correlation ICP algorithm is compared with  the pre-alignment based
on the principal component analysis. The middle column of g ure 6.16 shows the
result of the pre-alignment with the PCA approach, while the right column shows
the result with the correlation ICP algorithm. In contrast t o the alignment in 3D
space, only two principal axes can be extracted and aligned in the image plane.
This loss of information has the effect that, although the ma jor and minor axes are
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Fig. 6.16:Pre-alignment comparison of PCA and 2D feature alignment. | nitial po-
sition (left column), PCA pre-alignment result (middle col umn) and com-
puted pose after the rst iteration of the correlation ICP al gorithm (right

column).
Rotation (degree) Absolute error (mm) Major axis difference (degree)
PCA | CORR + 2D Align. PCA CORR + 2D Align.
0 14.9172 3.1682 10.2715 1.0845
10 15.8307 3.4555 10.9774 1.1382
20 17.0352 3.4002 11.6436 1.5795
30 18.6300 2.7695 11.8687 1.1854
40 20.5412 6.6615 11.6005 3.9551
50 22.6003 5.2424 11.2610 7.0052

Tab. 6.1:Error comparison for the pre-alignment step (motor part).

roughly aligned, the error in 3D is signi cantly larger. Ont he other hand, the com-
bination of the correlation ICP algorithm and the 2D feature alignment results in a
better computation of the pre-alignment. Tables 6.1 and 6.2 show the absolute error
and the difference angle of the major orientation axes in 3D f or the motor part and
power pocket models respectively.
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Rotation (degree) Absolute error (mm) Major axis difference (degree)
PCA | CORR + 2D Align. | PCA CORR + 2D Align.
0 12.4174 6.9135 4.0596 1.5261
10 13.8881 7.2764 2.7424 0.2738
20 14,5451 6.3372 7.0082 1.1097
30 17.0028 6.4017 8.0718 0.8097
40 21.8211 11.5085 3.8095 0.8627
50 26.6258 12.3943 4.2856 2.0066

Tab. 6.2:Error comparison for the pre-alignment step (power socket) .

6.6 Experiments on Real Images

In this section, examples of the computed pose with the propo sed ICP variants are
presented for real images. In a rst instance, experiments o n image sequences un-
der the tracking assumption are presented. The correlation ICP algorithm is used to
handle occlusions in the image. With a simple interpolation technique, the computa-
tion of the pose parameters can be improved in cases where more model point than
image points are available. Finally, the result of the pose computed with the struc-
tural and correlation ICP algorithms is presented for seque nces of different model
objects.

Different modules were implemented in the platform PACIib ( Perception and
Action Libraries, [82]) under C++ in a Linux based system wit h a 3 Ghz. Pentium
4 processor. Several object oriented libraries were develged to handle and visu-
alize 3D contours and surfaces in the image, for the image processing and feature
extraction. Similarly, libraries were written to nd corre spondences with the dif-
ferent search criteria presented in this work and to de ne th e pose minimization
constraints. For each image sequence, the camera was calitated with the pattern
shown in gure 6.17. Six reference points must be manually se lected by the user
in order to recover all the corner points of the pattern and to construct the 2D-3D
point correspondences needed for the calibration. The point P2 of the calibration
pattern de nes the origin of the world coordinate system. On ce that the camera is
calibrated, the initial position of the contour or surface m odel is de ned as shown in
the upper pictures of the gure. For image sequences where th e tracking assump-
tion is considered, the computed pose for one image is used as initial position for
the next image. As shown in the examples of gure 6.18, the mod el displacement
between each frame is small. Then, the classic ICP variant issuf cient in this cases
to compute the pose for the complete sequence.
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Fig. 6.17:Pattern used for the camera calibration and examples of the initial condi-
tions for the sequences (upper pictures). Computed pose for these exam-
ples (lower pictures).

Fig. 6.18:Classical sequences of pose estimation with free-form contours and sur-
faces.

6.6.1 Occlusion under Tracking Assumption

In this section, several experiments to test the pose estimaion of free-form contours
with general occlusions in the image are presented. An example of this pose sce-
nario is shown in the upper pictures of gure 6.20. The pictur es show the initial
position of the projected mouse model with respect to the rea | 3D mouse contour. It
is evident that the image contour can not be extracted as a closed contour for these
examples. The local structure of the extracted contour segments corresponds par-
tially to the real contour and to the additional occluding ob jects. The main dif culty
for this scenario is to decide which segments should be considered as part of the
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model and which ones eliminated as outliers. An example of th is scenario can be
seen in gure 6.19 for a syntectic image with an occluding obj ect. If the correspon-
dences are found with the normal ICP algorithm, the only poss ibility to eliminate
possible outliers is by considering the distance from model to image points. Point
pairs whose Euclidean distance is larger than a certain threshold value can be even-
tually eliminated. Nevertheless, the correct choice of the threshold may be in prac-
tice dif cult for these scenarios. A proper threshold can be selected in cases where
the model is nearly aligned to the image contour and the occlu sion appears for the
next sequences. For this experiment, the occlusion is preset since the beginning of
the sequence and the same initial position is considered for all the images.

Fig. 6.19: Syntectic generated image of the mouse model with an occludi ng object
(left). Correspondences with the minimal Euclidean distan ce criterion
(middle). Possible correspondences with the Euclidean distance plus cor-
relation criterion (right).

Due to the large number of possible contour segments in the im age, the corre-
spondences are found in directions from the projected model points to the image
points. The Euclidean distance combined with the feature co rrelation de ned in
section 5.2.3 was used as correspondence search criterion.Since it is not possible
to get the complete image contour, smaller segments are consdered to de ne the
pro le vectors. An example can be seen in the right image of g ure 6.19. As dis-
cussed in section 4.2, the description level of contours decaeases if smaller segments
are considered. In consequence, the correspondence searclis more dependent on
the tracking assumption.

The result of this experiment can be seen in gure 6.20. The initial position for
some images is shown in the upper row. Some examples of the detected image
segments can be seen in the pictures of the middle row. Only th e segments of similar
orientation pro les are considered to form correspondence pairs, while the non-
correlated contour segments are eliminated as outliers. For a given model point,
the closest image point with similar local structure (in ter ms of the local orientation
pro les) is selected as correspondence pair. Finally, the r esult of the pose estimation
is presented in the bottom row of gure 6.20. Despite of the am ount of occlusion
and the complexity of the occluded objects (e.g. the hand in t he right column), the
algorithm is able to nd the correct pose.
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Fig. 6.20: The top images show the initial pose, the middle row shows the detected
segments and the bottom row shows the pose results.
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Fig. 6.21: Absolute error in millimeters for the mouse model (left) and the cactus
model (right) while increasing the occlusion rate.

In a further experiment, occlusions were simulated in a synt ectic image as shown
in gure 6.19. Once that the correspondences were found, the pose was computed
with the minimization constraints used in the last experime nts: 2D-3D [93], projec-
tive [4] and orthogonal iteration [71]. As can be seenin gur e 6.21, the 2D-3D and
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orthogonal iteration algorithms have an acceptable error a t about 30%of occlusion
for the mouse model and about 20%in case of the cactus model. In cases where
the contour model is rich in structure, it is possible that se veral segments of the
model have the same orientation pro les than the occluding o bject. Therefore, the
correspondence search algorithms are more sensitive to errors and they are less ro-
bust against occlusions for the cactus model. Notice that the mouse contains mostly
curved segments. If the occluded object is de ned by straigh t segments, the corre-
spondences can be found more properly. Since the mouse modelis poor in structure,
the error is similar for all pose minimization constraints. In contrast to that, the al-
gorithm is more robust with the projective constraint for th e cactus model since this
constraint is better conditioned in the image plane.

6.6.2 Pose with Interpolated Model Points

An important factor that affects the quality of the pose para meters in real pose sce-
narios is the number of available image and model points. For a pose scenario simi-
lar to that of the gure 6.20, the size of the extracted contou rs segments can be larger
than the projected model points. In cases where more image points than model
points are available (most real applications), several image points correspond to a
single model point as can be seen in the upper left picture of gure 6.22. The middle
and right pictures show an example of the computed pose with t hese correspon-
dence sets for the next iterations. Image and model points are matched with respect
to the image plane during the iterations. Despite of that, th e pose converges to a
local minimum region where the computed pose is slightly shi fted from the ground
truth.

If the computed pose is decomposed in its corresponding rota tion and transla-
tion components, the error becomes more evident that the perceptible error in the
image plane. This can be seen in the comparison presented in &able 6.3. To overcome
this effect, it is desirable to have the same number of image and model points to nd
the correspondences. Once that an image segment of a given lagth is extracted, the
respective closest model points are interpolated in the ima ge plane to obtain a seg-
ment of the same length. For every point of this image segment, it is possible to
construct only one correspondence pair with the interpolat ed model points. Table
6.3 shows the computed pose parameters for the example of gure 6.22. A notori-
ous difference in the pose parameters can be seen for the corespondences without
interpolation, while this error is reduced if interpolated model points are used.

6.6.3 Pose with the Structural and Correlation ICP Algorithm s

For the experiments presented in this section, the new variants of the ICP algorithm
are used in combination with the projective minimization co nstraint. Examples of
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Fig. 6.22:Upper row: correspondences of contour segments without int erpolation.
Lower row: examples of correspondences with interpolated m odel points.

Pose parameters [] [] [] x[mm]  y[mm]  z[mm]
Ground truth 10 -10 0 0 0 5

Without interpolation 10.7500 -6.5833 1.4971 -5.1075 -11.7413 14.0040
With interpolation 9.9976 -10.0092 -0.0151 0.1728 -0.1844 5.0172

Tab. 6.3: Comparison of the pose parameters of interpolated and non-i nterpolated
model points.

the different sequences with the contour and surface models are shown. In contrast
to the sequences where the tracking assumption is considered, the same initial po-
sition of the model is used for all the images. In a rstinstan ce, several examples
of the pose estimation of free-form contours with the struct ural ICP algorithm are
presented. For this examples, the different 3D contour mode Is (puzzle, cactus and
mouse) were used. Images 0f230 240pixels were acquired for these sequences. On
the other hand, the contour models consist of 110, 95 and 90 pants for the mouse,
cactus and puzzle model respectively.

Figure 6.23 shows the initial position of the model and the co mputed pose for the
different sequences. The average computing time per frame was 225 milliseconds
for the image processing module. Due to the relatively large displacement of the
object, more iterations are needed by the algorithm to converge and therefore the
computational time increases. For these image sequences,lie average computation
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time (image processing plus pose estimation) was 2.65 secorls.

Fig. 6.23:Upper pictures: initial position of the contour model for al | sequences.
Lower pictures: results of the pose estimation.

Examples of the experiments where the correlation criterio n is combined with
the 2D feature pre-alignment are shown in gure 6.24 for diff erent surface models.
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Similar to the contour experiments, the initial position of the surface models and the
computed poses can be seen in the gure. In this case, images d 620 540 pixels
were acquired for the sequences. In contrast to the 3D contour examples, larger
images were used for these sequences. Examples with the triangle, power socket
and motor part models are presented. The triangle model is de ned by one surface
with 612 points. On the other hand, the motor part and power so cket models are
de ned by two and three surfaces with 369 and 1043 points resp ectively.

Module Range=30| Range=20| Range=10
Image Processing 92

Sillhouethe Extraction 44

Global Feature 76 23 11
Local Feature 58 41 20
Pose Calculation (10 it) 4739 4430 4149

Tab. 6.4:Computation times for the motor part model.

The computation time was measured when the pro le orientati on vectors are
de ned with ranges of 10, 20 and 30 pixels (see section 5.2.1) The average comput-
ing time per frame for the image processing module (contour e xtraction, global and
local feature extraction) was 364 milliseconds and the complete pose computation
process (image processing plus pose estimation) was 4.73 seonds for 10 iterations.
The computation times of the different modules for differen t ranges can be seen in
table 6.4. Let us remember that the image processing and featire extraction of the
image contours are done only once at the beginning of the algo rithm. The global fea-
tures are computed only for the rst iteration while the loca | and semi-local features
are computed for all iterations. Real time computation time s for each frame are not
reached with the proposed new variants of the ICP algorithm. Despite of that, the
reported times can be considered a good tradeoff considering the robustness of the
algorithms.

In real images, the presence of noise or slight illumination changes may pro-
duce a higher uncertainty in the feature computation and the refore in the corre-
spondences search. In order to eliminate false correspondence points as outliers,
the Euclidean distance criterion de ned in [74] is used. Cor respondence pairs are
rejected if their point-to-point distance is larger than 2. 5 times the standard devia-
tion of the complete correspondence set. A deeper analysis of use of different outlier
elimination criteria is presented in the next chapter, whic h is the basis for the pose
estimation with partial occlusions.
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6.7 Summary

Experiments to test the properties and robustness of the new variants of the ICP
algorithm were presented in this chapter for the monocular p ose estimation. The
experiments were made to test the convergence behavior of the algorithms and
their robustness against the tracking assumption. Additio nally, the algorithms were
tested in the presence or noise, missing contours and occlusons. It has been shown
that the presented algorithms perform ef ciently for arti  cial and real pose estima-
tion scenarios. The new variants of the ICP algorithm improv e the pose computation
process for the different minimization constraints consid ered in the experiments.
Furthermore, a better performance is obtained in combinati on with the projective
pose estimation constraints. Let us remember that the feature extraction process,
correspondence search and minimization constraints are essentially de ned in the
image plane. This proves that translating all steps of the po se estimation problem to
the image plane allows to obtain better-conditioned corres pondences and therefore
a more robust pose computation.
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Fig. 6.24:Upper pictures: initial position of the surface model for al | sequences.
Lower pictures: results of the pose estimation.



Chapter 7

COMBINATION OF THE NEW ICP
VARIANTS

Two new variants of the ICP algorithm have been presented in t he last chapters. In
order to nd correspondences, local, semi-local and global information have been
combined with the minimal Euclidean distance and maximal co rrelation criteria.
All these possible variants offer advantages for certain po se estimation scenarios,
e.g. large displacements, general and partial occlusions. From the experiments pre-
sented in the last chapter, it can be concluded that it is not p ossible to have only one
general correspondence search criterion for all possible pose estimation scenarios.
This statement is valid especially in the case that only contour information is used.

One of the major challenges of tracking and pose estimation applications is to
develop autonomous and robust systems, which have self-adaptation capabilities
at the beginning and during the tracking sequences. Examples of these systems
which use a combination of strategies for the pose estimation problem can be seen
in [59, 80, 83, 84]. Ideally, these systems may be able to pedrm an automatic initial-
ization and re-initialization of their initial parameters . That means, the system may
be able to choose a proper initial position of the object mode | at the beginning of the
tracking sequences. Eventually, this initial position can be updated if the tracking is
lost during the sequences. On the other hand, the tracking sy stem may not need the
same correspondence search criterion during all the sequence. Therefore, it is de-
sirable to establish several criteria to de ne which corres pondence search approach
should be used. The same idea can be applied to choose the mostppropriate search
criterion also during the iterative process for each single image.

The above cited methods are the combination of several standard and novel tech-
niques based on more complete model objects than free-from contours and surfaces.
Despite of that, it is possible to use these ideas to combine the presented variants
of the ICP algorithm to solve the correspondence problem whe n only contour in-
formation is available. In this chapter, the combination of the different ICP variants
is presented for the pose estimation of surfaces with partial occlusions when the
tracking assumption is not considered. In a rst instance, t he combination of the
correlation ICP algorithm with an outlier elimination crit  erion is introduced. Then,
a pose estimation strategy is presented that selects the mos$ adequate combination
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of correspondence search and outlier elimination criteria . Finally, several experi-
ments with synthetic and real images are shown to test the pre sented strategies.

7.1 Combination of Correspondence and Outlier Elimination
Criteria

The general concept of the combination of correspondence serch and outlier elim-

ination strategies is shown in gure 7.1. By following the no tation used in the last
chapters, the sets of projected model M ?° and image contour S?° points de ne

the input of the algorithm. Additionally, the sets Fn and Fing correspond to the
model and image features respectively. Additionally to the Euclidean distance C;
and feature correlation criteria C,, the correspondence search criterionCz based on
a positional feature is de ned. Since these variants use local, semi-local or global
features, they deliver different correspondence sets and therefore different poses.
It has been shown in the last chapters that better correspondences are obtained if
more information from model and image contours is used. Atth e beginning or dur-

ing the image sequence, the algorithm selects the most appropriate search criterion

depending on the initial conditions for a given image.

Fig. 7.1:General concept for the combination of the ICP variants.

Let us consider the case when the tracking assumption is not considered at the
beginning of the algorithm. In this case, the algorithm must decide if a pre-alignment
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step is needed to get tracking assumption conditions. If onl y contour information
is used, the only possibility to make this decision is by comp aring the position and
orientation of the projected model with respect to the conto ur extracted from the im-
age. Once that the correspondence set is obtained, the next g&p is to decide if these
correspondences are correct or not. In practice, there is nodirect method to evaluate
if a correspondence set is completely correct or not. Despite of that, the Euclidean
distance between model and image points can be used to detect possible outliers.
This outlier elimination criterion is denoted as O;. Additionally, a positional elim-
ination criterion O, is also considered. It relates two contour points according to
their angular position with respect to the main orientation of the complete contour.
Similar to the correspondence search criteria, the use of O, or O, depends on the
initial conditions of the sequence.

In order to de ne the correspondence search C; and the outlier elimination cri-
terion O,, a positional feature of contour points is used as can be seenin gure 7.2.
Since the principal axes and centers of mass have been compued from the elliptical
Fourier descriptors (see section 3.3.4), itis possible to describe each contour point by
its angular position. That means, the angle between the prin cipal axis and the vector
formed with the center of mass and the point itself. In fact, t he angular position can
be considered as a global feature since it is obtained from the global position and
orientation of the contour.

Fig. 7.2: Angular position of contour points with respect to the major axis (left).
Interval within which the corresponding image point should be de ned

(right).

The correspondence search criterion C; is introduced as follows. For an image
img

point x/™ 2 S2° with angular position ™9, its corresponding model point xfrod 2
M 2P is de ned by
ang(x\™; M %) = min_fk mo med kg (7.1)
J=1; :n

where ijd denotes the angular position of the model point xijd. According to

this criterion, two points correspond to each other if the di fference between their
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angular positions is minimal. Eventually, this criterion ¢ an be also combined with
the structural constraints de ned for the structural ICP al gorithm.

Once that a correspondence setf x/™;x™d g1 has been found, the Euclidean
distance is used to select or reject possible correspondene pairs. Then, the outlier
elimination criterion O; is de ned by

d(x{™;x™) > a( ); (7.2)

where is the standard deviation of the distance of the complete cor respondence
set and a is a scaling factor. Correspondence pairs are rejected if their distance is
larger than the standard deviation multiplied by the scalin g factor. In practice, this
factor is set between 1 and 2.5, see [74].

Finally, a correspondence pair is rejected by the criterion O, according to their

respective angular positions ™ and M if the following condition is ful lled

J

i d :
k ™ ™kt (7.3)
where the value t stands for a threshold value that de nes the interval within ~ which
the correct correspondence pair must be de ned, seen gure 7 .2.

7.2 Pre-alignment With Partial Occlusions

In this section, the combination of the correspondence search and outlier elimina-

tion criteria is applied for the pose estimation problem in t he presence of partial
occlusions. Several possibilities to combine the criteria de ned in the last section

are de ned. Then, experiments are presented to test the behavior of the algorithms

during the iterations and with respect to the nal pose.

One drawback of the presented variants of the ICP algorithm i s the high sen-
sitivity of the correspondence search process to partial occlusions. An example of
the power socket with an occluded object is shown in gure 7.3 . Itis clear that this
kind of occlusion distorts the local and global structure of the detected image con-
tour. The additional concave, convex and straight segments cause bad-conditioned
correspondences if the structural ICP algorithm is applied . This correspondences
will not be corrected in the next iterations since there are n o model segments that
correspond to the occluded object. An example of correspond ences computed with
the correlation ICP algorithm and the 2D feature alignment i s shown in the lower
row of the gure. It can be seen that many bad-conditioned cor respondences are
found since the pro le vectors containing local orientatio n are distorted. The use of
a simple outlier elimination criterion based on the Euclide an distance is not enough
for the structural and correlation ICP algorithms to handle these occlusions.
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Fig. 7.3: Upper row: examples of partial occlusions of the power socke t model and
examples of arti cially generated image contours with occl usions. Lower
row: model and detected image contours (right) and correspo ndences with

the correlation criterion with the 2D feature correlation ( right).

7.2.1 Possible Combinations

Several possibilities to combine the presented correlation and outlier elimination

criteria are considered to handle partial occlusions. They are de ned as follows

MO: dist(x™%; M 2°)
M1: corr(o/™®; M 20)

M2: corr(o/™; M 20)

M3: ang(x\™; M ).

M4: ang(x\™9; M )

M5: ang(x[™®; M )

with

with

with

with

with

(s = §7)
(Simg — Smod)
(Simg - Smod)
(™ = §™)
(S™ = 5™

and

and

and

and

and

O..
O;.

O,.

O;.

O..

The variant MO stands for the structural ICP algorithm. The v ariants M1 and M2
use the correlation search constraint in combination with t he structural constraints
de ned in section 4.5.1. In order to simplify the notation, t he indexes S™ and
Sijd are used to denote the semi-local structure (concavity, convexity, straightness
and phase-transition index) of image and model respectivel y. Thus, the condition
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§™ = §™ implies that model and image points have the same semi-local struc-
ture. In order to eliminate correspondences, the variant M1 uses the Euclidean dis-
tance criterion O; while MO and M2 use the angular position criterion O,. Only the
angular position is used to nd correspondences with the var iant M3 without con-
sidering any outlier elimination criterion. Finally, the v ariants M4 and M5 use the
angular position and local structure to nd correspondence s in combination with
O; and O, respectively.

7.2.2 Experimental Results

The purpose of the next experiments is to determine which one of the combinations
de ned in the last section is able to deliver a better pre-ali gned pose. Therefore,
only the result of the computed pose after the rst iteration is presented in the rst
experiment. For these experiments, partial occlusions were simulated in the images
as can be seen in the examples of gure 7.3.

A comparison of the correspondences and computed poses in 3D space is shown
in gure 7.4. The initial and the actual position (ground tru th) of the power socket
model are shown in the upper row. In the following rows, corre spondences and
computed poses in 3D are shown for the variants M1 to M5. The wo rst-conditioned
correspondences are obtained with the variant M1 (this vari ant corresponds to the
correlation search criterion in combination with the 2D fea ture alignment). There-
fore, the computed pose is completely wrong as can be seen in the gure. A better
pose is computed with the variants M3 and M4. The use of the ang ular position as
correspondence search criterion (variant M3 without outli er elimination) allows to
nd better conditioned correspondences. Although the algo rithm does not elimi-
nate the wrong correspondences that are part of the occluded segments, the com-
puted pose is acceptable.

In contrast to the last variants, the correspondences of the occluded segments
are better eliminated with the addition of the angular posit ion as elimination crite-
rion by the variants M2 and M5. Although the variant M2 reduce s signi catively
the number of correspondences, there are still enough well- conditioned correspon-
dences to compute an acceptable pose. On the other hand, a lager number of corre-
spondences are found by the variant M5 while the corresponde nces of occluded seg-
ments are better eliminated. Therefore, the best correspondences and pre-alignment
poses have been obtained with the variants M2 and M5. A numeri cal comparison of
the absolute error in 3D and the difference of the main orient ation axes of the surface
model is shown in table 7.1. It can be seen that all variants are able to align the main
axes with an acceptable error rate. Despite of that, the absdute error differs in every
case (let us remember that the alignment is done with respect to the image plane).

Several of the presented variants seem to deliver an acceptdle pre-alignment
pose. Despite of that, the convergence behavior may differ if the pose is computed
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Fig. 7.4: Initial and actual position of the surface in 3D (st row). Co mputed cor-
respondences in the image plane (second row) and computed pose in 3D
(third row).
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Method | Absolute error (mm) | Major axis difference (degree)
M1 265.04 38.09
M2 21.75 1.1438
M3 20.4702 0.5980
M4 18.2343 4.7797
M5 7.6833 1.7230

Tab. 7.1: Error comparison of the pre-alignment with occlusions for t he different
pre-alignment variants.

for a larger number of iterations. A comparison of the varian ts M2 to M5 for 10
iterations is shown in gure 7.5. The error computed with the variants M3 and M4
remains relatively constant during the iterations. Althou gh the computed corre-
spondences with the angular position are close to the correct correspondences, the
addition of the structural constraints is not enough to ensu re a proper convergence.
In the case of the variant M5, the error is even smaller than th e error computed
with the other variants only for the rst two iterations. Att he third iteration, the
error increases similarly to the other variants. This parti cular phenomenon appears
depending on the complexity of the object and its position wi th respect to the im-
age contour. In this case, the angular position and Euclidean distance criteria refer
only to position information. The algorithm may not ensure a stable convergence in
the presence of occlusions if the local structure is not considered by the correspon-
dence search criteria. Therefore, the angular position is a suitable option for the
pre-alignment but it is not necessarily well-conditioned a s a correspondence search
criteria for all the algorithm. As can be seenin gure 7.5, th e variant M2 (correlation
search criterion plus angular position as outlier eliminat ion) performs better and
more stable during the iterations.

An important parameter that affects the behavior of pose com putation is the
range de ned by the threshold value t, see equation (7.3). In the next experiment,
the threshold value was varied from 10 to 50 degrees and the pose was computed
for several iterations. The results of this experiment are shown in gure 7.6. If tis
chosen too large, the algorithm does not converge to the real pose. For smaller range
values, a better convergence is achieved. Smaller range valies will ensure a better
elimination of the correspondences formed with the occlude d contour segments.
On the other hand, the number of correspondences used to compute the pose are
considerably reduced at smaller range values. The right gra phic of gure 7.6 shows
the number of correspondences for every iteration. From ini tially 96 pairs, the num-
ber of correspondences is considerably reduced. As the algarithm converges to the
real pose, the number of correspondences tend to be similar for each case (around
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convergence for the occlusion case
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Fig. 7.5:Convergence of the different variants for the occlusion case.

20 pairs for all cases). In terms of convergence and number of correspondences, an
optimal behavior of the algorithm is achieved with range val ues between 20 and 30
degrees.
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Fig. 7.6: Left graphic: convergence behavior of the algorithm for the occlusion case
with different range values t. Right graphic: number of correspondences
for each iteration.

7.3 Selective Pose Estimation for Real Images

Once that the different combinations of correspondence search and outlier elimina-
tion criteria have been introduced, a pose estimation strat egy that performs a selec-
tive pose estimation is presented in this section. The seledion is done depending on
the initial conditions for each frame and the error during th e iterations.

In real pose estimation and tracking applications, the choi ce of a speci ¢ variant
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for every possible scenario may be in practice not trivial. D ue to large movements of
the objects between every captured image, the feature alignment approach may be
required. In the case of small movements, it may be suf cient to apply the correla-
tion ICP or even the structural ICP variant. Although the cor relation search criterion
combined with the angular position as outlier elimination p erforms more stable, it
may be convenient to switch between the different combinati ons depending on the
conditions of a particular sequence.

Fig. 7.7:General diagram for the selective pose estimation system.

As can be seen in gure 7.7, the initial error is used to decide which correspon-
dence search criteria must be selected for the rst iteratio n. This initial error is com-
puted in terms of the absolute distance error between the det ected image contour
and the 2D silhouette of the model. Similarly, the differenc e between the extracted
major distribution axes is used as an estimation of the initi al error. If this error is
smaller than a given threshold value, the pose can be computed with the structural
ICP variant in combination with the angular position as outl ier elimination (MO).
Otherwise, one of the variants combined with the feature pre -alignment should be
used. If a pre-alignment is needed, the most robust variant i s initially chosen for the
rst iteration (M2).

Depending of the amount of possible occlusions, the variant M2 may not deliver
enough correspondences to nd the pose in extreme cases. In this case, a different
variant is selected to nd enough correspondences. The order in which the vari-
ants are selected depends on their robustness. As can be seerlin the examples of
gure 7.4, better-conditioned correspondences are found w ith M5, M4 and M3 re-
spectively. In the worst of the cases, the pre-alignment wou Id be computed with the
variant M3 and the error is computed again. This is repeated at least for the rst
two iterations to ensure the best possible pre-alignment po se. If the error is smaller
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than the initial pose error, the system switches to the struc tural variant MO for the
next iterations.

When occlusions are present, the risk to converge to a local minimum is larger.
Therefore, the error computed in the last iteration e, is compared with the error
of the actual iteration €. If this error increases, the pose is computed with a more
robust variant combined with a change of the correspondence search direction as
de ned in section 4.5.3. In the case that the error increaseswith respect to the last
error or it remains relatively constat, the algorithm conve rges to a local minimum.
That means, the initial position of the model is out of the con vergence rage that the
structural and correlation ICP variants are able to handle.

7.3.1 Examples of Surfaces with Partial Occlusions

In this section, several examples of the pose estimation of free-form surfaces with
partial occlusions are presented. The system described in the last section was tested
with sequences of the motor part and power socket. For these examples, several
occluding objects were drawn in the images as shown in the upp er row of gure 7.8.
This results in the addition of extra concave and convex segments to the extracted
image contours as can be seen in the second row of the gure. Since a pre-alignment
is needed for these examples, the correspondences were initally obtained with the
variant M2. In some cases, some of the correspondences of thedistorted contour
segments are not eliminated in the rst iteration of the algo rithm. This can be seen
in the marked regions of the images. Despite of that, the algo rithm is able to elimi-
nate these bad-conditioned correspondences during the next iterations. An example
of a sequence of the power socket model is shown in gure 7.9. | n this case, the oc-
clusions in the images are generated by adding several squares randomly at two
different positions of the contour. The same initial positi on was used for all images
of the sequence. As can be seen in the pictures, the correct pse is computed for all
images.

Figure 7.10 shows some examples of the sequences where the glorithm is not
able to deliver a correct the pose. That means, cases where tl initial position of the
model is bad-conditioned or out of the convergence region fo r this pose scenario.
Essential for the feature pre-alignment is the proper extra ction of the main orienta-
tion axes in the image plane. In the rst two rows, examples ar e shown where the
orientation of the projected model drastically differs wit h respect to the orientation
of the image contour. Since the global orientation can not be properly recovered,
the feature alignment fails and bad-conditioned correspon dences are obtained. In
the examples of the next two rows, the main orientation and co rrespondences are
consistently computed. Despite of that, the obtained pose at the end of the itera-
tions is not correct. In both examples, the rotation between model and image is out
the converge region of the algorithm. This results in very si milar sets of local fea-
tures for such poses. Therefore, the algorithm may converge to a wrong pose (local
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Fig. 7.8: Examples of the initial position of the model with respectto the image data
with occlusions (upper row). Obtained correspondences (mi ddle row) and
computed poses (lower row).

minimum).

The last row of gure 7.10 shows an example of a large rotation . Let us remember
that the minimization process based on a gradient decent method would be able to
compute a correct pose up to rotations about 180 degrees, seesection 2.5.4. Never-
theless, this is valid only when exact correspondences are available. In practice, the
gradient decent minimization is more sensitive to bad-cond itioned correspondences
at larger rotations. Although the rotation is smaller than 1 80 degrees, the computed
pre-alignment pose is still not optimal. Such larger rotati ons rarely appear in a nor-
mal tracking sequence. If necessary, the pre-alignment canbe done in two steps if
the major axes difference is larger than 90 degrees.

7.4 Summary

In this chapter, a selective pose estimation strategy was presented for the pose es-
timation problem of free-form surfaces with partial occlus ions. The presented ex-
amples show that the correlation search criterion, combine d with a distance outlier
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Fig. 7.9: Examples with the sequence of the power socket model with par tial occlu-
sions. Initial position of the model (rst and third rows) an d computed
pose (second and fourth rows).

minimization criterion is not suf cient to obtain an adequa te pre-alignment pose.
To overcome this problem, the angular position of contour po ints was used as out-
lier elimination criterion. Since this feature is computed with respect to the main
orientation axis (global orientation) of contour and proje cted model points, it can be
considered as a global positional feature. Several combinations of correspondence
search and outlier elimination criteria were analyzed. Itt urned out that the best
pre-alignment pose is computed with the correlation criter ion combined with the

angular position as outlier elimination. Because of the rob ustness of the correlation
criterion, it is suf cient to apply it only at the beginning o  f the algorithm in most of

the cases. The structural ICP algorithm can be applied for th e rest of the iterations
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Fig. 7.10:Examples of initial positions of the surface model where the pose compu-
tation with pre-alignment fails.

to nd the ne pose.

The presented pose estimation strategy performs ef cientl y for the tested image
sequences. Depending on the amount of occlusions, the most bust combination
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may eliminate too many correspondences. Thus, the pose can rot be computed
anymore. In such cases, the system selects another combinabn to get a suf cient
number of correspondences and to compute an acceptable prealignment. If the er-
ror during the iterations increases, the system changes the correspondence criterion
and the search direction to avoid the local minimum problem. The proposed algo-
rithms use the main orientation of projected model and image contours. Therefore,
the operational limits of the presented algorithms are de n ed by those initial posi-
tions where the main orientation axes can be computed in a pro per way.
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Chapter 8

CONCLUSION

Several mathematical and practical techniques have been presented to solve the cor-
respondence problem based on local and global features for the monocular pose es-
timation problem. In this context, the main contributions o f this work are a new

local representation of contours and surfaces and different variants of the ICP algo-

rithm. The rst and more evident conclusion derived from thi s work is that there

is no general solution for the correspondence search problem. Each variant offers
certain advantages over the other ones for a given pose estimation scenario.

A local representation of free-form contours and surfaces w as presented in chap-
ter 2. Since contour segments are approximated as a combinaton of local motor ro-
tations, they can be combined with the pose estimation constraints in CGA. As the
local motors approximate contour and surface segments, structural information is
computed from them. Therefore, the proposed local representation offers a suitable
mathematical and geometrical description of such entities .

The monogenic signal was used to obtain local features from t he image (ampli-
tude, phase and orientation) and to de ne a contour detectio n algorithm in section
4.3.3. It allows to extract low and high contrast contour seg ments of the objects
more ef ciently and it avoids noise until certain limits. Si  milar local features were
obtained from the contour model points. This was achieved by the introduction of
the transition index in section 4.4.1. First, the contour mo del points are projected
onto the image plane and their corresponding local motors ar e constructed. Based
on the local orientation, the transition index is computed a s an analog feature to the
local monogenic phase. Additionally to these features, the motors also allow a direct
computation of the local curvature. This was combined with a strategy to classify
the extracted image contour segments and projected model segments in concave,
convex and straight segments (semi-local features).

With the sets of image and model features, new variants of ICP algorithms were
presented. The Euclidean distance criterion of the classical ICP was combined with
additional structural constraints derived from local feat ures in order to de ne the
structural ICP algorithm in section 4.5. For the second vari ant, the Euclidean dis-
tance was replaced by a feature correlation measure as it wasdescribed in section
5.2.3. For cases where the tracking assumption is not consicered, a new strategy
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for the pre-alignment was presented in section 5.4.2. Global orientation information
obtained from the Hartley transform and the local orientati on are combined in an
approach that simpli es the classical pre-alignment proce dure. In this case, a 2D
feature alignment is done in combination with the correlati on ICP algorithm.

According to the experimental results presented in chapter 6, the proposed ICP
algorithms perform better than the classical variants. In g eneral, the algorithms
are robust against the tracking assumption and in the presen ce of noise and miss-
ing contour information. Furthermore, a better convergenc e behavior is achieved
in comparison with the classical ICP variants. Translating the minimization con-
straints, feature extraction and correspondence search problem to the image plane
results in an important improvement of the monocular pose es timation algorithm.
Similarly, the proposed feature alignment approach perfor med better than the clas-
sical pre-alignment based on the principal component analy sis (PCA).

The presence of partial occlusions causes a signi cant distortion in the local and
semi-local features. Therefore, the structural and correlation ICP variants are sen-
sitive to partial occlusions. To overcome this problem, sev eral outlier elimination
strategies were presented in section 7.2.1. In this case, tk angular position of each
contour point with respect to its mayor distribution axis wa s used as an additional
feature. Once that the correspondences are found by the correlation ICP algorithm,
corresponding points that are outside of a range de ned by th e angular position are
eliminated as outliers.

In section 7.3, a system which integrates several possible orrespondence search
strategies for the case of the pose estimation with partial o cclusions was presented.
The selection of the most adequate strategy for the initiali zation of the pose compu-
tation (in order to place the model under tracking assumptio n conditions) was cho-
sen depending on the distance and orientation between the im age contour and the
projected model. The presented experiments show the natural limits within which
the proposed algorithms are able to nd adequate correspond ences and therefore a
correct pose. Since global and local features are considere by the algorithms, these
limits are de ned by the range of the poses within which the co mputation of local
and global features is possible with only one image.

8.1 Further Extensions and Applications

The possible extensions of this work are focused on the following problems. First,
the presented algorithms can be adapted for articulated obj ects like robotic arms or
human models. In this case, local deformations should be considered that allow
to recover more realistic model movements and poses. Secondy, more complete
and realistic model objects can be eventually used. Since a hrge variety of ef cient
rendering techniques are available, structural informati on extracted from model and
image textures can be used to complement and extend the proposed correspondence
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search constraints.

For the presented experiments, only one camera was used. Theaddition of a
stereo or a multiple camera system will consequently increa se the converge regions
of the algorithms. In these cases, the object can be observedrom different view
angles. A possible extension for navigation applications i s the use of catadioptric
camera systems. Because of the catadioptric projection, tke structure of 3D models
is distorted with respect to the image. Despite of that, the m odel can be eventually
projected onto the image by a catadioptric projection model and the features can be
computed from the resulting distorted contour segments.

State of the art tracking and pose estimation systems are intended to work in real
time and under general scenarios. In order to improve the com putation times of the
algorithms and reach real time performance, the standard ne arest-neighbor search
strategy used in the presented experiments must be further o ptimized. This can be
achieved by the incorporation of search strategies like mul tidimensional KD-trees
[11] which reduce considerably the complexity of the search process.

The use of an algorithm for tting model to experimental data called Random
Sample Consensus (RANSAC, see [42]) has been recently useddr tracking and pose
estimation applications (see for example [32, 59, 72]). It dfers an ef cient alternative
to t observed data to a given model in the presence of outlier s. The incorporation
of RANSAC to the proposed correspondence search and outlier elimination criteria
may allow to handle more general occlusions in different pos e scenarios.

Because of the variety of possible pose estimation scenaris, complexity of ob-
ject models and acquisition devices, the ICP algorithms are in most of the cases
restricted to a speci ¢ application. Since there is no gener al solution for the corre-
spondence problem, the use of different tracking strategie s and the integration of
systems based on different kinds of feature information are needed. This represents
the natural tendency on the research about this topics, see [67, 59, 80, 83]. It is nec-
essary to mention that more work has to be done in order to deve lop a complete
fully-optimized system based on the presented ICP variants . Despite of that, the ap-
proaches presented in this work have the potential to be inco rporated in these kind
of complex and more robust systems.
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