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ABSTRACT: Understanding a catalytic reaction requires tools that elucidate
the structure of the catalyst surface and subsurface, ideally at atomic
resolution and under reaction conditions. Operando electron microscopy
meets this requirement in some cases, but fails in others where the required
reaction conditions cannot be reached or lead to an unwanted influence of
the electron beam on the reactant and catalyst. We introduce ILIAS (identical
location imaging and spectroscopy) in combination with a quasi in situ
approach to disentangle the effect of heat and gas on the surface of
nanoparticles from the effect of the electron beam. With this approach we
allow high temperatures and pressures in any gaseous environment on the
one hand, and atomic resolution imaging and spectroscopy on the other. As a
proof of concept, we resolve the structural evolution of a Co3O4 spinel catalyst using ILIAS and track the oxidation state across the
surface before and after heating in a reductive or oxidative environment. We then titrate the surface of the catalyst using CO as a
probe molecule to remove highly active oxygen species formed during the thermal treatment, providing unprecedented insight into
the interplay between pretreatment and surface reactivity of Co3O4 nanoparticles.
KEYWORDS: ILIAS, quasi in situ electron microscopy, TEM, EELS, catalysis, Co3O4, oxidation state

1. INTRODUCTION
A major goal in catalysis research is to establish a correlation
between the structure of a catalyst and its catalytic properties
in order to understand how this catalyst works.1 This is a
challenging task, mainly because the definition of the problem
itself is very vague for two reasons: What is meant by
structure? And what is meant by the catalytic properties? In
heterogeneous catalysis, reference is often made to the
geometric structure of a crystalline particle, in particular to
the uppermost atomic layers and their specific surface
termination, which influence the catalytic reaction.2−4

However, this is an oversimplification, since, in addition to
other factors, not only the geometric structure but also the
electronic structure play a role.5 The most relevant catalytic
property, in turn, is understood as the ability of a catalyst to
efficiently convert a reactant into the desired product.6 The
conversion can be a highly complex multistep process, often
accompanied by undesirable side reactions. Therefore, it is
difficult to relate a specific structural feature of the catalyst to
the product formation in a catalytic reaction.
Decoupling of the involved steps can facilitate the

identification of structural features of a catalyst that are
potentially relevant for product formation. On the one hand,
high spatial resolution techniques such as (scanning) trans-
mission electron microscopy ((S)TEM) can image the catalyst

surface with atomic resolution.7−10 On the other hand,
electron energy loss spectrometry (EELS) can map the
electronic structure of the catalyst surface.11,12 Combining
both techniques in the same experiment (STEM-EELS)
provides simultaneous access to the geometric structure�
which includes the crystal structure, defects, surface termi-
nation and composition13�as well as the electronic structure
of the catalytic particle and its surfaces. This combined
technique already helps to partially disentangle the problem, as
both geometric and electronic structural changes can be
tracked separately but within the same experiment at the same
location of the catalyst. However, for STEM-EELS applied in
operando setups,14 further issues come into play, that often
prevent conclusive results. First, this is because the required
operando conditions can limit the generation of a significant
signal-to-noise ratio. Increased scattering because of high
pressures and temperatures hinder a clear interpretation, in
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particular for EELS. Second, the unwanted influence of the
electron beam on the reactant and catalyst can falsify the result
in terms of increased beam damage compared to conventional
electron microscopy. Instead of using operando electron
microscopy, a quasi in situ approach, which allows the targeted
use of various gases, pressures, flows and temperatures in a
dedicated microreactor, helps to combine high pressures and
high temperatures and to reduce beam damage, although the
price to be paid is the insensitivity of this method to detect
metastable states.
In this work, we present ILIAS�identical location imaging

and spectroscopy�an approach to track the evolution of the
geometric and electronic structure of oxide nanoparticles
exposed to different reaction parameters. As a proof of concept
we study a Co3O4 spinel, which is often applied as a model
system in thermal and electrocatalytic reactions.15−17 We
combine ILIAS with quasi in situ electron microscopy18 and
compare structural changes as a function of different
pretreatment with the ability to oxidize CO as a probe
reaction. Pretreatment means heating in different gases, namely
in oxidative (O2) or reductive/inert (N2 or He) gases at mild
temperatures ranging from room temperature (RT) to 250 °C.
In this way, the structural changes and the evolution across the
surface (surface/subsurface/bulk) resulting only from the
pretreatment are followed before and after heating and are
compared to the output of the subsequent surface titration of
the nanoparticles using CO as a probe molecule to form CO2.
The observed differences in CO2 formation are dependent on
structural (geometric and electronic) features created during
the pretreatment. Importantly, these features are resolved with
subnanometer precision, i.e. at the scale at which the surface
reactions occur.
In addition to high resolution imaging, we are placing

emphasis on the spectral evolution (change in oxidation state)
across the surface with subnanometer resolution using EELS.19

This also requires the development of postprocessing tools to
extract relevant signals from EEL spectra to derive spatially
resolved values for the oxidation state. These results will be
compared with those obtained using X-ray techniques, such as
near ambient pressure X-ray photoelectron spectroscopy
(NAP-XPS) and transmission X-ray microscopy (TXM), and

are complemented by density functional theory (DFT)
simulations.

2. RESULTS AND DISCUSSION
2.1. ILIAS and Quasi In Situ Setup. ILIAS in

combination with quasi in situ electron microscopy (Figure
1) allows the study of the same nanoparticle before and after
reaction (i.e., heating in a defined gas mixture, pressure and
flow). The reaction is performed outside the microscope in a
self-made TEM grid microreactor, which is connected to the
quasi in situ setup shown in the Supporting Information in
Figures S1 and S2. The TEM grid with the sample is
transferred between the microreactor and the microscope
under inert conditions. Thus, the sample can be analyzed
without contact to ambient air. This approach has the
advantage over spatial averaging techniques, because structural
changes at the atomic scale of the same particle or the same
surface can be correlated with different heating and gas
treatments. In contrast to operando techniques, the heat effect
and gas reaction on the surface are decoupled from a potential
influence by the electron beam. A disadvantage compared to
operando techniques is that metastable states, which only exist
during heating and gas treatment, cannot be detected. It is
important to note that the more realistic reaction parameters in
this quasi in situ setup can be achieved (e.g., higher pressure)
compared to existing closed and open cell operando TEM
setups.20−24 This allows reaction-relevant conditions to bridge
the pressure gap,25 which is difficult for many operando
techniques.
Figure 1 illustrates the result of ILIAS for a powder sample

investigated in this work. It consists of Co3O4 spinel
nanoparticles (see Rietveld refined X-ray diffractograms in
Figure S3 in the Supporting Information), including a minor
fraction of CoO particles. Figure 1a shows the sample before
heating in O2. In the right panel of Figure 1a, two particles are
surrounded by white dashed lines, which we identify as CoO
particles with the help of EELS (Figure 1b). The energy loss
near edge structure (ELNES) of the O K- and Co L3,2-edge has
a specific shape which is typical for CoO26 and clearly differs
from cobalt oxides of other oxidation states.27 The sample was
then heated in the quasi in situ setup in O2 at 250 °C (see

Figure 1. Identical location imaging and spectroscopy. (a) ILIAS before heating in O2. TEM micrographs at different magnifications, from overview
(left) to medium (center) to high (right). The small dashed rectangles in the left and middle images indicate the enlarged regions shown in the
middle and right panels, respectively. (b) EEL spectra of the particle labeled “CoO” in the right image of (a). (c) ILIAS after heating in O2 of the
same regions as in (a). The white arrows in the right image highlight the strong restructuring at the surface of the particles. (d) The corresponding
EEL spectra of a Co3O4 particle after heating in O2. The differences in peak ratio, energy difference and peak position are labeled 1, 2 and 3.
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Methods) and transferred back to the TEM using an inert
sample transfer holder. Figure 1c presents TEM images of the
same position and the same particles after heating in O2. The
red arrow in the left image points to the center of the TEM
grid [compare with the left image in (a)], while the white
arrows in the right image highlight the strong restructuring at
the surface of the particles [compare with the right image in
(a)]. This restructuring indicates modification of the cobalt
oxide due to heating in O2, but does not allow to conclude on
the final oxidation state of the cobalt oxide particle.
Conventional identical location imaging (ILI)28 would there-
fore be insufficient, but by combining imaging with spectros-
copy (ILIAS) we could verify the phase transition from CoO
to Co3O4 (Figure 1d). While the ELNES of the O K-edge also
has a distinct shape (e.g., the appearance of the prepeak at 532
eV, followed by a different peak composition),29,30 we
concentrate in the following on the ELNES of the Co L3,2-
edge. We focus on three features: The L3/L2 peak ratio (1), the
L3-L2 peak energy difference (2) and the L3 peak maximum
position (3). Comparing these three features before and after
heating in O2, we observe a decrease in the peak ratio (1), a
decrease in the peak energy difference (2) and an increase in
the L3 peak energy (3). These results are in good agreement
with the reference spectra for CoO and Co3O4. The
combination of imaging and spectroscopy allows the
unambiguous assignment of the oxidation state at the very
local scale of the same particle before and after heating.
2.2. Surface Reactivity. Co3O4 is composed of divalent

(Co2+) and trivalent (Co3+) ions. As opposed to iron based
spinels, such as magnetite (Fe3O4), the divalent component is
relatively inert with respect to the electrochemical series.
Consequently, in redox reactions that may occur at the surface,
the trivalent species are difficult to stabilize, rendering the
surface oxygen species highly reactive. This enhanced reactivity
can be observed in the selective oxidation of 2-propanol over
Co3O4, in which a low temperature channel exists, if the
surface of the precursor has been sufficiently oxidized prior to
the catalytic reaction.31 In order to understand the impact of
different gas environments on the reactivity, we titrated Co3O4
nanoparticles after exposure to reductive and oxidative
atmospheres with CO in a separate setup (see Methods and
Figure S4 in the Supporting Information).
CO pulses have been applied at room temperature (RT)

after heat treatment in oxidative (O2) and mildly reductive
(He) environments at 250 °C (for titration experiments at 250
°C see Figure S5). Figure 2 shows the profiles of CO2
evolution, displayed as MS signals for a mass-to-charge ratio

of 44, while exposing the nanoparticles to 2% CO in He after
the two different pretreatments. There is a clear difference
between the pretreatment in O2 versus He. While only little
CO2 has been formed for the sample treated in He (red curve),
a strong peak is observed in the CO2 signal corresponding to
the sample treated in O2 (blue curve, blue arrow). Pretreat-
ment in O2 seems to form active oxygenated species, which are
highly active and capable of reacting with CO even at room
temperature indicated by a sharp spike in the amount of CO2
at the reactor outlet. The blue curve in Figure 2 also implies
that we deal with a stoichiometric reaction rather than a
catalytic event. The drop of the CO2 signal over 10 min of CO
exposure indicates that the active surface oxygen species are
not fully replenished by the underlying bulk. Bulk oxygen
diffusion to the partially reduced surface has been reported
previously for Au/ZnO during CO titration experiments
although using gas pulses in TAP (temporal analysis of
products) studies and at higher temperatures above 240
°C.32,33 Nevertheless, we also performed an extended experi-
ment, and we observed that the low intensity CO2 signal falls
to a constant baseline. This suggests that underlying bulk
oxygen can still slowly diffuse to the surface even at 20 °C but
at a very limited rate. Note that care has been taken to
completely remove the gas atmosphere after the different
thermal treatments and prior to CO addition. Thus, no gas
phase oxygen has been present in the reaction cell and the CO2
signal stems from the reaction of CO with surface oxygen. This
finding suggests that electrophilic surface oxygen has been
formed after the oxygen treatment, which is needed for CO2
formation using CO as a feedstock.
Low temperature CO oxidation, i.e. at RT or below, over

Co3O4 catalysts has been demonstrated in various reports.
34−38

The occurrence of this low temperature regime is generally
attributed to a thermal activation in oxygen atmosphere.
During the activation phase reactive oxygen species (ROS) at
the surface are formed which are reacted off during CO
oxidation causing the rapid deactivation of the catalyst. These
ROS have been identified as superoxide species, which is a
form of electrophilic oxygen.39,40 For electrochemical liquid
phase oxygen evolution reaction (OER), the formation of such
electrophilic surface oxygen for Co3O4 could be demonstrated
as well.41 In addition it was shown that enhancing the amount
of ROS improves the CO oxidation performance,42 while it
was proposed that deactivation of this low temperature activity
is due to reconstruction of the surface of the Co3O4 particles
which hinders the regeneration of the catalyst.43

Co−O systems have been investigated intensively, where
only CoO and Co3O4 are found to be thermodynamically
stable phases44 at finite temperatures, while Co2O3 is only
stable at low temperatures and high oxygen partial pressure.45

The transformation of Co3O4 nanoparticles to CoO was
demonstrated on the local scale by heating in vacuum
(reductive environment), with sufficiently low oxygen partial
pressure.46 Navrotsky et al. could show that for nanosized Co−
O systems, the CoO phase is stable only in a considerably
narrower range within the phase diagram with respect to
temperature and oxygen partial pressure compared to bulk
Co−O systems.47 By studying the global potential energy
surface, Kong et al. showed that solid phase transition between
wurtzite CoO (h-CoO) and rock salt CoO (c-CoO) follow a
one-way reconstructive phase transition with high energy
barrier, while c-CoO and Co3O4 can form a biphasic junction,

Figure 2. Surface titration using CO. CO2 formation at room
temperature from the exposure of the Co3O4 spinel catalyst to 2% CO
in He, indicated by the mass spectrometer currents for a mass/charge
ratio of 44 after oxidative (10% O2 in He, blue curve) and mildly
reductive (He, red curve) pretreatments at 250 °C for 1 h.
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which implies reversibility of c-CoO and Co3O4 transition
under reduction/oxidation conditions.44

This proves that the surfaces of a Co3O4 catalyst are
significantly affected by the pretreatment environments and
can form different kind of CoOx surface structures. It is
therefore required to apply and develop advanced techniques
with high spatial resolution to track such surface structure
variations and to understand the surface reactivity of the
Co3O4 nanoparticles.
2.3. Geometric Structure Analysis by Local Imaging

(TEM). Next, we will focus on the influence of different
pretreatments on the structure of Co3O4 spinels. Figure 3
compares the different structural modifications of a Co3O4
nanoparticle heated under reductive (nitrogen) or oxidative
(oxygen) conditions. Figure 3a shows TEM images of a Co3O4
spinel nanoparticle before and after heating in N2 at 250 °C
using ILIAS in combination with quasi in situ electron
microscopy and inert gas transfer. This allows us to track
changes of the same particle and the same surface. The flat
surface changed to a step-like surface as indicated by the red
markers and the arrow in the middle panel of Figure 3a. After
exposure of the same particle to ambient air for 5 months,
cube-like structures have been formed on the surface (Figure
3a, red circle, right panel), indicating reoxidation of the
particles to Co3O4 accompanied by further restructuring,
which is corroborated by the local FFT analysis presented in
Figure 3b. We derived the d-spacing values (Figure 3b, lower
panel) via FFT analysis using CrystBox toolbox.50 Figure 3c
displays TEM images of another Co3O4 spinel nanoparticle
before, after heating in O2 at 150 °C and after further heating
in O2 at 250 °C (same particle, same surface). The initial flat
surface (Figure 3c, left) became slightly roughened after
heating in oxygen at 150 °C (Figure 3c, middle), and formed
terrace-like structures at 250 °C (Figure 3c, right), as indicated
by the red arrows in the middle and right panels.
These observations show that the thermal pretreatment has

a major influence on the formation of the surface structure.
Initially, the surface is flat and atomically sharp. After heating
in different atmospheres at different temperatures, various
types of restructuring take place as shown in Figure 3a,c
(compare steps, cubes and terraces). Obviously, the order in

which the treatment is applied plays an important role: While
for a fresh surface heated in O2 the surface structure is slightly
roughened and forms terraces (Figure 3c), a previously
reduced sample that is then oxidized undergoes a more
pronounced restructuring. This can be seen in Figures 1c and
3b (right images). In both cases, the sample was previously in a
reduced state compared to Co3O4, i.e. CoO (Figure 1) and
CoOx (Figure 3). After oxidizing in O2 at 250 °C or in air at
RT the sample forms cubic structures. Local TEM analysis
revealed the crystal structure of these cubes: According to FFT
analysis and comparison with literature values for Co3O4 and
CoO (Figure 3b), we attribute the cube-like particles to a
Co3O4 spinel structure. The d-spacings derived from the FFT
pattern agree within measurement accuracy with the Co3O4
reference (yellow circles and blue crosses), while the CoO
reference (red crosses) differs significantly. To highlight the
correlation between the FFT diffraction spots and their
corresponding d-spacings, four diffraction spots are circled
and are labeled with their Laue indices.
Although we could derive the crystallographic phase (Co3O4

spinel) of the cube-like structures on the surface of the catalyst
particles (for their size distribution see Figure S6 in the
Supporting Information), a detailed understanding of the step
and terrace-like structures in terms of their crystallographic
phase that form under different conditions remains challeng-
ing. There are several reasons for this: first, and most
importantly, the transition from Co3O4 to CoO in terms of
oxidation state is partially continuous as will be discussed
below, which also affects the lattice spacing and prevents a
clear assignment of the surface state by imaging alone. Second,
the inhomogeneity of the sample in terms of size and shape
hinders clear interpretation of all images (the larger the
particles, the less likely it is to obtain high-resolution
information). Third, the sample must be tilted exactly to the
zone axis, which was possible to a limited extent only using a
vacuum transfer single-tilt holder (see Methods). For these
reasons, we complement imaging (STEM) of the catalyst with
simultaneously acquired spectroscopy (EELS) to access the
electronic structure (see Methods section for details). In this
way, we are able to follow the oxidation state across the surface
of a Co3O4 spinel nanoparticle�from vacuum to surface to

Figure 3. Structural changes as a function of thermal pretreatment (N2 vs O2 heating). (a) TEM images of a Co3O4 spinel nanoparticle before (left)
and after heating in N2 (middle) and after another 5 months in air (right panel). (b) A magnified view of a cube-like structure (top left), the
corresponding FFT image (top right) and an FFT image of a larger area of the same particle (center right). The circled diffraction spots in the FFT
images are labeled with their corresponding Laue indices. The lattice spacings (d-spacing) of different planes of the particle are compared with
reference data of Co3O4

48 and CoO49 (bottom). (c) TEM images before (left), after heating in O2 at 150 °C (middle) and after further heating in
O2 at 250 °C (right) (same particle, same surface).
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bulk�with subnanometer resolution. By mapping the
electronic structure via high resolution ELNES measurements,
we will lay the groundwork to address the question of surface
oxygen species experimentally.
2.4. Electronic Structure Analysis by Local Spectros-

copy (EELS). Access to the spectral properties of the surface of
the cobalt oxides as a function of pretreatment requires the
development of dedicated hardware, but also the development
of suitable software to track the oxidation state across the
surface on the same particle before and after heating. The
former has already been introduced with the quasi in situ setup
and is described in the Supporting Information (Figure S1).
The latter is applied in Figure 4, where the spectral evolution
across the surface before and after heating in N2 or O2
atmospheres is presented. For interpreting the EEL spectra,
we focus on the relative contribution of two subpeaks to the
Co L3 peak. We will demonstrate how the position dependent
oxidation state can be approximated from this subpeak ratio.
We would like to note that the O K fine structure could, in
principle, also be used to get information on the local oxidation
state and the electrophilic and nucleophilic character of
oxygen. However, the limited signal-to-noise ratio of the O
K fine structure prevented a clear interpretation. This is why
we focus on the Co L3 white line, that gives a better signal-to-
noise ratio. Figure 4a shows HR-STEM images of the identical
surface of a Co3O4 spinel nanoparticle before (top left) and
after (top right) heating in N2. The corresponding 2D views of
the EEL line scans before (middle, left) and after heating in N2
(middle, right) are shown below. The horizontal direction is

associated with the energy loss, while the vertical direction of
the 2D maps is related to the line scan position and the
intensity to the EEL probability. The waterfall plots below
depict the Co L3-edge before (lower left) and after (lower
right) heating in N2. The spectral evolution across the interface
is extracted from the lateral positions as indicated by the
arrows in the top panel and from the spectral energy range as
indicated by the ellipses in the middle panel. The experimental
spectra (solid lines) are compared with the peak fits (dotted
line). Subpeak features are highlighted by vertical dashed lines,
referring to the Co2+ and Co3+ contributions to the Co L3-
peak. In Figure 4b we follow the same approach but the sample
has been heated in O2 instead of N2, also at 250 °C. At this
point we would like to emphasize the peak-fitting routine
developed for this purpose, which is described in more detail in
the Methods section. The results of the fitting routine are
corroborated by an independent approach based on the linear
combination of experimental reference spectra for Co2+ (CoO)
and Co3+ (LaCoO3) measured on the same microscope under
the same conditions. We compare the results of both
approaches in the Supporting Information in Figures S7 and
S8.
A closer look at the waterfall plots reveals an increased Co2+

contribution after N2 heating (Figure 4a, bottom right) toward
the subsurface and bulk compared to the spectra from this
region before heating (Figure 4a, bottom left). In contrast, the
Co2+ contribution after O2 heating (Figure 4b, bottom right) is
lower at the surface compared to the slightly reduced (i.e.,
higher Co2+ peak) surface before heating (bottom left). From

Figure 4. Spectral evolution across the surface (EELS): (a) HR-STEM images of the same surface of a Co3O4 spinel nanoparticle before and after
heating in N2 (top), 2D views of the EEL line scans along the arrows in the HR-STEM images (middle), corresponding EELS plots of the Co L3-
edge (bottom), extracted from the region indicated by the ellipses in the middle panel. The experimental spectra (solid lines) are compared with
the peak fits (dotted line). The positions of the Co2+ and Co3+ subpeaks are marked by vertical dashed lines. (b) Same as (a), but for a different
sample heated in O2 instead of N2. The arrows indicate the position and direction of the EEL line scans. The length of the line scans is 10 nm.
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these results we conclude that variations in the oxidation state
that depend on the relative contribution of the two Co L3
subpeaks can be tracked. Assuming a (maximum) oxidation
state of 3 with contribution only from the Co3+ subpeak and a
(minimum) oxidation state of 2 with contribution only from
the Co2+ subpeak, we derived an oxidation state analogon os
from the Co L3 subpeaks (Co2+ and Co3+) given by

a

a a

a

a a
os

2 3Co

Co Co

Co

Co Co
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2 3
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2 3
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+
+

+

+

+ +
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where aCo2+ and aCo3+ are the amplitudes of the two associated
Gaussian fits (see Methods). This allows us to follow the
oxidation state across the interface (Figure 5). Figure 5a shows
the evolution before (left plot) and after heating in N2 (right
plot), as obtained from the data shown in Figure 4a. The peak
ratios (blue crosses, pr) are plotted together with the oxidation
states (red crosses, os) derived from (eq 1) and based on the
Co2+ to Co3+ peak ratio using our peak fitting approach
(Methods and Figure S9 in the Supporting Information). The
surface position is indicated by a vertical dotted line, while the
dashed lines are a guide for the eye to follow the evolution of
the oxidation state as a function of its position and
pretreatment. It is important to note that in addition to the
surface, which remains more reduced compared to the bulk
region, the subsurface and bulk regions are at overall lower
values after heating compared to their initial state. Figure 5b
shows the evolution of peak ratios and oxidation states before
(left plot) and after heating in O2 (right plot), derived from the
data shown in Figure 4b. In contrast to the heating experiment
in N2, the surface after heating in O2 is almost at the same level
as the bulk, as can be seen by the flattened gray line, and there
is no drop in oxidation state toward the surface. These results

demonstrate that we are able to simultaneously track the
oxidation state together with high spatial imaging at a location
relevant for the catalytic reaction, i.e. the surface of the catalyst.
We would like to emphasize that existing approaches are often
not sufficient to extract these small variations in the oxidation
state, as shown in the Supporting Information in Figure S10.
2.5. Electronic Structure Analysis by X-ray Techni-

ques (NAP-XPS and TXM). To corroborate the EELS results,
we performed NAP-XPS using similar protocols (Methods).
The sample was measured either in N2 or O2 at RT, 100 and
250 °C and XPS spectra were simultaneously acquired (Figure
6, for XPS quantification results see Figure S11 in the
Supporting Information). Figure 6a, left, shows surface
sensitive NAP-XPS spectra (Ekin = 150 eV) of the Co-2p
region (corresponding to Co L3,2) acquired in O2 at 250 °C
(red line), in N2 at 250 °C (dark blue line) and in N2 at room
temperature (blue line). The spectrum features satellites,
highlighted by the vertical dashed lines, that act as finger prints
for the oxidation state. These satellites can be attributed to
Co3O4 (left, higher binding energy) and CoO (right, lower
binding energy).51 While for heating in O2 the satellite
maximum shifts to the left (black arrow pointing to the red
line), for heating in N2 this maximum shifts to the right (black
arrow pointing to the dark blue line). Interestingly, for the
sample at RT, both components are slightly visible (compare
blue with red and dark blue curves), indicating a slightly
reduced surface even before heating and in agreement with the
EELS results (Figure 5). In Figure 6a, right, the sample was
heated from RT via 150 to 250 °C in N2. From the surface
(Ekin = 150 eV, blue lines) to the subsurface (Ekin = 300 eV,
purple lines) to the bulk (Ekin = 600 eV, green lines, see also
the Methods section for signal depths), the XPS spectra show a

Figure 5. Evolution of the oxidation state across the surface (EELS). (a) Peak ratios (pr) and oxidation states (os) before and after heating in N2.
The vertical dotted lines indicate the surface position of the nanoparticle, the dashed lines are a guide to the eye. (b) Peak ratios (pr) and oxidation
states (os) before and after heating in O2. The arrows indicate the direction of the line scans (see also the arrows in Figure 4).

Figure 6. (a) Heating and depth profiling by X-ray spectroscopy (NAP-XPS). Surface sensitive NAP-XPS spectra of the Co-2p edges acquired in
O2 at 250 °C (red), in N2 at 250 °C (dark blue) and in in N2 at room temperature (blue). Depth profiling and heating in N2. Co-2p edges with
surface, subsurface and bulk sensitivity for different temperatures, as indicated by the labels on the right side (see text). (b) TXM before heating.
TXM image (left) and TXM spectrum (right, gray), decomposed in component 1 (blue) and component 2 (red).
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decreasing CoO component at RT (follow the right dashed
vertical line, labeled CoO). At higher temperatures (100 °C
and even more so at 250 °C) the increased CoO component,
even in the bulk, confirms the (partial) reduction of the Co3O4
spinel nanoparticles, which we also found by EELS, as shown
in Figure 5a.
Figure 6b complements the study by transmission X-ray

microscopy (TXM). Similar to STEM-EELS, TXM combines
microscopy with spectroscopy. The left panel shows a TXM
image of the same powder sample as used for the EELS and
NAP-XPS investigations before heating. The contrast is formed
by integrating 150 frames acquired at X-ray energies ranging
from 775 to 805 eV in 0.2 eV steps (see Methods). The right
panel displays a TXM spectrum integrated over all image pixels
(gray), together with the two principal components (1, blue
and 2, red). These components were obtained by decomposing
the raw data using a multiparameter gradient descent
approach, i.e. a reference free data analysis method that is
advantageous compared to conventional principal component
analysis (PCA) or non-negative matrix approximation
(NNMA). Although the spatial allocation of the two
components could not be resolved, they confirm the two
phases, that are the spinel phase (blue) and a reduced phase
(red)�with an increased Co2+ contribution�in accordance
with the findings by EELS and XPS. For the sake of
completeness, we would like to mention that beside fast
electrons or X-rays used as a local probe, also other scanning
probe techniques, such as scanning electrochemical probe
microscopy (SEPM) or scanning tunneling microscopy (STM)
can be applied in a wide range of operando setups.52,53

2.6. Theory and Simulation (DFT). Finally, we will
discuss the electronic structure of Co3O4 at and near the
surface by DFT simulations as shown in Figure 7. The

considered structure has a B-terminated surface (001), i.e. a
001 surface of a spinel structure, consisting of square pyramidal
coordinated Co atoms and O atoms, with relaxed atomic layers
L1−L9 on top of layers L10−L13 which are constrained to bulk
positions (Figure 7a). The blue and red spheres represent Co
and O atoms, respectively. L2n−1 are oxygen-containing layers,
while layers L2n contain no oxygen, where n is a natural
number. In Figure 7b the O K-edge XANES spectra of the
layers L2n−1 are compared with the one calculated in the bulk
Co3O4 (black line, energy is shifted by 531.45 eV according to
the experimental O K energy value). The XANES spectra are
computed using XSpectra code included in Quantum-Espresso
package, with the same parameters as described in our recent
works on the O K-edge in Co3O4 systems (see Methods).
While the blue spectra represent the in-plane contribution, the
red spectra are related to the out-of-plane components of the
cross section. As the in-plane component is more relevant for
comparison with EELS (the electron beam points in the in-
plane direction), the blue lines are more pronounced than the
red lines. The O K (i.e., O-1s) pre-edge peak is split into two
peaks and in the case of layer L1 (black and blue arrow). Figure
7c shows the projected densities of states (pDOS) on cobalt
atoms (Co-3d bands) belonging to oxygen-containing layers
L2n−1 and oxygen-free layers L2n. Lines with positive values
correspond to spin-up, lines with negative values to spin-down
DOS components. Only peaks above the Fermi energy (E = 0
eV) up to E = 5 eV are shown (unoccupied states). This is the
range that is relevant to the discussion of the O-1s prepeak due
to its origin in the hybridization of Co-3d and O-2p states.54

The full energy range of the pDOS, including occupied states,
is shown in the Supporting Information in Figure S12. The
arrows highlight peaks from the different d-bands, whether
overlapping at the same energy (single arrow) or separated at

Figure 7. DFT simulations. (a) Co3O4 spinel structure with B-terminated surface (001). Blue and red spheres represent Co and O atoms,
respectively. (b) O K-edge XANES spectra of oxygen-containing layers compared to the bulk (black line). (c) pDOS on selected cobalt atoms (d-
bands), each representing all cobalt within the corresponding layer. The arrows highlight the peaks above the Fermi energy (E = 0 eV, unoccupied
states) that potentially contribute to the pre-edge peak in the O K-edge spectra. (d) Crystal field splitting diagrams (CFSD) in 3d shells of cobalt
atoms. The occupation scheme (black arrows) causes the oxidation state as indicated by the blue boxes.
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two different energies (two arrows). Figure 7d displays crystal
field splitting diagrams (CFSD) within the 3d shells of the
cobalt atoms. The black filled arrows represent occupied
electron states, while the hollow arrows characterize empty
electron states. (1) Square pyramidal CFSD of Co3+ ions with
electron configuration e4b22b10a10 for the layers L1 and L13. (2)
Tetrahedral CFSD of Co3+ ions with electron configuration e3t23
for the layer L2. (3) Octahedral CFSD of Co3+ ions with
electron configuration t2g6 eg0 for the layers L3, L5, L7, L9 and L11.
(4) Tetrahedral CFSD of Co2+ ions with electron configuration
e4t23 for the layers L4 and L8. (5) Tetrahedral CFSD of Co2+
ions with electron configuration e4t23 for the layers L6 and L10.
(6) Tetrahedral CFSD of Co3+ ions with electron configuration
e3t23 for the layer L12. From these diagrams the electron
configuration and therefore the oxidation state can be
extracted, which is shown in the blue boxes below.
From this simulation study we conclude that the spectral

shape of the O K-edge at and near the surface is different from
the bulk response of a Co3O4 spinel. In particular, the pre-edge
peak splits into two subpeaks at the surface atomic layer (L1),
which we interpret as a consequence of a splitting of the Co-
3dz2 and Co-3dx y2 2 pDOS in the same layer (compare black
and blue arrows in Figure 7b,c). This is because the origin of
the prepeak is attributed to the hybridization of the O-2p with
the Co-3d states. Since the influence of the surface on the
oxygen-containing layers L3−L11 is smaller, no splitting can be
observed, but tiny energy shifts in the prepeak. Again this goes
hand in hand with the shape of the Co-3dz2 and Co-3dx y2 2

pDOS (no splitting but tiny variations/shifts between layers).
In all oxygen-containing layers L2n−1 Co is octahedrally
coordinated with oxidation state 3 (except L1), alternating
with oxygen-free layers L2n where Co is tetrahedrally
coordinated with oxidation state 2 (except L2). Interestingly,
L1, which is in square pyramidal coordination instead of
octahedral, influences the oxidation state of the tetrahedrally
coordinated L2, which becomes 3 instead of 2. This is a clear
indication that the surface has a direct influence on the
oxidation state of the near-surface layers of the spinel structure.
Furthermore, the tiny energy prepeak shifts of successive
spectra are more noticeable as one moves away from the layers
that are constrained to the bulk positions toward the relaxed
atomic layers. This may indicate the increase in the atomic
distortions.
If we compare the simulation results with our experimental

findings, the simulations most closely reflect the situation of a
surface mimicking Co3O4 (see Figure 5b, right), since the
interaction of the surface with air or pure nitrogen was not
taken into account in the simulations. From the simulation
results we would expect an alternating oxidation state between
individual atomic layers. Indeed, we observed periodic
variations of the oxidation state for 0.5 nm steps (see Figure
S13). This is a surprising result, as neither the visual
impression of the raw spectral data nor the slight mismatch
of the zone axis condition would suggest this finding. However,
both the peak fit approach and the linear fit approach show the
same trend, implying that we have uncovered atomic scale
oxidation state variations in agreement with the DFT
simulation results.
Note, a direct comparison of simulated and experimental

spectra for the O K- or Co L3,2-edge has not yet been possible
for the following reasons: to date, the simulation of Co L3,2
XANES spectra by DFT-based single-electron approaches for a

system as described in this paper is not straightforward. The O
K-edge is much better suited to study the electronic structure
of this system by DFT. On the other hand, the experiment
lacks a sufficient signal-to-noise ratio for the O K-edge, which
hinders a clear interpretation of the ELNES. In addition, the
relationship of the O K ELNES to the oxidation state is more
complex and ambiguous. Therefore, the Co L3,2-edge was used
instead in the experiment. For future work, we believe that a
direct comparison of experimental and simulated spectra,
whether the O K or the Co L3,2-edge, might be beneficial.

3. CONCLUSION
We introduced ILIAS in combination with quasi in situ
electron microscopy as an alternative or supplementary
technique to operando electron microscopy. As a proof of
concept, we applied ILIAS on Co3O4 spinel nanoparticles and
demonstrated how this approach enabled the tracking of the
oxidation state with subnanometer resolution before and after
oxidative or reductive heating on identical Co3O4 nanoparticle
surfaces. The geometric structure (imaging) and its restructur-
ing due to different gas treatments was simultaneously
measured with variations in the electronic structure (spectros-
copy). Subsequent CO titration showed a strong dependence
of the surface reactivity on its thermal pretreatment to form
CO2. Preheating the catalyst in a reductive environment led to
a continuous, but low CO2 production, whereas preheating in
an oxidative environment resulted in a remarkable CO2 peak
even at room temperature. We could relate this different
behavior to the observation of different surface restructuring�
from flat to stepped and from flat to terraced surface structures,
respectively. In the case of a reduced and subsequently
oxidized sample, an even more pronounced restructuring was
observed in the form of cube-like structure. Further insight was
gained by extending the consideration of geometric structure
to the elucidation of the electronic structure of the identical
particle surface. This has been achieved by developing
hardware (ILIAS in combination with a quasi in situ setup)
and software (peak fitting vs linear combination) for the
evaluation of the ELNES of Co-L3,2 edges to track the
oxidation state across the surface of the catalytic nanoparticle.
We observed a variation of the oxidation state from surface to
subsurface to bulk as a function of pretreatment with
subnanometer resolution. The EELS results were confirmed
by additional X-ray spectroscopy (NAP-XPS and TXM).
Furthermore, we were able to show a periodic change in the
oxidation state with a period of about 5 Å for a Co3O4 spinel
nanoparticle, in agreement with DFT simulations. ILIAS in
combination with quasi in situ electron microscopy therefore
opens up a promising way of approaching the electronic and
geometric structure of a catalyst toward atomic resolution with
better signal-to-noise ratio, less beam impact and higher
pressure and temperature capabilities compared to operando
approaches.

4. METHODS
4.1. Experimental Methods. 4.1.1. Quasi In Situ Setup. The

quasi in situ setup developed for this work corresponds to a
completely revised concept based on a solution proposed by Masliuk
et al. for the use of a TEM microreactor described in ref 55. The
flowchart of this setup is shown in the Supporting Information in
Figure S1, with the corresponding components labeled in Figure S2.
Multiple inlet gas lines, laser heating up to 500 °C, a high pressure
range up to 30 bar, and a mass spectrometer are the main features of

ACS Applied Materials & Interfaces www.acsami.org Research Article

https://doi.org/10.1021/acsami.4c20690
ACS Appl. Mater. Interfaces 2025, 17, 9419−9430

9426

https://pubs.acs.org/doi/suppl/10.1021/acsami.4c20690/suppl_file/am4c20690_si_001.pdf
https://pubs.acs.org/doi/suppl/10.1021/acsami.4c20690/suppl_file/am4c20690_si_001.pdf
https://pubs.acs.org/doi/suppl/10.1021/acsami.4c20690/suppl_file/am4c20690_si_001.pdf
https://pubs.acs.org/doi/suppl/10.1021/acsami.4c20690/suppl_file/am4c20690_si_001.pdf
www.acsami.org?ref=pdf
https://doi.org/10.1021/acsami.4c20690?urlappend=%3Fref%3DPDF&jav=VoR&rel=cite-as


the setup. Six inlet gas lines can be combined for gas mixing, each with
an independent mass flow controller. In addition, inlet gases or mass
flow controllers can be easily changed for specific purposes, making
this facility a highly flexible tool. The system is enclosed in a housing
and connected to an exhaust pipe, which provides a constant volume
exchange by extracting the internal volume of the system. This allows
the use of harmful gases. The laser power is 40 W, operating at a
wavelength of 808 nm (LIMO40-F200-DL808-LM, Lissotschenko
Mikrooptik). Laser heating is PID-controlled to raise and maintain the
temperature as required. The quasi in situ reactor can be easily
connected or replaced by other TEM grid reactors56 (dedicated for
different purposes) via two quick connectors for inlet and outlet. The
outlet is connected to a valve that allows switching between a proton
transfer reaction mass spectrometers or directly to the exhaust line.
The reactor itself contains the TEM grid with the sample previously
analyzed in the TEM and transferred to the reactor. After heat and gas
treatment in the quasi in situ setup, the sample in the reactor is
transferred back into a TEM vacuum transfer holder (VTST 4006,
Ametek) in a glovebox and analyzed again in the TEM using ILIAS.
The heating experiments for quasi in situ investigations (Figures 1,

3−5 and S7−S10) have been performed at 5 N mL/min gas flow (N2
or O2) at 2.3 bar up to 150 or 250 °C with a heating ramp of 2 °C
min−1. After the heating, the microreactor was filled with argon at 2.8
bar before the sample was transferred to the vacuum transfer TEM
holder inside a glovebox.
4.1.2. X-ray Diffraction. The X-ray diffraction (XRD) measure-

ment (Figure S3) was performed in Bragg−Brentano geometry on a
Bruker AXS D8 advance II theta/theta diffractometer, using Ni
filtered Cu K�1+2 radiation and a position sensitive energy dispersive
LynxEye silicon strip detector. The sample powder was filled into the
cavity of a low background Si single crystal sample holder, the surface
of the powder bed being level with the sample holder edge (front
loading). The diffraction pattern was recorded in continuous scanning
mode in the range of 6−140° 2� with an increment of 0.02° and a
counting time of 1 s/step, resulting in a total accumulation time of
185 s per data point. Phase identification was performed using
DIFFRAC. SUITE EVA (Bruker AXS, 2010-2018) in combination
with the PDF-4+ database (ICDD, 2018). XRD data were then
evaluated by whole powder pattern fitting according to the Rietveld
method as implemented in the TOPAS software (version 5, Bruker
AXS, 1999-2014). The crystal structure used for the Rietveld fits was
obtained from the ICSD Web database (FIZ Karlsruhe).
4.1.3. Thermogravimetric Mass Spectrometry. Thermogravimet-

ric mass spectrometry (Figure S4) was accomplished on a NETZSCH
STA 449C Jupiter instrument equipped with an electromagnetic
microbalance with top loading. The instrument was coupled via
quartz capillary (heated to 393 K) to a Pfeiffer OmniStar quadrupole
mass spectrometer for gas-phase analysis. Approximately 20 mg of the
catalyst sample was placed into a corundum crucible (85 �L) without
lid and heated to 1073 K with a heating ramp of 2 K min−1. The used
gas atmosphere was 99.999% Ar with a total gas flow of 100 N mL/
min. The resolution of the microbalance was 0.1 �g and the relative
error of mass determination 0.5% The temperature was calibrated
using conventional pure metal standards: In, Sn, Bi, Zn, Al, Ag and
Au. The MS experiments were performed using electron ionization
energy of 70 eV and a dwell time per mass of 0.2 s.
4.1.4. Electron Microscopy and Electron Spectroscopy. TEM,

STEM and EELS measurements were performed using a probe and
image corrected JEOL JEM-ARM200F transmission electron micro-
scope operated at 200 kV. For STEM-EELS experiments, a semi-
convergence angle (alpha) of 15.6 mrad and a semi-collection angle
(beta) of 20.1 mrad and a dispersion of 0.25 eV/channel were chosen.
The beam current was 30 pA using a cold FEG as the electron source.
Dual EELS was used to correct for energy drift and to deconvolve the
high loss spectrum using the Fourier ratio method. The point
resolution of the microscopes was in the range of or below 100 pm.
To verify the resolution capabilities of the microscope, Si dumbbells
on a Si(110) test sample could be clearly resolved by imaging
(HAADF and BF) and a simultaneously measured EDX line profile
(Figure S14). The crystal structure and orientation analysis in Figure

3 was performed using CrysTBox Toolbox.57 To achieve a sufficient
signal-to-noise ratio in the case of EEL measurements, EEL line scans
of 200 pixels and a total length of 10 nm were averaged by 10
neighboring pixels, resulting in a final step size of 0.5 nm between the
EEL spectra shown in Figures 4 and 5 and S7−S10. In addition, the
beam was scanned in perpendicular direction to the line scan
direction over a distance of 5 nm to spread the dose and reduce beam
damage (dose averaging, see horizontal, dotted lines in the TEM
micrographs in Figure 4a,b).
4.1.5. Peak-fitting Routine. The oxidation state values discussed in

Figure 5 have been extracted from the EEL spectra shown in Figure 4
by applying a peak-fitting routine demonstrated in the Supporting
Information in Figures S7 and S8. The results were then compared
with an independent approach based on a linear combination of
experimental EEL spectra of CoO (Co2+) and LaCoO3 (Co3+)
measured on the same microscope under the same conditions to
confirm the robustness and significance of the fit [Figure S8 (Movie
S1)]. The fit approach is based on a Matlab script that uses internal
Matlab functions to enable the overall fit. First, the experimental
spectra were energy drift corrected and deconvolved by the Fourier
ratio method using the corresponding low-loss spectra. Next, the
residual oxygen signal was subtracted by fitting a power law function
in front of the Co L3,2-edges using a fit range from 700 to 770 eV. The
Co signal in the range from 770 to 805 eV was then fitted by a
function consisting of 6 Gaussians and two step functions (normal
cumulative distribution function, normcdf). Several constraints were
imposed to reduce the total number of fitting parameters: These were
a fixed 2:1 ratio for the two step functions modeling the Co L3- and
Co L2-edge with respect to their step height. The position, width and
edge energy difference were set to 781.9, 1 and 14.6 eV respectively,
in accordance with reference data and instrumental energy broad-
ening. On top of the edge step functions, 3 Gaussians for the Co L3
white line and 3 Gaussians for the Co L2 white line were fitted
simultaneously, with the allowed energy values restricted to either Co
L3 (775 to 790 eV) or Co L2 (790 to 805 eV). To avoid a divergence
of the peak widths, the allowed Gaussian peak widths were chosen in
the range from 0.5 to 1.5 eV. Finally, the energy of the second
Gaussian (Co3+ contribution) was constrained to a fixed energy value
of 781.9 eV, i.e. the position of the underlying edge step function. For
the linear combination approach, the linear factors � and � were
found by minimizing the difference between the experimental spectra
and the linear combination (�·yCoO+�·yLaCoOd3

). yCoO and y
LaCoO3

are

the experimental spectra of the reference materials CoO (Co2+) and
LaCoO3 (Co3+), respectively, measured under the same conditions on
the same microscope as the cobalt spinel sample. The difference was
minimized using a Matlab internal function (fmincon).
4.1.6. X-ray Spectroscopy (NAP-XPS). Synchrotron-based near-

ambient pressure X-ray photoelectron spectroscopy (NAP-XPS)-
measurements were conducted at the CAT end station using the soft
X-ray branch of the EMIL beamline (UE48 PGM) at BESSY II.58 The
station was equipped with a differentially pumped Specs Phoibos 150
NAP hemispherical sector analyzer, coupled to a 2D delay line
detector, which was set to detect photoelectrons with a pass energy of
10 eV.
For the measurements, the chamber (with a base pressure in the

high 1 × 10−8 mbar range) was backfilled to 0.5 mbar with either N2
or O2. The sample was pressed to a pellet (8 mm diameter), which
was mounted onto a sapphire sample carrier and attached to a type K
thermocouple on the spectrometer-facing side of the pellet. Heating
was provided by an infrared laser from the rear. In order to obtain a
depth profile, the spectra were recorded at different kinetic energies of
150, 300 and 600 eV. This corresponds to inelastic mean-free paths of
0.6, 0.8 and 1.3 nm in Co3O4 according to the TPP-2 M equation.59,60

The acquired spectra were energy-corrected using the valence band
spectra, which was cross-checked with C 1s spectra (adventitious
carbon).
4.1.7. X-ray Microscopy (TXM). Measurements were performed at

the U41-PGM1-XM beamline at the BESSY II electron storage ring.61

The NEXAFS spectra were collected by using a charge coupled
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detector (CCD) of 1340 pixel × 1300 pixel with each pixel
corresponding to 10 nm sampling size. The used Fresnel zone plate
objective had an outermost zone width of 25 nm corresponding to a
lateral resolution of approximately 30 nm. The energy sampling was
0.2 eV in the photon energy range from 775 to 805 eV while the
spectral resolution with a monochromator slit width of 15 �m is
better than 150 meV. The exposure time per image was 6 s.
From the acquired spatially resolved energy stack a region of

interest was identified using a multiparameter gradient decent
approach which also estimates the background and the mean intensity
without sample by fitting beers law to the acquired data. Finally the
mean value of the logarithm of the quotient between acquired
intensity and mean intensity without sample was used to generate the
raw data for Figure 6b.
4.1.8. Surface Titration Using CO. 40 mg of the Co3O4 catalyst

fine powder (Sigma-Aldrich, product number 637025, calcined at 600
°C for 3 h) was loaded into a microreactor and pretreated for 1 h at
250 °C in either mildly reductive atmosphere i.e. He or oxidative i.e.
10% O2 in He. The flow rate passing through the catalyst was set to
80 N mL/min. After cooling down to RT in both cases, the sample
was exposed to a 2% CO in He while the mass to charge ratio of 44,
indicative of CO2, was monitored using a mass spectrometer
(Omnistar GSD 320, Pfeiffer Vacuum, Wetzlar, Germany). The
choice of He instead of N2 was due to overlapping of N2 and CO
molecular masses.
4.2. Computational Methods. The calculations have been

performed using the Quantum-ESPRESSO (QE) software package62

based on the density functional theory (DFT) in the framework of
pseudopotential approach using the plane wave method. We used the
ultrasoft pseudopotential (USPP)63 to describe the interactions
between the ion cores and valence electrons, while the generalized
gradient approximation (GGA) together with a U (Hubbard
correction) have been used to describe the electron−electron
interactions. A U value of 3.5 eV was used as it was found sufficient
to reproduce the correct band gap as well as structural and magnetic
properties of Co3O4, in good agreement with the experimental
data.64,65 Furthermore, a plane wave cutoff energy of 40 Ry and a 6 ×
6 × 6 k-point mesh sampling of the Brillouin zone were necessary.
The XANES spectra have been calculated using the XSPECTRA

code66 which is a module in the QE software package. Therein, the X-
ray absorption cross-section is expressed in terms of a transition
operator coupling the initial and the final states which are solutions of
the Kohn−Sham (KS) equations. In the case of the K-edge, the initial
state is a core 1s orbital obtained from an isolated absorbing atom in
the absence of a core hole, while the final state is obtained self-
consistently through the resolution of the KS equations for the whole
system, including core hole effects in the pseudopotential of the
absorbing atom.
The mathematical basis of X-ray absorption spectroscopy in the

USPP scheme and the use of the PAW method to reconstruct the all-
electron wave function, and to obtain the XANES intensities have
been described in ref 66. In practice, the electric dipole cross-section
is calculated for a given polarization direction using the Lanczos
algorithm and the continued fraction method.67 This approach does
not require an explicit calculation of empty states and is very fast,
since only the charge density is needed. It should be noted that
generally, experimental X-ray absorption spectra contain fewer
structures and display broader features than theoretical spectra. This
is due to the fact that finite lifetime of the core-hole is usually
neglected in the theoretical calculations.
To facilitate proper comparison between theory and experiment,

the calculated spectrum is modified so that the finite core-hole
lifetime is accounted for. A convenient way that is often employed to
achieve this is to convolve the raw spectrum a posteriori with a
Lorentzian.68 For this purpose, we used � = 0.3 eV for the incident
photon energy of up to 1.5 eV and � = 0.8 eV above a photon energy
of 10 eV while � varies linearly in the intermediate photon range
between the two photon energy values. We recently applied such a
Lorentzian convolution to reproduce the experimental spectrum for

the bulk Co3O4
64 and to monitor the oxidation of 2-propanol on the

Co3O4 surface.
69
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Najafishirtari, S.; Tüysüz, H.; Behrens, M. Dynamics of Reactive
Oxygen Species on Cobalt-Containing Spinel Oxides in Cyclic CO
Oxidation. Catalysts 2021, 11, 1312.
(43) Jansson, J.; Palmqvist, A. E.; Fridell, E.; Skoglundh, M.;
Österlund, L.; Thormählen, P.; Langer, V. On the Catalytic Activity of
Co3O4 in Low-Temperature CO Oxidation. J. Catal. 2002, 211, 387−
397.
(44) Kong, F.-C.; Li, Y.-F.; Shang, C.; Liu, Z.-P. Stability and Phase
Transition of Cobalt Oxide Phases by Machine Learning Global
Potential Energy Surface. J. Phys. Chem. C 2019, 123, 17539−17547.
(45) Chen, M.; Hallstedt, B.; Gauckler, L. J. Thermodynamic
Assessment of the Co-O System. J. Phase Equilib. 2003, 24, 212−227.
(46) Chen, X.; van Gog, H.; van Huis, M. A. Transformation of
Co3O4 Nanoparticles to CoO Monitored by In Situ TEM and
Predicted Ferromagnetism at the Co3O4/CoO Interface from First
Principles. J. Mater. Chem. C 2021, 9, 5662−5675.
(47) Navrotsky, A.; Ma, C.; Lilova, K.; Birkner, N. Nanophase
Transition Metal Oxides Show Large Thermodynamically Driven
Shifts in Oxidation-Reduction Equilibria. Science 2010, 330, 199−201.
(48) Picard, J.; Baud, G.; Besse, J.; Chevalier, R. Croissance
Cristalline et Étude Structurale de Co3O4. J. Less-Common Met. 1980,
75, 99−104.
(49) Sasaki, S.; Fujino, K.; Takeuchi, Y. X-Ray Determination of
Electron-Density Distributions in Oxides, MgO, MnO, CoO, and
NiO, and Atomic Scattering Factors of their Constituent Atoms. Proc.
Jpn. Acad., Ser. B 1979, 55, 43−48.
(50) Klinger, M. More Features, More Tools, More CrysTBox. J.
Appl. Crystallogr. 2017, 50, 1226−1234.
(51) Petitto, S. C.; Marsh, E. M.; Carson, G. A.; Langell, M. A.
Cobalt Oxide Surface Chemistry: The Interaction of CoO(100),

Co3O4(110) and Co3O4(111) with oxygen and water. J. Mol. Catal. A:
Chem. 2008, 281, 49−58.
(52) Santana Santos, C.; Jaato, B. N.; Sanjuán, I.; Schuhmann, W.;
Andronescu, C. Operando Scanning Electrochemical Probe Micros-
copy during Electrocatalysis. Chem. Rev. 2023, 123, 4972−5019.
(53) Wintterlin, J. Impact of Surface Science on Catalysis; Elsevier,
2000; pp 131−206.
(54) Zhao, Y.; Feltes, T. E.; Regalbuto, J. R.; Meyer, R. J.; Klie, R. F.
In Situ Electron Energy Loss Spectroscopy Study of Metallic Co and
Co Oxides. J. Appl. Phys. 2010, 108, 063704.
(55) Masliuk, L.; Swoboda, M.; Algara-Siller, G.; Schlögl, R.;
Lunkenbein, T. A Quasi In Situ TEM Grid Reactor for Decoupling
Catalytic Gas Phase Reactions and Analysis. Ultramicroscopy 2018,
195, 121−128.
(56) Folke, J.; Dembélé, K.; Girgsdies, F.; Song, H.; Eckert, R.;
Reitmeier, S.; Reitzmann, A.; Schlögl, R.; Lunkenbein, T.; Ruland, H.
Promoter Effect on the Reduction Behavior of Wuestite-Based
Catalysts for Ammonia Synthesis. Catal. Today 2022, 387, 12−22.
(57) Klinger, M.; Jäger, A. Crystallographic Tool Box (CrysTBox):
Automated Tools for Transmission Electron Microscopists and
Crystallographers. J. Appl. Crystallogr. 2015, 48, 2012−2018.
(58) Hendel, S.; Schäfers, F.; Hävecker, M.; Reichardt, G.; Scheer,
M.; Bahrdt, J.; Lips, K. The EMIL Project at BESSY II: Beamline
Design and Performance. AIP Conf. Proc. 2016, 1741, 030038, .
(59) Tanuma, S.; Powell, C. J.; Penn, D. R. Calculation of Electron
Inelastic Mean Free Paths (IMFPs) VII. Reliability of the TPP-2M
IMFP Predictive Equation. Surf. Interface Anal. 2003, 35, 268−275.
(60) Tanuma, S.; Powell, C. J.; Penn, D. R. Calculations of Electron
Inelastic Mean Free Paths. IX. Data for 41 Elemental Solids over the
50 eV to 30 keV Range. Surf. Interface Anal. 2011, 43, 689−713.
(61) Guttmann, P.; Werner, S.; Siewert, F.; Sokolov, A.; Schmidt, J.-
S.; Mast, M.; Brzhezinskaya, M.; Jung, C.; Follath, R.; Schneider, G.
The New HZB X-Ray Microscopy Beamline U41-PGM1-XM at
BESSY II. Microsc. Microanal. 2018, 24, 204−205.
(62) Giannozzi, P.; et al. QUANTUM ESPRESSO: A Modular and
Open-Source Software Project for Quantum Simulations of Materials.
J. Phys.: Condens. Matter 2009, 21, 395502.
(63) Vanderbilt, D. Soft Self-Consistent Pseudopotentials in a
Generalized Eigenvalue Formalism. Phys. Rev. B 1990, 41, 7892−
7895.
(64) Kenmoe, S.; Douma, D. H.; Raji, A. T.; M’Passi-Mabiala, B.;
Götsch, T.; Girgsdies, F.; Knop-Gericke, A.; Schlögl, R.; Spohr, E. X-
Ray Absorption Near-Edge Structure (XANES) at the O K-Edge of
Bulk Co3O4: Experimental and Theoretical Studies. Nanomaterials
2022, 12, 921.
(65) Wang, L.; Maxisch, T.; Ceder, G. Oxidation Energies of
Transition Metal Oxides within the GGA + U Framework. Phys. Rev.
B 2006, 73, 195107.
(66) Gougoussis, C.; Calandra, M.; Seitsonen, A. P.; Mauri, F. First-
Principles Calculations of X-Ray Absorption in a Scheme Based on
Ultrasoft Pseudopotentials: From �-Quartz to High-Tc Compounds.
Phys. Rev. B 2009, 80, 075102.
(67) Taillefumier, M.; Cabaret, D.; Flank, A.-M.; Mauri, F. X-Ray
Absorption Near-Edge Structure Calculations with the Pseudopoten-
tials: Application to the K Edge in Diamond and �-Quartz. Phys. Rev.
B 2002, 66, 195107.
(68) Messiah, A. Quantum Mechanics, Vol. II; North Holland
Publishing Company, 1962.
(69) Douma, D. H.; Nono, K. N.; Omranpoor, A. H.; Lamperti, A.;
Debernardi, A.; Kenmoe, S. Probing the Local Environment of Active
Sites during 2-Propanol Oxidation to Acetone on the Co3O4 (001)
Surface: Insights from First-Principles O K-Edge XANES Spectros-
copy. J. Phys. Chem. C 2023, 127, 5351−5357.

ACS Applied Materials & Interfaces www.acsami.org Research Article

https://doi.org/10.1021/acsami.4c20690
ACS Appl. Mater. Interfaces 2025, 17, 9419−9430

9430


